


 
vtrglass@vtrglass.cz                                

 ● Do you need any non-standard product?  
 ● Have you ever been waiting for a long time
 for the item you urgently needed?
 ● Are you not able to find a supplier of the item  
which is not in any catalogue of any distributor?  

 ● Do you need a piece of advice? 

!

  ● Experienced and fully qualified 
glass blowers

 
● Flexibility and short delivery time

 
● Production of non-standard products 

according to your drawing 
or the sample

  

● Conformity and compliance
of EU standards 

 

● Professional advice

  
 

We use world-famous tubes DURAN 
and SIMAX for our production.
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LABORATORY GLASSWARE/BEAKERS

1

DIN
12331

ISO
3819

A
121°C

Beaker, low form, with spout

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

632 411 010 005 155/5 5* 22 30 10
632 411 010 010  155/10 10* 26 35 10
632 411 010 025 155/25 25* 34 50 10
632 411 010 050  155/50 50 42 60 10
632 417 010 100  155/100 100 50 70 10
632 417 010 150  155/150 150 60 80 10
632 417 010 250  155/250 250 70 95 10
632 417 010 400  155/400 400 80 110 10
632 417 010 600  155/600 600 90 125 10
632 417 010 800  155/800 800 100 135 10
632 417 010 940  155/1000 1000 105 145 10
632 417 010 950  155/2000 2000 130 185 4
632 411 010 952  155/3000 3000 150 210 4
632 411 010 956  155/5000 5000 170 270 2
632 411 010 966  155/10000 10000 217 350 1

*) without graduation

1

Beaker, low form, with spout

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

637 211 060 701 21 106 07 5* 22 30 10
637 211 060 804 21 106 08 10* 26 35 10
637 211 061 406 21 106 14 25 34 50 10
637 211 061 706 21 106 17 50 42 60 10
637 211 062 402 21 106 24 100 50 70 10
637 211 062 908 21 106 29 150 60 80 10
637 211 063 604 21 106 36 250 70 95 10
637 211 064 103 21 106 41 400 80 110 10
637 211 064 806 21 106 48 600 90 125 10
637 211 065 305 21 106 53 800 100 135 10
637 211 065 408 21 106 54 1000 105 145 10
637 211 066 301 21 106 63 2000 132 185 10
637 211 066 807 21 106 68 3000 152 210 4
637 211 067 306 21 106 73 5000 170 270 1
637 211 068 602 21 106 86 10000* ** 217 350 1

*) without graduation
**) non DIN/ISO size

DIN
12331

ISO
3819

RETRACE
CODE

A
121°C

USP
STANDARD

2

3

Beaker, low form, with spout 

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

635 920 201 025 1101/25 25 34 50 10
635 920 201 050 1101/50 50 42 60 10
635 920 201 100 1101/100 100 50 70 10
635 920 201 150 1101/150 150 60 80 10
635 920 201 250 1101/250 250 70 95 10
635 920 201 400 1101/400 400 80 110 10
635 920 201 600 1101/600 600 90 125 10
635 920 201 800 1101/800 800 100 135 10
635 920 201 940 1101/1000 1000 105 145 10
635 920 201 950 1101/2000 2000 130 185 4
635 920 201 952 1101/3000 3000 150 210 4
635 920 201 956 1101/5000 5000 170 270 2

3

Boro 3.3

DIN
12331

ISO
3819

A
121°C

2
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BEAKERS

Beaker, tall form, with spout

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

637 211 161 704 21 116 17 50 38 70 10
637 211 162 409 21 116 24 100 48 80 10
637 211 162 906 21 116 29 150 54 95 10
637 211 163 602 21 116 36 250 60 120 10
637 211 164 101 21 116 41 400 70 130 10
637 211 164 804 21 116 48 600 80 150 10
637 211 165 303 21 116 53 800 90 175 10
637 211 165 406 21 116 54 1000 95 180 10
637 211 166 308 21 116 63 2000 120 240 10
637 211 166 805 21 116 68 3000 135 280 2

DIN
12331

ISO
3819

RETRACE
CODE

A
121°C

USP
STANDARD

3

3

4

2

DIN
12331

ISO
3819

A
121°C

Beaker, tall form, with spout

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

632 411 012 025 153/25 25 30 55 10
632 411 012 050 153/50 50 38 70 10
632 417 012 100 153/100 100 48 80 10
632 417 012 150 153/150 150 54 95 10
632 417 012 250 153/250 250 60 120 10
632 417 012 400 153/400 400 70 130 10
632 417 012 600 153/600 600 80 150 10
632 417 012 800 153/800 800 90 175 10
632 417 012 940 153/1000 1000 95 180 10
632 417 012 950 153/2000 2000 120 240 6
632 411 012 952 153/3000 3000 135 280 6

2

001

002

003

004

005

A
P

P
R

O
X

. V
O

L.

NARUD

OHCS

lm 006

ynamreG ni edaM

00000000
edoC ecarteR

h

d

1Beaker, low form, with spout, thick walled, Super Duty

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

637 211 072 909 21 107 29 150 60 80 10
637 211 073 605 21 107 36 250 70 95 10
637 211 074 104 21 107 41 400 80 110 10
637 211 074 807 21 107 48 600 90 125 10
637 211 075 409 21 107 54 1000 105 145 10
637 211 076 302 21 107 63 2000 132 185 10
637 211 077 307 21 107 73 5000 170 270 1

RETRACE
CODE

A
121°C

USP
STANDARD

1

Beaker, tall form, with spout 

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

635 920 202 025 1102/25 25 30 55 10
635 920 202 050 1102/50 50 38 70 10
635 920 202 100 1102/100 100 48 80 10
635 920 202 150 1102/150 150 54 95 10
635 920 202 250 1102/250 250 60 120 10
635 920 202 400 1102/400 400 70 130 10
635 920 202 600 1102/600 600 80 150 10
635 920 202 800 1102/800 800 90 175 10
635 920 202 940 1102/1000 1000 95 180 10
635 920 202 950 1102/2000 2000 120 240 10
635 920 202 952 1102/3000 3000 135 280 6

4

Boro 3.3

DIN
12331

ISO
3819

A
121°C
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Beaker, low form, with handle and spout

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

632  417 011 250 154/250 250 70 95 6
632  417 011 400 154/400 400 80 110 6
632  417 011 600 154/600 600 90 125 6
632  417 011 940 154/1000 1000 105 145 2

1

Beaker acc. to Philips, low form

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 411 006 150 161/150 150 57 40 91 10
632 411 006 250 161/250 250 68 48 110 10
632 411 006 500 161/500 500 88 61 145 10
632 411 006 940 161/1000 1000 112 70,5 184 10

2

1

2

Flask acc. to Erlenmeyer, conical, narrow neck

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 411 119 025 24/25 25 42 22 70 10
632 417 119 050 24/50 50 51 22 85 10
632 417 119 100 24/100 100 64 22 105 10
632 417 119 200 24/200 200 79 34 131 10
632 417 119 250 24/250 250 85 34 140 10
632 417 119 300 24/300 300 87 34 156 10
632 417 119 500 24/500 500 105 34 175 10
632 417 119 940 24/1000 1000 131 42 220 10
632 411 119 950 24/2000 2000 166 50 280 6
632 411 119 952 24/3000 3000 187 50 310 6
632 411 119 956 24/5000 5000 220 50 365 2

DIN ISO
1773

A
121°C

3

3

4

Flask acc. to Erlenmeyer, conical, narrow neck

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

d1 
(mm)

h 
(mm)

Packing 
(pcs)

637 212 161 407 21 216 14 25 42 22 75 10
637 212 161 707 21 216 17 50 51 22 90 10
637 212 162 403 21 216 24 100 64 22 105 10
637 212 163 202 21 216 32 200* 79 34 131 10
637 212 163 605 21 216 36 250 85 34 145 10
637 212 163 905 21 216 39 300 87 34 156 10
637 212 164 404 21 216 44 500 105 34 180 10
637 212 165 409 21 216 54 1000 131 42 220 10
637 212 166 302 21 216 63 2000 166 50 280 10
637 212 166 808 21 216 68 3000 187 52 310 2
637 212 167 307 21 216 73 5000 220 52 365 1

DIN ISO
1773

RETRACE
CODE

A
121°C

USP
STANDARD

*) non DIN/ISO size

4

BEAKERS/FLASKS
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AP
PR

O
X

.V
O

L .

200

300

400

500

Made in Germany

500 ml

Retrace Code00000000

NARUD

OHCS

d

h

d1

Flask acc. to Erlenmeyer, conical, thick-walled, narrow neck, Super Duty

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

d1 
(mm)

h 
(mm)

Packing 
(pcs)

637 212 171 408 21 217 14 25  42  22  75  10
637 212 171 708 21 217 17 50 51 22 90 10
637 212 172 404 21 217 24 100 64 22 105 10
637 212 173 606 21 217 36 250 85 34 145 10
637 212 174 405 21 217 44 500 105 34 180 10
637 212 175 401 21 217 54 1 000 131 42 220 10
637 212 176 303 21 217 63 2 000 166 50 280 10
637 212 177 308 21 217 73 5 000 220 52 365 1

RETRACE
CODE

A
121°C

USP
STANDARD

2

Flask acc. to Erlenmeyer, conical, wide neck

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 411 106 025 25/25 25 42 32 70 10
632 411 106 050 25/50 50 51 34 85 10
632 417 106 100 25/100 100 64 34 105 10
632 417 106 200 25/200 200 79 50 131 10
632 417 106 250 25/250 250 85 50 135 10
632 417 106 300 25/300 300 87 50 156 10
632 417 106 500 25/500 500 105 50 170 10
632 411 106 940 25/1000 1000 131 50 215 10
632 411 106 950 25/2000 2000 153 72 280 6

DIN ISO
24450

A
121°C

3

2

3

Flask acc. to Erlenmeyer, conical, wide neck

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

d1 
(mm)

h 
(mm)

Packing 
(pcs)

637 212 261 405 21 226 14 25* 43 31 70 10
637 212 261 705 21 226 17 50 51 34 85 10
637 212 262 401 21 226 24 100 64 34 105 10
637 212 263 209 21 226 32 200* 79 50 131 10
637 212 263 603 21 226 36 250 85 50 140 10
637 212 263 903 21 226 39 300* 87 50 156 10
637 212 264 402 21 226 44 500 105 50 175 10
637 212 265 407 21 226 54 1000 131 50 220 10
637 212 266 309 21 226 63 2000* 153 72 276 10

RETRACE
CODE

A
121°C

USP
STANDARD

DIN ISO
24450

*) non DIN/ISO size

4

d

h500 

400 

300 

200 

Made in Germany 

500 ml 

.L
O

V .
X

O
R

P
P

A

NARUD

OHCS

Retrace Code00000000

d1

4

1Flask acc. to Erlenmeyer, conical, narrow neck 

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

635 920 421 100 1121/100 100 64 22 105 10 
635 920 421 200 1121/200 200 79 34 131 10 
635 920 421 250 1121/250 250 85 34 140 10 
635 920 421 300 1121/300 300 87 34 156 10 
635 920 421 500 1121/500 500 105 34 175 10 
635 920 421 940 1121/1000 1000 131 42 220 10 
635 920 421 950 1121/2000 2000 166 50 280 6 
635 920 421 952 112/13000 3000 187 50 310 6 
635 920 421 956 1121/5000 5000 220 50 365 2 

1

Boro 3.3

DIN ISO
24450

A
121°C

FLASKS
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FLASKS

Flask acc. to Erlenmeyer, conical, thick-walled, wide neck, Super Duty

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

d1 
(mm)

h 
(mm)

Packing 
(pcs)

637 212 272 402 21 227 24 100  64  34  105  10
637 212 273 604 21 227 36 250 85 50 140 10
637 212 274 403 21 227 44 500 105 50 175 10
637 212 275 408 21 227 54 1 000 131 50 220 10

RETRACE
CODE

A
121°C

USP
STANDARD

2

Flask acc. to Erlenmeyer, with DIN thread
with blue screw cap made from PP (max. temperature 140 °C) can be delivered 
with red screw cap made from PBT (max. temperature 180 °C)

Ordering No. Cat. No. Volume (ml) GL (mm) d (mm) h (mm) Packing (pcs)

632 426 731 100 8023/100 100 25 64 100 10
632 426 731 250 8023/250 250 32 85 140 10
632 426 731 500 8023/500 500 32 105 175 10
632 426 731 940 8023/1000 1000 32 131 215 10

A
121°C

3

A
121°C

Flask acc. to Erlenmeyer, with screw cap
with blue screw cap made from PP, max. temperature 140 °C

Ordering No. Cat. No. Volume (ml) d (mm) Packing (pcs)

636 007 520 201 075.202.01 50 51 10
636 007 520 202 075.202.02 100 64 10
636 007 520 203 075.202.03 150 74 10
636 007 520 204 075.202.04 250 85 10
636 007 520 205 075.202.05 500 105 10
636 007 520 206 075.202.06 1000 131 10

4

3

4

d

h500 

400 

300 

200 

Made in Germany 

500 ml 

.L
O

V .
X

O
R

P
P

A

NARUD

OHCS

Retrace Code00000000

d1

2

1 Flask acc. to Erlenmeyer, conical, wide neck

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

635 920 441 050 1120/50 50 51 34 85 10
635 920 441 100 1120/100 100 64 34 105 10
635 920 441 200 1120/200 200 79 50 131 10
635 920 441 300 1120/300 300 87 50 156 10
635 920 441 500 1120/500 500 105 50 170 10
635 920 441 940 1120/1000 1000 131 50 215 10
635 920 441 950 1120/2000 2000 153 72 280 10

1

A
121°C

boro 3.3
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FLASKS

Flask, with flat bottom, narrow neck, with rim

Ordering No. Cat. No. Volume (ml) d1 (mm) d2 (mm) h (mm) Packing (pcs)

632 411 117 050 10/50 50 51 22 100 10
632 417 117 100 10/100 100 64 22 110 10
632 417 117 250 10/250 250 85 34 140 10
632 417 117 500 10/500 500 105 34 170 10
632 411 117 940 10/1000 1000 131 42 200 10
632 411 117 950 10/2000 2000 166 50 250 6
632 411 117 954 10/4000 4000 207 50 300 2
632 411 117 958 10/6000 6000 236 65 340 2
632 411 117 966 10/10000 10000 279 65 400 1

A
121°C

DIN ISO
1773

1 1

*) non DIN/ISO size
DIN ISO

1773
A

121°C
USP

STANDARD

Flask, with flat bottom, narrow neck, with rim

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

d1 
(mm)

h 
(mm)

Packing 
(pcs)

637 217 111 708 21 711 17 50 51 26 90 10
637 217 112 404 21 711 24 100 64 26 105 10
637 217 113 606 21 711 36 250 85 34 138 10
637 217 114 405 21 711 44 500 105 34 163 10
637 217 115 401 21 711 54 1000 131 42 190 10
637 217 116 406 21 711 64 2000* 166 42 250 10
637 217 116 809 21 711 68 3000* 185 50 250 1
637 217 117 102 21 711 71 4000 207 50 275 1
637 217 117 308 21 711 73 5000* 223 50 290 1
637 217 117 608 21 711 76 6000 237 65 315 1
637 217 118 604 21 711 86 10000 280 65 360 1

2

A
121°C

DIN ISO
1773

Flask, with round bottom, narrow neck, with rim

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 411 205 050 15/50 50 51 22 105 10
632 411 205 100 15/100 100 64 22 115 10
632 411 205 250 15/250 250 85 34 145 10
632 411 205 500 15/500 500 105 34 175 10
632 411 205 940 15/1000 1000 131 42 210 10
632 411 205 950 15/2000 2000 166 50 260 6
632 411 205 954 15/4000 4000 207 50 315 2
632 411 205 958 15/6000 6000 236 65 355 2
632 411 205 966 15/10000 10000 279 65 420 1

4

d

h

500 ml
Made in Germany

D U R A N

SCHO

d1

2

4

3

Flask, with flat bottom, narrow neck, with rim 

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

635 920 404 100 1111/100 100 64 22 110 10
635 920 404 250 1111/250 250 85 34 140 10
635 920 404 500 1111/500 500 105 34 170 10
635 920 404 940 1111/1000 1 000 131 42 200 10

3

Boro 3.3

A
121°C

DIN ISO
1773
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FLASKS

DIN ISO
1773

A
121°C

Flask, with flat bottom, wide neck

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

636 023 620 201 236.202.01 50 51 34 100 10
636 023 620 202 236.202.02 100 64 34 110 10
636 023 620 203 236.202.03 250 85 50 140 10
636 023 620 204 236.202.04 500 105 50 170 10
636 023 620 205 236.202.05 1000 131 50 200 10
636 023 620 206 236.202.06 2000 166 76 250 6

2

2

2

500 ml
Made in Germany

D U R A N

SCHO

d

d1

h

1

Flask, with flat bottom, wide neck

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 411 103 050 18/50 50 51 34 100 10
632 411 103 100 18/100 100 64 34 110 10
632 411 103 250 18/250 250 85 50 140 10
632 411 103 500 18/500 500 105 50 170 10
632 411 103 940 18/1000 1000 131 50 200 10
632 411 103 950 18/2000 2000 166 76 250 6

A
121°C

3

DIN ISO
1773

A
121°C

Flask, with round bottom, narrow neck

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

636 023 320 201 233.202.01 50 51 34 100 10
636 023 320 202 233.202.02 100 64 34 110 10
636 023 320 203 233.202.03 250 85 50 140 10
636 023 320 204 233.202.04 500 105 50 170 10
636 023 320 205 233.202.05 1000 131 50 200 10
636 023 320 206 233.202.06 2000 166 76 250 6

2

3

Flask, with round bottom, narrow neck

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

d1 
(mm)

h 
(mm)

Packing 
(pcs)

637 217 211 706 21 721 17 50 51 26 95 10
637 217 212 402 21 721 24 100 64 26 110 10
637 217 213 604 21 721 36 250 85 34 144 10
637 217 214 403 21 721 44 500 105 34 168 10
637 217 215 408 21 721 54 1000 131 42 200 10
637 217 216 404 21 721 64 2000* 166 42 260 10
637 217 216 807 21 721 68 3000* 185 50 260 1
637 217 217 109 21 721 71 4000 207 52 290 1
637 217 217 306 21 721 73 5000 223 50 305 1
637 217 217 709 21 721 77 6000* 236 51 355 1
637 217 218 602 21 721 86 10000 279 65 380 1
637 217 218 705 21 721 87 12000** 295 65 380 1
637 217 219 101 21 721 91 20000* ** 345 76 515 1

*) non DIN/ISO size
**) conforms to ASTM E 1403

A
121°C

DIN ISO
1773

USP
STANDARD

1
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d

h

d1

500 ml
Made in Germany

D U R A N

SCHO

 FLASKS

*) non DIN/ISO size
A

121°C
USP

STANDARD
DIN ISO
24450

Flask, with flat bottom, wide neck

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

d1 
(mm)

h 
(mm)

Packing 
(pcs)

637 217 311 704 21 731 17 50 51 34 90 10
637 217 312 409 21 731 24 100 64 34 105 10
637 217 313 602 21 731 36 250 85 50 138 10
637 217 314 401 21 731 44 500 105 50 163 10
637 217 315 406 21 731 54 1000 131 50 190 10
637 217 316 308 21 731 63 2000* 166 76 230 10
637 217 316 402 21 731 64 2000 166 50 230 10

1

A
121°C

Flask, with round bottom, wide neck

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

d1 
(mm)

h 
(mm)

Packing 
(pcs)

632 411 203 050 19/50 50 51 34 105 10
632 411 203 100 19/100 100 64 34 115 10
632 411 203 250 19/250 250 85 50 145 10
632 411 203 500 19/500 500 105 50 175 10
632 411 203 940 19/1000 1000 131 50 210 10
632 411 203 950 19/2000 2000 166 76 260 6
632 411 203 954 19/4000 4000 207 76 315 2
632 411 203 958 19/6000 6000 236 89 355 2
632 411 203 966 19/10 000 10000 279 89 420 1

2

1

2

A
121°C

Flask acc. to Kjeldahl 

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 411 210 050 51/50 50 49 22 200 10
632 411 210 100 51/100 100 60 34 200 10
632 411 210 250 51/250 250 81 34 270 10
632 411 210 500 51/500 500 101 34 300 10
632 411 210 940 51/1000 1000 126 34 350 7

4

4

d

d1

h

500 ml
D U R A N

SCHO

*) non DIN/ISO size
A

121°C
USP

STANDARD
DIN ISO
24450

Flask, with round bottom, wide neck, with rim

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

d1 
(mm)

h 
(mm)

Packing 
(pcs)

637 217 411 702 21 741 17 50* 51 34 105 10
637 217 412 407 21 741 24 100 64 35 110 10
637 217 413 609 21 741 36 250 85 51 143 10
637 217 414 408 21 741 44 500 105 50 168 10
637 217 415 404 21 741 54 1000 131 50 200 10
637 217 415 507 21 741 55 1000* 131 65 200 10
637 217 416 306 21 741 63 2000 165 76 240 10
637 217 416 409 21 741 64 2000* 166 50 240 10
637 217 416 803 21 741 68 3000* 185 65 260 1
637 217 417 105 21 741 71 4000 206 76 290 1
637 217 417 302 21 741 73 5000* 223 65 310 1
637 217 417 602 21 741 76 6000 236 89 330 1
637 217 417 705 21 741 77 6000* 236 65 330 1
637 217 418 607 21 741 86 10000* 279 89 420 1
637 217 419 106 21 741 91 20000* 345 89 520 1

3

3
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1

FLASKS

A
121°C

Flask fractionating
with lateral tube 

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

h1 
(mm)

Packing 
(pcs)

632 425 220 025 41/A/25 25 41 22 110 46 10
632 425 220 050 41/A/50 50 51 22 120 46 10
632 425 220 100 41/A/100 100 64 22 150 58 10
632 425 220 250 41/A/250 250 85 34 200 76 10
632 425 220 500 41/A/500 500 105 34 250 96 10
632 425 220 940 41/A/1000 1000 131 34 300 112 8

1

2

3

4

5

Flask distilling acc. to Engler, ASTM
without reference mark

Ordering No. Cat. No. Volume 
(ml)

Height 
(mm)

Outer diameter  
of lateral neck (mm)

Packing 
(pcs)

632 425 223 100 42/100 100 215 6 10
632 425 223 125 42/125 125 215 7 10
632 425 223 250 42/250 250 215 6 10

A
121°C

ASTM
D86

3

Ordering No. Cat. No. Volume 
(ml)

Height 
(mm)

Outer diameter  
of lateral neck (mm)

Packing 
(pcs)

636 007 320 206 073.202.06 125 215 7 2

Flask distilling acc. to Engler, ASTM
without reference mark

A
121°C ASTM

4

Flask distilling acc. to Engler, with SJ, ASTM
without mark

Ordering No. Cat. No. Volume 
(ml)

Height 
(mm)

Outer diameter  
of lateral neck (mm) SJ Packing 

(pcs)

636 007 320 210 073.202.06 125 210 7 19/26 2

A
121°C ASTM

5

Flask distilling acc. to Engler, ASTM E1405
with reference mark

Ordering No. Cat. No. Volume 
(ml)

Height 
(mm)

Outer diameter  
of lateral neck (mm)

Packing 
(pcs)

632 425 223 126 125 125 215 7 10

A
121°C

ASTM
E1405

2
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DISHES

Dish crystallising, without spout, flat bottom

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

632 411 624 040 174/20 20 40 25 1
632 411 624 050 174/40 40 50 30 1
632 411 624 060 174/60 60 60 35 10
632 411 624 070 174/100 100 70 40 10
632 411 624 080 174/150 150 80 45 10
632 411 624 095 174/300 300 95 55 10
632 411 624 115 174/500 500 115 65 10
632 411 624 140 174/900 900 140 75 10
632 411 624 190 174/2000 2000 190 90 4
632 411 624 230 174/3500 3500 230 100 3

DIN
12337

A
121°C

1
1

Dish crystallising, without spout, flat bottom

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

636 024 620 201 246.202.01 20 40 25 10
636 024 620 202 246.202.02 40 50 30 10
636 024 620 203 246.202.03 60 60 35 10
636 024 620 204 246.202.04 100 70 40 10
636 024 620 205 246.202.05 150 80 45 10
636 024 620 206 246.202.06 300 95 55 10

DIN
12337

A
121°C

2

Dish crystallising, with spout, flat bottom

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

632 411 625 040 175/20 20 40 25 1
632 411 625 050 175/40 40 50 30 1
632 411 625 060 175/60 60 60 35 10
632 411 625 070 175/100 100 70 40 10
632 411 625 080 175/150 150 80 45 10
632 411 625 095 175/300 300 95 55 10
632 411 625 115 175/500 500 115 65 10
632 411 625 140 175/900 900 140 75 10
632 411 625 190 175/2000 2000 190 90 4
632 411 625 230 175/3500 3500 230 100 3

DIN
12338

A
121°C

3

2

3

Dish crystallising, with spout, flat bottom

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

636 124 620 201 246.202.01S 20 40 25 10
636 124 620 202 246.202.02S 40 50 30 10
636 124 620 203 246.202.03S 60 60 35 10
636 124 620 204 246.202.04S 100 70 40 10
636 124 620 205 246.202.05S 150 80 45 10
636 124 620 206 246.202.06S 300 95 55 10

DIN
12338

A
121°C

4

4
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DISHES

Dish evaporating, with spout, round bottom

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

632 411 604 050 177/25 15 51 22 10
632 411 604 060 177/50 35 64 29 10
632 411 604 080 177/100 90 85 39 10
632 411 604 100 177/250 180 105 49 10
632 411 604 130 177/500 400 131 62 10
632 411 604 160 177/1000 800 166 80 8
632 411 604 200 177/2000 1700 206 100 4
632 411 604 230 177/3000 2600 235 115 3

A
121°C

3

Dish evaporating, without spout, flat bottom

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

632 411 628 050 178/15 15 50 25 10
632 411 628 060 178/45 45 60 30 10
632 411 628 070 178/60 60 70 35 10
632 411 628 080 178/90 90 80 45 10
632 411 628 095 178/170 170 95 55 10
632 411 628 115 178/320 320 115 65 10
632 411 628 140 178/600 600 140 80 10
632 411 628 230 178/2500 2500 230 130 1

A
121°C

4

3

4

Dish evaporating, without spout, round bottom

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

632 411 607 050 176/25 15 51 22 10
632 411 607 060 176/50 35 64 29 10
632 411 607 080 176/100 90 85 39 10
632 411 607 100 176/250 180 105 49 10
632 411 607 130 176/500 400 131 62 10
632 411 607 160 176/1000 800 166 80 8
632 411 607 200 176/2000 1700 206 100 4
632 411 607 230 176/3000 2600 235 115 3

A
121°C

2

2

1 Dish crystallising, with spout, flat bottom 

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

635 920 104 050 1173/40 40 50 30 10
635 920 104 070 1173/100 100 70 40 10
635 920 104 080 1173/150 150 80 45 10
635 920 104 095 1173/300 300 95 55 10
635 920 104 115 1173/500 500 115 65 10
635 920 104 140 1173/900 900 140 75 10

DIN
12338

A
121°C

1

Boro 3.3
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DISHES/MORTARS/BOTTLES

Dish evaporating, with spout, flat bottom

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

d1 
(mm)

h 
(mm)

Packing 
(pcs)

632 411 629 040 179/10 10 40 20 18 1
632 411 629 050 179/15 15 50 25 25 10
632 411 629 060 179/45 45 60 30 30 10
632 411 629 070 179/60 60 70 32 35 10
632 411 629 080 179/90 90 80 35 45 10
632 411 629 095 179/170 170 95 40 55 10
632 411 629 115 179/320 320 115 50 65 10
632 411 629 140 179/600 600 140 60 80 10
632 411 629 190 179/1500 1500 190 80 100 4
632 411 629 230 179/2500 2500 230 100 130 3

A
121°C

DIN
12336

1 1

Mortar, inside rough, with pestle

Ordering No. Cat. No. d1 (mm) d2 (mm) h (mm) Packing (pcs)

632 538 160 080 2230/80 80 50 60 12
632 538 160 100 2230/100 100 60 75 1
632 538 160 120 2230/120 120 70 90 1
632 538 160 150 2230/150 150 85 110 1
632 538 160 200 2230/200 200 120 135 1

A
121°C

2

Mortar, inside glazed, with pestle

Ordering No. Cat. No. d1 (mm) d2 (mm) h (mm) Packing (pcs)

632 538 150 080 2231/80 80 50 60 12
632 538 150 100 2231/100 100 60 75 1
632 538 150 120 2231/120 120 70 90 1
632 538 150 150 2231/150 150 85 110 1
632 538 150 200 2231/200 200 120 135 1

A
121°C

3

2

3

Bottle weighing, for corrosives

Ordering No. Cat. No. Type Version Packing (pcs)

632 421 203 051 7446 (SV 295) SV295 with glass stopcock 1
632 421 203 052 7447 (SV 503) SV503 with PTFE valve 0-2 1

4

5

4

5
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2

1

Bottle weighing with SJ, low form
with stopper, without knob

Ordering No. SJ Height without 
stopper (mm)

Volume 
(ml)

Packing 
(pcs)

634 032 011 240 29/12 30 9 1
634 032 011 244 34/12 30 12 1
634 032 011 246 40/12 35 25 1
634 032 011 250 50/12 35 38 1
634 032 011 260 80/12 35 100 1

2

Bottle weighing
with ground-in stopper and round knob

Ordering No. Cat. No. Version d 
(mm)

h 
(mm)

Volume 
(ml)

Packing 
(pcs)

636 026 422 801 264.228.01 low 25 30 10 10
636 026 422 803 264.228.03 low 35 30 15 10
636 026 422 804 264.228.04 low 40 30 20 10
636 026 422 806 264.228.06 low 50 30 30 10
636 026 422 808 264.228.08 low 60 30 40 10
636 026 422 809 264.228.09 low 80 30 80 10
636 026 422 810 264.228.10 tall 25 40 10 10
636 026 422 811 264.228.11 tall 30 50 20 10
636 026 422 812 264.228.12 tall 35 60 35 10
636 026 422 813 264.228.13 tall 40 80 70 10

DIN
12605

A
121°C

1

3

Glass watch
with flamed rim

Ordering No. Cat. No. d (mm) Wall thickness (mm) Packing (pcs)

634 952 430 780 170/40 40 1,8 10
634 952 430 790 170/50 50 1,8 10
634 952 430 840 170/60 60 1,8 10
634 952 430 860 170/70 70 1,8 10
634 952 430 910 170/80 80 1,8 10
634 952 430 950 170/90 90 1,8 10
634 952 430 010 170/100 100 1,8 10
634 952 430 060 170/110 110 1,8 10
634 952 430 070 170/120 120 1,8 10
634 952 430 080 170/125 125 1,8 10
634 952 430 110 170/140 140 1,8 10
634 952 430 120 170/150 150 1,8 10
634 952 420 200 170/200 200 1,8 10

SODA-LIME
GLASS

A
121 °C

3

4

Stirring rod, flamed 

Ordering No. Cat. No. Diamete  x length (mm) Packing (pcs)

632 522 203 506 7765/4x200 4 x 200 10
632 522 204 502 7765/5x200 5 x 200 10
632 522 201 500 7765/5x250 5 x 250 10
632 522 204 503 7765/5x300 5 x 300 10
632 522 205 502 7765/6x200 6 x 200 10
632 522 205 503 7765/6x300 6 x 300 10
632 522 206 502 7765/7x200 7 x 200 10

A
121°C

4

BOTTLES WEIGHING/GLASS WATCHES/STIRRING RODS
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Bottle reagent, with blue screw cap
screw cap and pouring ring from PP - resistance up to 140 °C

Ordering No. Cat. No. Volume 
(ml)

GL 
(mm)

d 
(mm)

h 
(mm)

Packing 
(pcs)

632 414 321 100 2070/M/100 100 45 56 105 10
632 414 321 250 2070/M/250 250 45 70 143 10
632 414 321 500 2070/M/500 500 45 86 182 10
632 414 321 940 2070/M/1000 1000 45 101 203 10
632 414 321 950 2070/M/2000 2000 45 130 268 10
632 414 321 956 2070/M/5000 5000 45 186 355 6
632 414 321 966 2070/M/10000 10000 45 234 435 1
632 414 321 968 2070/M/20000 20000 45 234 435 1

RETRACE
CODE

A
121°C

ISO
4796-1

1

1

RETRACE
CODE

A
121°C

ISO
4796-1

USP
STANDARD

Bottle reagent, with blue screw cap
screw cap and pouring ring from PP - resistance up to 140 °C

Ordering No. Cat. No. Volume 
(ml)

GL 
(mm)

d 
(mm)

h 
(mm)

Packing 
(pcs)

637 218 011 453 21 801 14 25 25 36 74 10
637 218 011 753 21 801 17 50 32 46 91 10
637 218 012 458 21 801 24 100 45 56 105 10
637 218 012 955 21 801 29 150 45 62 110 10
637 218 013 651 21 801 36 250 45 70 143 10
637 218 014 459 21 801 44 500 45 86 181 10
637 218 015 155 21 801 51 750 45 95 203 10
637 218 015 455 21 801 54 1000 45 101 230 10
637 218 016 357 21 801 63 2000 45 136 265 10
637 218 016 957 21 801 69 3500 45 160 295 10
637 218 017 353 21 801 73 5000 45 182 335 10
637 218 018 658 21 801 86 10000 45 227 415 1
637 218 018 855 21 801 88 15000 45 268 450 1
637 218 019 157 21 801 91 20000 45 288 510 1

2

d

h
008

rab 5,1+/1- BP
BT C°041

K 03T

001

002

003

004

005

006

007

A
P

P
R

O
X

. V
O

L.

ynamreG ni edaM

00000000
edoC ecarteR

5951 NE NID

1 000  lm
ARUD N

OHCS

dnalniehR
VÜT

ytefaS tcudorP ciS eh rh tie
eg ürp tf e

2

Bottle reagent, with red screw cap
screw cap from PBT with PTFE coated silicon gasket, pouring ring from ETFE 
- resistance up to 180 °C

Ordering No. Cat. No. Volume 
(ml)

GL 
(mm)

d 
(mm)

h 
(mm)

Packing 
(pcs)

632 414 321 101 2070/R/100 100 45 56 105 10
632 414 321 251 2070/R/250 250 45 70 143 10
632 414 321 501 2070/R/500 500 45 86 182 10
632 414 321 941 2070/R/1000 1000 45 101 203 10
632 414 321 951 2070/R/2000 2000 45 130 268 10
632 414 321 957 2070/R/5000 5000 45 186 355 6
632 414 321 967 2070/R/10000 10000 45 234 435 1
632 414 321 969 2070/R/20000 20000 45 234 435 1

RETRACE
CODE

A
121°C

ISO
4796-1

3

3

Ordering No. Cat. No. Diamete  x length (mm) Packing (pcs)

632 522 206 503 7765/7x300 7 x 300 10
632 522 207 503 7765/8x300 8 x 300 10
632 522 207 504 7765/8x400 8 x 400 10
632 522 209 003 7765/9x300 9 x 300 10
632 522 209 004 7765/9x400 9 x 400 10

A
121°C

BOTTLES
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BOTTLES/REACTORS

Bottle reagent, with blue screw cap, amber
screw cap and pouring ring from PP - resistance up to 140 °C 

Ordering No. Cat. No. Volume 
(ml)

GL 
(mm)

d 
(mm)

h 
(mm)

Packing 
(pcs)

632 414 345 100 2070/H/100 100 45 56 105 10
632 414 345 250 2070/H/250 250 45 70 143 10
632 414 345 500 2070/H/500 500 45 86 182 10
632 414 345 940 2070/H/1000 1000 45 101 203 10
632 414 345 950 2070/H/2000 2000 45 130 268 10
632 414 345 956 2070/H/5000 5000 45 186 355 6
632 414 345 966 2070/H/10000 10000 45 234 410 1
632 414 345 968 2070/H/20000 20000 45 299 505 1

RETRACE
CODE

A
121°C

ISO
4796-1

11

d

h

A
P

P
R

O
X

. V
O

L.

001

002

003

004

005

006

007

008

009

lm 0001

ynamreG ni edaM

00000000
edoC ecarteR

0001

389183 .oN ngiseD UE

ARUD N

OHCS

d

h

A
P

P
R

O
X

. V
O

L.

001

002

003

004

005

006

007

008

009

lm 0001

ynamreG ni edaM

00000000
edoC ecarteR

0001

389183 .oN ngiseD UE

ARUD N

OHCS

2

3

Bottle reagent, with blue cap

screw cap and pouring ring from PP - resistance up to 140°C screw cap and pouring ring from PP - resistance up to 140°C 
Ordering No. Cat. No. Volume 

(ml)
GL 

(mm)
d 

(mm)
h 

(mm)
Packing 

(pcs)

637 111 262 700 11 126 27 500 80 101 152 10
637 111 271 300 11 127 13 1000 80 101 222 10
637 111 271 500 11 127 15 2000 80 136 252 10
637 111 394 900 11 139 49 5000 80 182 314 1
637 111 395 000 11 139 50 10000 80 227 389 1
637 111 395 100 11 139 51 20000 80 288 484 1

RETRACE
CODE

A
121°C

USP
STANDARD

2

Bottle reagent, with blue cap, amber
screw cap and pouring ring from PP - resistance up to 140 °C 

Ordering No. Cat. No. Volume 
(ml)

GL 
(mm)

d 
(mm)

h 
(mm)

Packing 
(pcs)

637 116 014 600 11 601 46 500 80 101 152 10
637 116 014 700 11 601 47 1000 80 101 222 10
637 116 014 800 11 601 48 2000 80 136 252 10
637 116 014 900 11 601 49 5000 80 182 314 1
637 116 015 000 11 601 50 10000 80 227 389 1
637 116 015 100 11 601 51 20000 80 288 484 1

RETRACE
CODE

A
121°C

USP
STANDARD

3

4

Reactor stirred, GLS 80

Obj. č. Cat. No. Specification Packing (pcs)

637 120 038 000 12 003 80 Complete set with bottle 1000 ml 1
637 120 038 100 12 003 81 Complete set with bottle 2000 ml 1

RETRACE
CODE

A
121°C

USP
STANDARD

4
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BOTTLES/CAPS

d

h

AP
PR

O
X.

 V
O

L.

001

009

008

007

006

005

004

003

002

ynamreG ni edaM

lm 0001

00000000
edoC ecarteR

NARUD

OHCS

1

2

3

Components for reactor

Obj. č. Cat. No. Specification Packing (pcs)

637 120 038 200 12 003 82 Stirrer blade type, magnetic 1
637 120 038 300 12 003 83 Stirrer anchor type, magnetic 1
637 120 038 500 12 003 85 Spare screw cap, PP 1

637 120 038 600 12 003 86
Spare shaft, stainless steel, including 
PEEK connection 

1

RETRACE
CODE

A
121°C

USP
STANDARD

1

Bottle reagent, square, with blue PP screw cap, clear

Ordering No. Cat. No. Volume 
(ml)

GL 
(mm)

d 
(mm)

h 
(mm)

Packing 
(pcs)

637 218 203 655 21 820 34 250 45 64 143 10
637 218 204 454 21 820 36 500 45 78 181 10
637 218 205 459 21 820 34 1000 45 94 222 10

RETRACE
CODE

A
121°C

USP
STANDARD

2

Screw cap, with GL 45

Ordering No. Specification d 
(mm)

h 
(mm)

Packing 
(pcs)

331 302 004 501 Screw cap GL 45, green, PP 54 25 10
331 302 004 502 Screw cap GL 45, yellow, PP 54 25 10
331 302 004 503 Screw cap GL 45, red, PP 54 25 10
331 302 004 504 Screw cap GL 45, gray, PP 54 25 10
331 302 004 505 Screw cap GL 45, bordeaux, PP 54 25 10
331 302 004 506 Screw cap GL 45, blue, PP 54 25 10
331 302 004 507 Screw cap GL 45, violet, PP 54 25 10

3

Screw cap, with GL

Ordering No. Specification Packing (pcs)

637 108 867 900
Screw cap GL 45, from TpCH260, resistance -196 .. 
+260 °C

5

637 101 752 600 Screw cap GL 45, blue-red, PP 10
637 292 402 807 Screw cap GL 45, PBT 10

637 108 865 500
Screw cap GL 45, with the membrane which permits 
pressure equalisation, blue, PP

5

637 111 271 600 Screw cap GL 80, blue, PP 10

4

5

4 5

6

Screw safety cap, with GL 45 
made from PP, PTFE, PBT, all parts coming into contact with media made from 
PTFE  

Ordering No. Cat. No. Specification Packing 
(pcs)

637 116 840 100 11 684 01 Screw cap, with GL 45, safety, one port 1
637 116 840 200 11 684 02 Screw cap, with GL 45, safety, two ports 1
637 116 841 300 11 684 13 Screw cap, with GL 45, safety, three ports 1
637 116 841 400 11 684 14 Screw cap, with GL 45, safety, one port and valve 1
637 116 841 500 11 684 15 Screw cap, with GL 45, safety, two ports and valve 1
637 116 841 600 11 684 16 Screw cap, with GL 45, safety, three ports and valve 1
637 116 841 700 11 684 17 Screw cap, with GL 45, safety, for SJ 29/32 1

6
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BOTTLES/CAPS

d

h

1

2 3

4

Bottle with GL, narrow neck, square, clear

without cap, soda-lime glasswithout cap, soda-lime glass
Ordering No. Cat. No. Volume 

(ml)
GL 

(mm)
d 

(mm)
h 

(mm)
Packing 

(pcs)

637 238 101 751 23 810 17 50 32 10 
637 238 102 456 23 810 24 100 32 49 119 10 
637 238 103 658 23 810 36 250 32 64 155 10 
637 238 104 457 23 810 44 500 32 77 186 10 
637 238 105 453 23 810 54 1000 45 97 223 10 

SODA-LIME
GLASS

A
121 °C

4

2 Bottle for centrifuge, BIOGEN, DBGM

Ordering No. Volume 
(ml)

Size of central 
cap (mm)

Size of lateral 
cap (mm)

Height
(mm)

Packing 
(pcs)

634 245 529 001 100 80 18 138 1
634 245 529 002 250 80 25 176 1
634 245 529 003 500 80 32 200 1
634 245 529 004 1000 110 45 246 1
634 245 529 005 3000 110 45 358 1
634 245 529 006 6000 110 45 420 1
634 245 529 007 8000 110 45 443 1
634 245 529 008 15 000 110 45 570 1
634 245 529 009 36 000 110 45 600 1

3 Bottle for centrifuge with glass stirrer on request

d

h

5

Bottle with GL, narrow neck, square, amber

without cap, soda-lime glasswithout cap, soda-lime glass
Ordering No. Cat. No. Volume 

(ml)
GL 

(mm)
d 

(mm)
h 

(mm)
Packing 

(pcs)

637 238 162 453 23 816 24 100 32 49 119 10 
637 238 163 655 23 816 36 250 45 64 155 10 
637 238 164 454 23 816 44 500 54 77 186 10 
637 238 165 459 23 816 54 1000 60 97 223 10 

SODA-LIME
GLASS

A
121 °C

5

Screw cap, with GL, multi-port
made from PP, PTFE

Ordering No. Cat. No. Specification Packing 
(pcs)

637 112 975 000 11 297 50 Screw cap GL 45, 2 x GL 14 2
637 112 975 100 11 297 51 Screw cap GL 45, 3 x GL 14 2

637 112 981 400 11 298 14
Screw cap GL 14, with hole for hose inoscu-
lation

2

637 112 981 500 11 298 15 Insert for screw cap GL 14, 1,6 mm 1
637 112 981 600 11 298 16 Insert for screw cap GL 14, 3,0 mm 1
637 112 981 700 11 298 17 Insert for screw cap GL 14, 3,2 mm 1
637 112 981 800 11 298 18 Insert for screw cap GL 14, 6 mm 1

637 113 779 900 11 377 99
Set for pressure equalisation for 2- or 3-port 
caps 

1

637 112 981 200 11 298 12 Screw cap GL 45, 4 x HPLC ports - set 2
637 112 981 300 11 298 13 Set of spare parts for HPLC ports 1
637 113 780 100 11 378 01 Set for pressure equalisation for 4-port caps 1

1
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BOTTLES/CAPS

d

h

d

h

1

2

d

h

3

Bottle with GL, wide neck, square

Ordering No. Cat. No. Volume 
(ml)

GL 
(mm)

d 
(mm)

h 
(mm)

Packing 
(pcs)

637 238 201 709 23 820 17 50 32 48 70 10 
637 238 202 405 23 820 24 100 32 49 111 10 
637 238 203 607 23 820 36 250 45 64 146 10 
637 238 204 406 23 820 44 500 54 76 173 10 
637 238 205 402 23 820 54 1000 60 97 213 10 

SODA-LIME
GLASS

A
121 °C

1

Bottle with GL, wide neck, square, amber

without cap, soda-lime glasswithout cap, soda-lime glass
Ordering No. Cat. No. Volume 

(ml)
GL 

(mm)
d 

(mm)
h 

(mm)
Packing 

(pcs)

637 238 262 402 23 826 24 100 32 49 111 10 
637 238 263 604 23 826 36 250 45 64 146 10 
637 238 264 403 23 826 44 500 54 76 173 10 
637 238 265 408 23 826 54 1000 60 97 213 10 

SODA-LIME
GLASS

A
121 °C

2

Bottle reservoir, with GL 45, round, amber
complete with pouring ring, for dispensers and digital burettes, soda-lime glass

Ordering No. Cat. No. Specification Volume 
(ml)

GL 
(mm)

Packing 
(pcs)

634 709 390 114 93 90 114 with side pouring neck 1400 45 1
637 238 356 656 23 83 566 without side pouring neck 2500 45 1 

SODA-LIME
GLASS

A
121 °C

3

Screw cap, with safety ring
for soda-lime bottles, blue, PP, low form

Ordering No. Cat. No. GL (mm) d (mm) h (mm) Packing (pcs)

637 293 031 901 29 30 319 32 44 23 10 
637 293 032 803 29 30 328 45 58 27 10 
637 293 033 208 29 30 332 54 69 29 10 
637 293 033 508 29 30 335 60 78 29 10 

A
121°C

Tmax.
140 °C

4

d

h

d

h

4

5

Safety tamper-proof screw cap, with safety valve
for soda-lime bottles, red, PP, tall form

Ordering No. Cat. No. GL (mm) d (mm) h (mm) Packing (pcs)

637 293 021 909 29 302 19 32 45 32 10
637 293 022 802 29 302 28 45 60 35 10

A
121°C

Tmax.
140 °C

5
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BOTTLES

Bottle reagent, narrow neck, clear 
with ground-in stopper 

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 102 050 2002/B/50 50 41,5 77 14/15 48
632 414 102 100 2002/B/100 100 51,5 103 14/23 70
632 414 102 250 2002/B/250 250 69 131 19/26 30
632 414 102 500 2002/B/500 500 85 163 24/29 15
632 414 102 940 2002/B/940 1000 106,5 199 29/32 12
632 414 102 950 2002/B/950 2000 132 245 29/32 6
632 414 142 956 2002/B/5000 5000 181 325 45/40 3
632 414 142 966 2002/B/10000 10000 227 403 60/46 1

SODA-LIME
GLASS

A
121 °C

1

Bottle reagent, narrow neck, amber
with ground-in stopper

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 202 050 2002/H/50 50 41,5 77 14/15 48
632 414 202 100 2002/H/100 100 51,5 103 14/23 70
632 414 202 250 2002/H/250 250 69 131 19/26 30
632 414 202 500 2002/H/500 500 85 163 24/29 15
632 414 202 940 2002/H/940 1000 106,5 199 29/32 12
632 414 202 950 2002/H/950 2000 132 245 29/32 6
632 414 242 956 2002/H/5000 5000 181 325 45/40 3
632 414 242 966 2002/H/10000 10000 227 403 60/46 1

SODA-LIME
GLASS

A
121 °C

2

Bottle, wide neck, clear
ungroud, without stopper

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm)

Formed 
for SJ 

Packing 
(pcs)

632 414 103 050 2004/B/50 50 41,5 76 24/20 40
632 414 103 100 2004/B/100 100 51,5 95 29/22 48
632 414 103 250 2004/B/250 250 69 128 34/24 30
632 414 103 500 2004/B/500 500 85 162 45/27 15
632 414 103 940 2004/B/940 1000 106,5 187 60/31 12
632 414 103 950 2004/B/950 2000 132 238 60/31 6

SODA-LIME
GLASS

A
121 °C

3

1

2

3

Bottle, wide neck, amber

unground, without stopperunground, without stopper
Ordering No. Cat. No. Volume 

(ml)
d 

(mm)
h 

(mm)
Formed 
for SJ 

Packing 
(pcs)

632 414 203 050 2004/H/50 50 41,5 76 24/20 40
632 414 203 100 2004/H/100 100 51,5 95 29/22 48
632 414 203 250 2004/H/250 250 69 128 34/24 30
632 414 203 500 2004/H/500 500 85 162 45/27 15
632 414 203 940 2004/H/1000 1000 106,5 187 60/31 12
632 414 203 950 2004/H/2000 2000 132 238 60/31 6

SODA-LIME
GLASS

A
121 °C

4
4
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BOTTLES

1

2

3

SODA-LIME
GLASS

A
121 °C

Bottle, wide neck, clear 
with ground-in stopper 

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 104 050 2006/B/50 50 41,5 76 24/20 40
632 414 104 100 2006/B/100 100 51,5 95 29/22 48
632 414 104 250 2006/B/250 250 69 128 34/24 30
632 414 104 500 2006/B/500 500 85 162 45/27 15
632 414 104 940 2006/B/1000 1000 106,5 187 60/31 12
632 414 104 950 2006/B/2000 2000 132 238 60/31 6
632 414 144 956 2006/B/5000 5000 181 338 85/55 3
632 414 144 966 2006/B/10000 10000 403 403 85/55 1

1

Bottle, wide neck, amber
with ground-in stopper 

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 204 050 2006/H/50 50 41,5 76 24/20 40
632 414 204 100 2006/H/100 100 51,5 95 29/22 48
632 414 204 250 2006/H/250 250 69 128 34/24 30
632 414 204 500 2006/H/500 500 85 162 45/27 15
632 414 204 940 2006/H/1000 1000 106,5 187 60/31 12
632 414 204 950 2006/H/2000 2000 132 238 60/31 6
632 414 244 956 2006/H/5000 5000 181 338 85/55 3
632 414 244 966 2006/H/10000 10000 227 403 85/55 1

SODA-LIME
GLASS

A
121 °C

2

Bottle, narrow neck, reagent, Steilbrust, clear
with ground-in stopper 

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 126 050 2010/B/50 50 41,5 77 14/15 48
632 414 126 100 2010/B/100 100 51,5 103 14/23 48
632 414 126 250 2010/B/250 250 69 131 19/26 30
632 414 126 500 2010/B/500 500 85 163 24/29 9
632 414 126 940 2010/B/1000 1000 106,5 199 29/32 12
632 414 126 950 2010/B/2000 2000 133 245 29/32 6

SODA-LIME
GLASS

A
121 °C

3

Bottle, narrow neck, reagent, Steilbrust, amber 
with ground-in stopper  

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 226 050 2010/H/50 50 41,5 77 14/15 48
632 414 226 100 2010/H/100 100 51,5 103 14/23 48
632 414 226 250 2010/H/250 250 69 131 19/26 30
632 414 226 500 2010/H/500 500 85 163 24/29 9
632 414 226 940 2010/H/1000 1000 106,5 199 29/32 12
632 414 226 950 2010/H/2000 2000 133 245 29/32 6

SODA-LIME
GLASS

A
121 °C

4

4
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BOTTLES

Bottle, narrow neck, reagent, Steilbrust, clear 
with PP stopper 

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 326 050 2011/B/50 50 41,5 77 14/15 48
632 414 326 100 2011/B/100 100 51,5 103 14/23 48
632 414 326 250 2011/B/250 250 69 131 19/26 30
632 414 326 500 2011/B/500 500 85 163 24/29 9
632 414 326 940 2011/B/1000 1000 106,5 199 29/32 12
632 414 326 950 2011/B/2000 2000 133 245 29/32 6

SODA-LIME
GLASS

A
121 °C

1

Bottle, wide neck, Steilbrust, clear 
with ground-in stopper 

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 127 050 2014/B/50 50 41,5 76 24/20 48
632 414 127 100 2014/B/100 100 51,5 95 29/22 48
632 414 127 250 2014/B/250 250 69 128 34/24 30
632 414 127 500 2014/B/500 500 85 162 45/27 9
632 414 127 940 2014/B/1000 1000 106,5 197 60/46 12
632 414 127 950 2014/B/2000 2000 133 248 60/46 6

SODA-LIME
GLASS

A
121 °C

3

1

2

3

4

Bottle, wide neck, Steilbrust, amber 
with ground-in stopper 

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 227 050 2014/H/50 50 41,5 76 24/20 48
632 414 227 100 2014/H/100 100 51,5 95 29/22 48
632 414 227 250 2014/H/250 250 69 128 34/24 30
632 414 227 500 2014/H/500 500 85 162 45/27 9
632 414 227 940 2014/H/1000 1000 106,5 197 60/46 12
632 414 227 950 2014/H/2000 2000 133 248 60/46 6

SODA-LIME
GLASS

A
121 °C

4

Bottle, narrow neck, reagent, Steilbrust, amber 
with PP stopper

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 426 050 2011/H/50 50 41,5 77 14/15 48
632 414 426 100 2011/H/100 100 51,5 103 14/23 48
632 414 426 250 2011/H/250 250 69 131 19/26 30
632 414 426 500 2011/H/500 500 85 163 24/29 9
632 414 426 940 2011/H/1000 1000 106,5 199 29/32 12
632 414 426 950 2011/H/2000 2000 133 245 29/32 6

SODA-LIME
GLASS

A
121 °C

2
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BOTTLES

1

2

3

4

Bottle square, clear 
wide neck, ground-in stopper

Ordering No. Cat. No. Volume 
(ml)

A x B 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 112 100 2043/B/100 100 51 x 51 103 29/22 48
632 414 112 150 2043/B/150 150 70,5 x 51,5 103 29/22 18
632 414 112 250 2043/B/250 250 70 x 50 143 29/22 42
632 414 112 350 2043/B/350 350 71,5 x 71,5 153 34/24 30
632 414 112 500 2043/B/500 500 92 x 71,5 148 34/24 24
632 414 112 750 2043/B/750 750 90 x 71,5 237 45/27 15

SODA-LIME
GLASS

A
121 °C

1

Bottle square, amber
wide neck, ground-in stopper 

Ordering No. Cat. No. Volume 
(ml)

A x B 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 212 100 2043/H/100 100 51 x 51 103 29/22 48
632 414 212 150 2043/H/150 150 70,5 x 51,5 103 29/22 18
632 414 212 250 2043/H/250 250 70 x 50 143 29/22 42
632 414 212 350 2043/H/350 350 71,5 x 71,5 153 34/24 30
632 414 212 500 2043/H/500 500 92 x 71,5 148 34/24 24
632 414 212 750 2043/H/750 750 90 x 71,5 237 45/27 15

SODA-LIME
GLASS

A
121 °C

2

Bottle dropping, clear 

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 109 050 2020/B /50 50 44 92 14/23 96
632 414 109 100 2020/B /100 100 55 106 14/23 70

SODA-LIME
GLASS

A
121 °C

3

Bottle dropping, amber

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 414 209 050 2020/H /50 50 44 92 14/23 96
632 414 209 100 2020/H /100 100 55 106 14/23 70

SODA-LIME
GLASS

A
121 °C

4

5

A
121°C

Bottle dropping, clear
with ground-in flat pipette stopper and SJ

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm)

h1 
(mm) SJ Packing 

(pcs)

632 425 020 050 2016/B/50 50 42 107 77 14/15 30
632 425 020 100 2016/B/100 100 52 133 103 14/23 30
632 425 020 250 2016/B/250 250 70 161 131 19/26 30

5
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BOTTLES

1

A
121°C

Bottle dropping, amber
with ground-in flat pipette stopper and SJ 

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm)

h1 
(mm) SJ Packing 

(pcs)

632 425 023 050 2016/H/50 50 42 107 77 14/15 30
632 425 023 100 2016/H/100 100 52 133 103 14/23 30
632 425 023 250 2016/H/250 250 70 161 131 19/26 30

1

2

3

4

5

Bottle reservoir 
for automatic burette 

Ordering No. Cat. No. Volume 
(ml) Glass Kat. č. Packing 

(pcs)

632 436 801 046 2100/B/2000 2000 white 2100/B 6
632 436 802 046 2100/H/2000 2000 amber 2100/H 6

2

A
121°C

Bottle dropping 
with changeable stopper, SJ 

Ordering No. Cat. No. Volume (ml) SJ Packing (pcs)

632 426 001 150 3130/B/150 150 29/32 1
632 426 001 250 3130/B/250 250 29/32 1
632 426 001 500 3130/B/500 500 29/32 1

3

Bottle dropping acc. to Schuster
with stopper 

Ordering No. Cat. No. Volume (ml) d (mm) SJ Packing (pcs)

632 426 005 050 2018/50 50 47 10/15 1
632 426 005 100 2018/100 100 58 10/15 1
632 426 005 250 2018/250 250 75 10/15 1

4

Acid bottle, clear
with ground „pennyhead“ stopper and ground interchangeable glass cap

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

637 212 752 408 21 275 24 100 55 145 10 
637 212 753 601 21 275 36 250 75 180 10 
637 212 754 409 21 275 44 500 82 220 10 
637 212 755 405 21 275 54 1000 109 260 10 

A
121°C

USP
STANDARD

5



27www.vtrglass.cz

BOTTLES

1

2

Acid bottle, amber
with ground „pennyhead“ stopper and ground interchangeable glass cap

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

637 212 752 465 21 275 24 100 55 145 10 
637 212 753 667 21 275 36 250 75 180 10 
637 212 754 466 21 275 44 500 82 220 10 
637 212 755 462 21 275 54 1000 109 260 10 

A
121°C

USP
STANDARD

1

Bottle for water determination acc. to Winkler
with oblique stopper, white labelling area, accurately marked volume

Ordering No. Cat. No. Specification Volume 
(ml) SJ Packing 

(pcs)

632 447 702 150 2772/100-150 set with safety spring 100 - 150 14,5/23 1

632 447 702 154 2772/A 100-150
only bottle without 
safety spring

100 - 150 14,5/23 1

632 447 702 300 2772/250-300 set with safety spring 250 - 300  19/26 1

632 447 702 305 2772/A 250-300
only bottle without 
safety spring

250 - 300 19/26 1

632 447 702 152 2772/B  pipette 5 ml 1

2

3

4

Bottle reservoir, for injection serum

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 511 101 250 3125/250 250 68 145 34/35 10
632 511 101 500 3125/500 500 83 165 34/35 10
632 511 101 940 3125/1000 1000 105 197 34/35 10
632 511 101 950 3125/2000 2000 125 257 34/35 3
632 511 101 956 3125/5000 5000 178 305 34/35 2
632 511 101 966 3125/10000 10000 220 385 34/35 1
632 511 101 968 3125/20000 20000 286 470 60/46 1

A
121°C

3

A
121°C

Bottle acc. to Woulf
with ground-in flat stopper and stopcock at bottom, SJ 

Ordering No. Cat. No. Volume (ml) SJ1 SJ2 Packing (pcs)

632 415 046 500 2038/500 500 19/26 19/26 4 
632 415 046 940 2038/1000 1000 24/29 19/26 4 
632 415 046 950 2038/2000 2000 29/32 19/26 3 
632 415 046 956 2038/5000 5000 45/40 24/29 3 
632 415 046 966 2038/10000 10000 50/42 29/32 1 
632 415 046 967 2038/15000 15000 50/42 29/32 1 
632 415 046 968 2038/20000 20000 50/42 29/32 1 

4
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BOTTLES/VIALS

Vial, screw, for sample storage

 Ordering No. Volume (ml) Size (mm) Specification Packing (pcs)

635 211 090 210 2 32  11,6 clear glass 100
635 211 090 259 2 32  11,6 amber glass 100
635 213 090 222 4 45  14,7 clear glass 100
635 213 090 280 4 45  14,7 amber glass 100
635 215 091 703 8 61  16,6 clear glass 100
635 215 091 774 8 61  16,6 amber glass 100
635 215 091 657 12 66  18,5 clear glass 100
635 215 091 800 12 66  18,5 amber glass 100

1

2

3

Bottle acc. to Woulf
with screw cap GL 45 and valve at bottom

Ordering No. Volume 
(ml) 

Height 
(mm)

Diameter 
(mm)  

Boring
(mm)

Packing
(pcs)

634 245 611 001 1000 225 101 6 1
634 245 611 002 2000 262 136 6 1
634 245 611 005 5000 335 183 8 1
634 245 611 010 10000 410 230 8 1

1

A
121°C

DIN
12480

Bottle acc. to Woulf
with three tubes and SJ

Ordering No. Cat. No. Volume (ml) d (mm) SJ Packing (pcs)

637 247 094 403 24 709 44 500 87 19/26 1
637 247 095 408 24 709 54 1000 113 24/29 1
637 247 096 301 24 709 63 2000 135 29/32 1
637 247 097 306 24 709 73 5000 185 34/35 1

3

4
Bottle, narrow neck, with screw cap, for medicaments
(without screw cap)

Ordering No. Colour Volume (ml) For cap Packing (pcs)

635 039 000 011 amber 25 GL 18 220
635 039 000 305 amber 50 GL 18 110
635 038 040 005 amber 100 PP 28 86
635 038 040 006 amber 200 GL 28 67
635 038 040 061 amber 300 PP 28 259
635 038 040 063 amber 500 PP 28 215
635 038 040 080 amber 1000 PP 28 130

4

A
121°C

Irrigator, barrel-shaped 

Ordering No. Cat. No. Volume (ml) d (mm) SJ Packing (pcs)

632 415 623 952 827/R/3000 3000 100 29/32 1
632 415 623 956 827 R/5000 5000 100 29/32 1
632 415 623 966 827 R/10000 10000 127 29/32 1
632 415 623 968 827 R/20000 20000 160 34/35 1

2
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BOTTLES/CAPS

1

2

3

4

Bottle, wide neck, with screw cap, for pills
(without screw cap)

Ordering No. Colour Volume (ml) For cap Packing (pcs)

632 414 420 851 amber 75 GL 40 48
635 038 300 890 amber 100 including cap 88
635 038 040 228 clear 130 including cap 88
632 414 323 001 amber 300 GL 50 30
632 414 328 001 amber 800 GL 60 15
632 414 323 002 amber 1300 GL 60 12

1

Screw cap for vials and bottles for pills 

Ordering No. Cap Diameter (mm) Packing (pcs)

635 414 041 040 GL 18 18 1
331 039 000 761 PP 28 28 1
635 414 041 042 GL 28 28 1
635 414 041 043 GL 32 32 1
635 414 041 044 GL 40 40 1
635 414 041 045 GL 50 50 1
635 414 041 046 GL 60 60 1

2

Bottle dropping, with GL 18, amber 

Ordering No. Volume (ml) Packing (pcs)

634 002 050 002 10 204
634 002 050 004 20 150
634 002 050 006 30 112
634 002 050 008 50 80

3

Screw cap and accessories for bottles, with dropping stopper 

Ordering No. Specification Packing (pcs)

634 002 050 100 screw cap with gasket 1
634 002 050 101 screw cap with inner dropping stopper 1
634 002 050 110 dropping stopper for eyes drops - Sterile 1
634 002 050 122 screw cap with pipette for 10 ml 1
634 002 050 124 screw cap with pipette for 20 ml 1
634 002 050 126 screw cap with pipette for 30 ml 1
634 002 050 128 screw cap with pipette for 50 ml 1

4



30 www.vtrglass.cz

DESICCATORS

Accessories for desiccators

Ordering No. Cat. No. Specification Packing (pcs)

632 441 334 521 263 K/K stopcock for desiccator 1
321 813 754 000 3754 knob for desiccator - drilled 1
321 813 754 010 3754 V knob for desiccator - non-drilled 1

1

2

3

4

A
121°C

Desiccator, with plastic knob
with porcelain plate 

Ordering No. Cat. No. DN (mm) d1 (mm) d2 (mm) Packing (pcs)

632 415 270 100 262D/100 100 151 90 1
632 415 270 150 262D/150 150 210 140 1
632 415 270 200 262D/200 200 269 190 1
632 415 270 250 262D/250 250 329 240 1
632 415 270 300 262D/300 300 392 290 1

1

A
121°C

Desiccator, with plastic knob
with glass stopcock and porcelain plate 

Ordering No. Cat. No. DN (mm) d1 (mm) d2 (mm) Packing (pcs)

632 415 271 100 262D/K/100 100 151 90 1
632 415 271 150 262D/K/150 150 210 140 1
632 415 271 200 262D/K/200 200 269 190 1
632 415 271 250 262D/K/250 250 329 240 1
632 415 271 300 262D/K/300 300 392 290 1

2

A
121°C

Desiccator, with SJ 24/29
with glass stopcock and porcelain plate 

Ordering No. Cat. No. DN (mm) d1 (mm) d2 (mm) Packing (pcs)

632 415 272 100 263D/K/100 100 151 90 1 
632 415 272 150 263D/K/150 150 210 140 1 
632 415 272 200 263D/K/200 200 269 190 1 
632 415 272 250 263D/K/250 250 329 240 1 
632 415 272 300 263D/K/300 300 392 290 1 

3

A
121°C

Desiccator, with SJ 24/29
with glass stopcock, without porcelain plate

Ordering No. Cat. No. DN (mm) d1 (mm) d2 (mm) Packing (pcs)

632 415 262 125 272/100 100 151 90 1 
632 415 262 175 272/150 150 210 140 1 
632 415 262 225 272/200 200 269 190 1 
632 415 262 275 272/250 250 329 240 1 
632 415 262 335 272/300 300 392 290 1 

4
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DESICCATORS

AD

h

h1

1

2

AD

h

h1

3

4

DIN
12491

A
121°C

Desiccator NOVUS, with SJ 24/29
with glass stopcock 

Ordering No. Cat. No. DN 
(mm)

h 
(mm)

Volume 
(l) SJ Packing 

(pcs)

637 247 824 604 24 782 46 100 174 0,7 14/29 1
637 247 825 703 24 782 57 150 239 2,4 14/29 1
637 247 826 108 24 782 61 200 296 5,8 14/29 1
637 247 826 605 24 782 66 250 344 10,5 14/29 1
637 247 826 905 24 782 69 300 420 18,5 14/29 1

1

DIN
12491

A
121°C

Desiccator, with knob

Ordering No. Cat. No. DN (mm) h (mm) Volume (l) Packing (pcs)

637 247 814 603 24 781 46 100 187 0,7 1
637 247 815 702 24 781 57 150 252 2,4 1
637 247 816 107 24 781 61 200 309 5,8 1
637 247 816 604 24 781 66 250 357 10,5 1
637 247 816 904 24 781 69 300 433 18,5 1

2

DIN
12491

A
121°C

Desiccator NOVUS, without lid
with lateral outlet, with SJ 24/29

Ordering No. Cat. No. DN 
(mm)

h 
(mm) 

h1
(mm)

Inner
diameter 

(mm)

OD 
(mm)

Volume 
(l)

Packing 
(pcs)

637 247 714 605 24 771 46 100 112 58 119 153  2 0,7 1
637 247 715 704 24 771 57 150 154 81 172  215  2 2,4 1
637 247 716 109 24 771 61 200 202 118 224 270  2 5,8 1
637 247 716 606 24 771 66 250 235 122 274 320  2 10,5 1
637 247 716 906 24 771 69 300 283 154 332 380  2 18,5 1

3

DIN
12491

A
121°C

Desiccator NOVUS, without lid
with lateral outlet, with GL 32

Ordering No. Cat. No. DN 
(mm)

h 
(mm) 

h1
(mm)

Inner
diameter 

(mm)

AD
(mm)

Volume 
(l)

Packing 
(pcs)

637 247 725 705 24 772 57 150 154 81 172  215  2 2,4 1
637 247 726 101 24 772 61 200 202 118 224 270  2 5,8 1
637 247 726 607 24 772 66 250 235 122 274 320  2 10,5 1
637 247 726 907 24 772 69 300 283 154 332 380  2 18,5 1

4
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DIN
12491

Plate for desiccators, porcelain

Ordering No. Cat. No. For DN (mm) d (mm) Packing (pcs)

641 333 238 101 238/1 100 90 1
641 333 238 331 238/3b 150 140 1
641 333 238 521 238/5a 200 189 1
641 333 238 821 238/8a 250 241 1
641 333 238 991 238/10a 300 290 1

DIN
12491

Plate for desiccators, porcelain, acc. to DIN

Ordering No. Cat. No. For DN (mm) d (mm) Packing (pcs)

641 333 138 101 138/1 100 90 1
641 333 138 201 138/2 150 140 1
641 333 138 301 138/3 200 190 1
641 333 138 401 138/4 250 235 1
641 333 138 501 138/5 300 280 1

1

2

3

4

1

DESICCATORS

2

Desiccator, with plastic knob
with stopcock, without plate

Ordering No. Cat. No. DN (mm) d (mm) Packing (pcs)

632 415 262 112 262/K 100 153 1
632 415 262 162 262/K 150 213 1
632 415 262 212 262/K 200 272 1
632 415 262 262 262/K 250 333 1
632 415 262 303 262/K 300 395 1

Desiccator, with plastic knob
without plate

Ordering No. Cat. No. DN (mm) d (mm) Packing (pcs)

632 415 262 111 262 100 151 1
632 415 262 161 262 150 210 1
632 415 262 211 262 200 269 1
632 415 262 261 262 250 329 1
632 415 262 302 262 300 392 1

3

4
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Flask volumetric, class A
with rim, without stopper

ISO
1042

A
121°C

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml) 

d 
(mm)

h 
(mm)

Packing 
(pcs)

632 431 011 018 1502/A/5 5 0,025 22 70 10
632 431 011 019 1502/A/10 10 0,025 27 90 10
632 431 011 023 1502/A/25 25 0,04 40 110 10
632 431 011 025 1502/A/50 50 0,06 50 140 10
632 431 011 030 1502/A/100 100 0,10 60 170 10
632 431 011 037 1502/A/200 200 0,15 75 210 10
632 431 011 038 1502/A/250 250 0,15 80 220 10
632 431 011 043 1502/A/500 500 0,25 100 260 10
632 431 011 044 1502/A/1000 1000 0,40 125 300 10
632 431 011 046 1502/A/2000 2000 0,60 160 370 6
632 431 011 047 1502/A/5000 5000 1,20 215 475 1

1

DIN
12664

ISO
1042

A
121°C

Flask volumetric, class A,
with rim, without stopper, batch number and certificate 

Ordering No. Cat. No. Volume (ml) Accuracy ( ml) Packing (pcs)

636 013 220 201 132.202.01 5 0,025 2
636 013 220 202 132.202.02 10 0,025 2
636 013 220 203 132.202.03 20 0,040 2
636 013 220 204 132.202.04 25 0,040 2
636 013 220 205 132.202.05 50 0,060 2
636 013 220 206 132.202.06 100 0,100 2
636 013 220 207 132.202.07 200 0,150 2
636 013 220 208 132.202.08 250 0,150 2
636 013 220 209 132.202.09 500 0,250 2
636 013 220 210 132.202.10 1000 0,400 2
636 013 220 211 132.202.11 2000 0,600 2

2

ISO
1042

A
121°C

Flask volumetric, class A
with SJ and glass stopper

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml) 

d 
(mm)

h 
(mm) SJ Packing 

(pcs)
632 431 071 018 1503/AS/5 5 0,025 22 70 7/16 10
632 431 071 019 1503/AS/10 10 0,025 27 90 7/16 10
632 431 071 023 1503/AS/25 25 0,04 40 110 10/19 10
632 431 071 025 1503/AS/50 50 0,06 50 140 12/21 10
632 431 071 030 1503/AS/100 100 0,10 60 170 12/21 10
632 431 071 037 1503/AS/200 200 0,15 75 210 14/23 10
632 431 071 038 1503/AS/250 250 0,15 80 220 14/23 10
632 431 071 043 1503/AS/500 500 0,25 100 260 19/26 10
632 431 071 044 1503/AS/1000 1000 0,40 125 300 24/29 10
632 431 071 046 1503/AS/2000 2000 0,60 160 370 29/32 6
632 431 071 047 1503/AS/5000 5000 1,20 215 475 34/35 1

3

1

2

3

FLASKS VOLUMETRIC



LABORATORNÍ SKLO/EXSIKÁTORY

Glassco Laboratory Equipment PVT Ltd
www.glasscolabs.com

info@glasscolabs.com

ISO 9001:2008 Certified Company

Filtration    •    Volumetric    •    Jointed

GLASSCO is the pioneer in the field of laboratory glassware

exporting to more than 50 countries world wide, the products

are mainly used by PHARMA companies, research institutes 

and universities.

Glassco specializes in the field of GENERAL GLASSWARE, JOINTED

GLASSWARE, FILTRATION GLASSWARE and VOLUMETRIC

GLASSWARE which is produced from ASTM E-438 TYPE-1 CLASS

A BORO 3.3 glass, according to DIN, USP AND ISO standards.

Hi tech, high quality and high reliability - these are the hallmarks

of Glassco product quality. Quality that its customers have come

to expect from the company manufacturing glass with class.
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FLASKS VOLUMETRIC

A
121°C

ISO
1042

DIN
12664

Flask volumetric, class A
with SJ and glass hollow stopper

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml) SJ Packing 

(pcs)

636 012 923 401 129.234.01 5 0,025 10/19 2
636 012 923 402 129.234.02 10 0,025 10/19 2
636 112 923 402 129.234.02 20 0,040 10/19 2
636 012 923 403 129.234.03 25 0,040 10/19 2
636 012 923 404 129.234.04 50 0,060 12/21 2
636 012 923 411 129.234.05 100 0,100 12/21 2
636 012 923 406 129.234.06 200 0,150 14/23 2
636 012 923 407 129.234.07 250 0,150 14/23 2
636 012 923 408 129.234.08 500 0,250 19/26 2
636 012 923 409 129.234.09 1000 0,400 24/29 2
636 012 923 410 129.234.10 2000 0,600 29/32 2

1 1

A
121°C

ISO
1042

DIN
12664

Flask volumetric, class A
with SJ and glass hollow stopper, batch number and certificate

Ordering No. Cat. No. Volume (ml) Accuracy ( ml) SJ Packing (pcs)

636 013 023 401 130.234.01 5 0,025 10/19 2
636 013 023 402 130.234.02 10 0,025 10/19 2
636 013 023 403 130.234.02 25 0,040 10/19 2
636 013 023 404 130.234.03 50 0,060 12/21 2
636 013 023 405 130.234.04 100 0,100 14/23 2
636 013 023 406 130.234.05 200 0,150 14/23 2
636 013 023 407 130.234.06 250 0,150 14/23 2
636 013 023 408 130.234.07 500 0,250 19/26 2
636 013 023 409 130.234.08 1000 0,400 24/29 2
636 013 023 410 130.234.09 2000 0,600 29/32 2

2

A
121°C

ISO
1042

Flask volumetric, class A
with SJ and glass hollow stopper, conformity certified

Ordering No. Cat. No. Volume (ml) Accuracy ( ml) SJ Packing (pcs)

634 870  037 256 372 56 5 * 0,04 10/19 2
634 870  037 267 372 67 10 * 0,04 10/19 2
634 870  037 257 372 57 20 0,04 10/19 2
634 870  037 268 372 68 20 * 0,06 12/21 2
634 870  037 258 372 58 25 0,04 10/19 2
634 870 037 294 372 94 25 * 0,06 12/21 2
634 870  037 259 372 59 50 0,06 12/21 2
634 870 037 288 372 88 50 * 0,10 14/23 2
634 870  037 260 372 60 100 0,10 12/21 2
634 870 037 289 372 89 100 0,10 14/23 2
634 870  037 261 372 61 200 0,15 14/23 2
634 870  037 262 372 62 250 0,15 14/23 2
634 870  037 263 372 63 500 0,25 19/26 2
634 870  037 264 372 64 1000 0,4 24/29 1
634 870  037 265 372 65 2000 0,6 29/32 1
634 870  037 266 372 66 5000 1,2 34/35 1

* wide neck

3

2

3
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FLASKS VOLUMETRIC

A
121°C

USP
STANDARD

ISO
1042

Flask volumetric, class A
with SJ and PE stopper

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml) 

h 
(mm)

d 
(mm) SJ Packing 

(pcs)
637 216 780 704 21 678 07 5 0,025 70 24 7/16 10
637 216 780 807 21 678 08 10 0,025 90 28 7/16 10
637 216 781 203 21 678 12 20 0,04 110 37 10/19 10
637 216 781 409 21 678 14 25 0,04 110 39 10/19 10
637 216 781 709 21 678 17 50 0,06 140 49 12/21 10
637 216 782 405 21 678 24 100 0,1 170 61 12/21 10
637 216 782 508 21 678 25 100 0,1 170 61 14/23 10
637 216 783 204 21 678 32 200 0,15 210 76 14/23 10
637 216 783 607 21 678 36 250 0,15 220 81 14/23 10
637 216 784 406 21 678 44 500 0,25 260 101 19/26 10
637 216 785 402 21 678 54 1000 0,4 300 127 24/29 10
637 216 786 304 21 678 63 2000 0,6 370 161 29/32 1
637 216 787 309 21 678 73 5000 1 1,2 470 217 34/35 1

1 non DIN/ISO size

2

1

2

A
121°C

ISO
1042

Flask volumetric, class A
with SJ and PE stopper

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml) 

d 
(mm)

h 
(mm) SJ Packing 

(pcs)
632 431 622 018 1503/AP/5 5 0,025 22 70 7/16 10
632 431 622 019 1503/AP/10 10 0,025 27 90 7/16 10
632 431 622 023 1503/AP/25 25 0,04 40 110 10/19 10
632 431 622 025 1503/AP/50 50 0,06 50 140 12/21 10
632 431 622 030 1503/AP/100 100 0,10 60 170 12/21 10
632 431 622 037 1503/AP/200 200 0,15 75 210 14/23 10
632 431 622 038 1503/AP/250 250 0,15 80 220 14/23 10
632 431 622 043 1503/AP/500 500 0,25 100 260 19/26 10
632 431 622 044 1503/AP/1000 1000 0,40 125 300 24/29 10
632 431 622 046 1503/AP/2000 2000 0,60 160 370 29/32 6
632 431 622 047 1503/AP/5000 5000 1,20 215 475 34/35 1

1

A
121°C

ISO
1042

DIN
12664

Flask volumetric, class A
with SJ and PE stopper

Ordering No. Cat. No. Volume (ml) Accuracy ( ml) SJ Packing (pcs)

636 012 920 201 129.202.01 5 0,025 10/19 2
636 012 920 202 129.202.02 10 0,025 10/19 2
636 112 920 202 129.202.02A 20 0,040 10/19 2
636 012 920 203 129.202.03 25 0,040 10/19 2
636 012 920 204 129.202.04 50 0,060 12/21 2
636 012 920 205 129.202.05 100 0,100 14/23 2
636 012 920 206 129.202.06 200 0,150 14/23 2
636 012 920 207 129.202.07 250 0,150 14/23 2
636 012 920 208 129.202.08 500 0,250 19/26 2
636 012 920 209 129.202.09 1000 0,400 24/29 2
636 012 920 210 129.202.10 2000 0,600 29/32 2

3

3
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FLASKS VOLUMETRIC

A
121°C

ISO
1042

DIN
12664

Flask volumetric, class A
with SJ and PE stopper, batch number and certificate

Ordering No. Cat. No. Volume (ml) Accuracy ( ml) SJ Packing (pcs)

636 013 020 201 130.202.01 5 0,025 10/19 2
636 013 020 202 130.202.02 10 0,025 10/19 2
636 113 020 202 130.202.02A 20 0,040 10/19 2
636 013 020 203 130.202.03 25 0,040 10/19 2
636 013 020 204 130.202.04 50 0,060 12/21 2
636 013 020 205 130.202.11 100 0,100 14/23 2
636 013 020 206 130.202.05 200 0,150 14/23 2
636 013 020 207 130.202.06 250 0,150 14/23 2
636 013 020 208 130.202.07 500 0,250 19/26 2
636 013 020 209 130.202.08 1000 0,400 24/29 2
636 013 020 210 130.202.09 2000 0,600 29/32 2

1

ISO
1042

A
121°C

Flask volumetric, class A
with SJ and PE stopper, conformity certified

Ordering No. Cat. No. Volume (ml) Accuracy ( ml) SJ Packing (pcs)

634 870  037 238 372 38 5 * 0,04 10/19 2
634 870  037 243 372 43 10 * 0,04 10/19 2
634 870  037 246 372 46 20 0,04 10/19 2
634 870  037 245 372 45 20 * 0,06 12/21 2
634 870  037 247 372 47 25 0,04 10/19 2
634 870 037 293 372 93 25 * 0,06 12/21 2
634 870  037 248 372 48 50 0,06 12/21 2
634 870 037 290 372 90 50 * 0,10 14/23 2
634 870  037 249 372 49 100 0,10 12/21 2
634 870 037 291 372 91 100 0,10 14/23 2
634 870  037 250 372 50 200 0,15 14/23 2
634 870  037 251 372 51 250 0,15 14/23 2
634 870  037 252 372 52 500 0,25 19/26 2
634 870  037 253 372 53 1000 0,4 24/29 1
634 870  037 234 372 34 1000 * 0,6 29/32 1
634 870  037 254 372 54 2000 0,6 29/32 1
634 870  037 255 372 55 5000 1,2 34/35 1
634 870  037 236 372 36 10000 2,0 45/40 1

* širokohrdlá

2

1

2

ISO
1042

A
121°C

Flask volumetric, class A
with SJ and PE stopper, brown graduation, conformity certified

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml) 

h 
(mm) SJ Packing 

(pcs)
634 702 822 153 2822153 5 0,025 70 10/19 2
634 702 822 161 2822161 10 0,025 90 10/19 2
634 702 822 170 2822170 25 0,04 110 10/19 2
634 702 822 175 2822175 50 0,06 140 12/21 2
634 702 822 180 2822180 100 0,10 170 12/21 2
634 702 822 185 2822185 200 0,15 210 14/23 2
634 702 822 186 2822186 250 0,15 220 14/23 2
634 702 822 190 2822190 500 0,25 260 19/26 2
634 702 822 193 2822193 1000 0,40 300 24/29 2
634 702 822 194 2822194 2000 0,60 370 29/32 2

3

3
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FLASKS VOLUMETRIC

ASTM
E-228

A
121°C

Flask volumetric, class A
with SJ and PE stopper, individual certificate, USP

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml) SJ Packing 

(pcs)

636 013 022 001 130.220.01 5 0,025 10/19 2
636 013 022 002 130.220.02 10 0,025 10/19 2
636 113 022 002 130.220.02A 20 0,040 10/19 2
636 013 022 003 130.220.03 25 0,040 10/19 2
636 013 022 004 130.220.04 50 0,060 12/21 2
636 013 022 005 130.220.05 100 0,100 14/23 2
636 013 022 006 130.220.06 200 0,150 14/23 2
636 013 022 007 130.220.07 250 0,150 14/23 2
636 013 022 008 130.220.08 500 0,250 19/26 2
636 013 022 009 130.220.09 1000 0,400 24/29 2
636 013 022 010 130.220.10 2000 0,600 29/32 2

1

A
121°C

ISO
1042

Flask volumetric, amber, class A
with SJ, PE stopper, batch number and certificate

Ordering No. Volume 
(ml)

Accuracy 
( ml) 

d 
(mm)

h 
(mm) SJ Packing 

(pcs)
634 061 319 960 5 0,025 22 70 7/16 10
634 061 319 961 10 0,025 27 90 7/16 10
634 061 319 962 25 0,04 40 110 10/19 10
634 061 319 963 50 0,06 50 140 12/21 10
634 061 319 964 100 0,10 60 170 12/21 10
634 061 319 966 250 0,15 80 220 14/23 10
634 061 319 967 500 0,25 100 260 19/26 10
634 061 319 968 1000 0,40 125 300 24/29 10
634 061 319 969 2000 0,60 160 370 29/32 4
634 061 319 970 5000 1,20 215 475 34/35 4

2

1

2

A
121°C

ISO
1042

DIN
12664

Flask volumetric, amber, class A
with SJ, PE stopper, batch number and certificate

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml) SJ Packing 

(pcs)

636 113 020 201 130.202.01 5 0,025 10/19 2
636 213 020 202 130.202.02 10 0,025 10/19 2
636 113 020 203 130.202.03 20 0,040 10/19 2
636 113 020 204 130.202.04 25 0,040 10/19 2
636 113 020 205 130.202.05 50 0,060 12/21 2
636 113 020 206 130.202.06 100 0,100 14/23 2
636 113 020 207 130.202.07 200 0,150 14/23 2
636 113 020 208 130.202.08 250 0,150 14/23 2
636 113 020 209 130.202.09 500 0,250 19/26 2
636 113 020 210 130.202.10 1000 0,400 24/29 2
636 113 020 211 130.202.11 2000 0,600 29/32 2

3
3
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FLASKS VOLUMETRIC

2

3

4

Flask acc. to Kohlrausch, class A

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml) 

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 431 478 030 1507/A/100 100 0,10 60 16 170 1
632 431 478 037 1507/A/200 200 0,15 75 19 210 1

A
121°C

4

A
121 °C

ISO
1042

Flask volumetric, PUR plastic coated, class A
batch number and certificate

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml) SJ Packing 

(pcs)

634 870 036 548 365 48 50 0,10 14/23 2
634 870 036 549 365 49 100 0,10 14/23 2
634 870 036 550 365 50 200 0,15 14/23 2
634 870 036 551 365 51 250 0,15 14/23 2
634 870 036 552 365 52 500 0,25 19/26 2
634 870 036 553 365 53 1000 0,40 24/29 1

1 1

ISO
1042

A
121°C

Flask volumetric, trapezoidal, class A
with SJ, PE stopper, blue graduation, batch number and certificate

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml) SJ Packing 

(pcs)
634 870 036 401 364 01 1 0,025 7/16 2
634 870 036 402 364 02 2 0,025 7/16 2
634 870 036 403 364 03 5 0,025 7/16 2
634 870 036 404 364 04 10* 0,04 10/19 2
634 870 036 406 364 06 20 0,04 10/19 2
634 870 036 407 364 07 25 0,04 10/19 2
634 870 036 408 364 08 50 0,06 12/21 2

* - wide neck

2

ISO
1042

A
121°C

Flask volumetric, with 3 marks, BLAUBRAND®, class A
DKD-calibration and certificate

Ordering No. Cat. No. Volume 
(ml)

Upper
lower 

mark ( ml) 

Inner 
Neck dia. (mm) SJ Packing 

(pcs)

634 870 038 204 382 04 10 0,070 7  1 10/19 1
634 870 038 206 382 06 25 0,175 9  1 10/19 1
634 870 038 208 382 08 50 0,350 11  1 12/21 1
634 870 038 210 382 10 100 0,700 13  1 12/21 1

3
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3

BOD bottle

Ordering No. Cat. No. Volume (ml) Packing (pcs)

636 028 420 202 284.202.02 300 1

3

4

2

Flask volumetric, with divided neck

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
(ml) 

h 
(mm)

Packing 
(pcs)

632 431 560 725 1520/50+5 50 5 105 1
632 431 560 830 1520/100+10 100 10 205 1
632 431 560 837 1520/200+20 200 20 245 1
632 431 560 938 1520/250+25 250 25 280 1
632 431 561 143 1520/500+50 500 50 320 1
632 431 561 144 1520/1000+100 1000 100 400 1

A
121°C

2

Flask volumetric, sugar analysis, two marks

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 431 510 025 1509/50/55 50/55 47 18 155 10
632 431 510 030 1509/100/110 100/110 58 21 180 10
632 431 510 037 1509/200/220 200/220 73 24 200 10

A
121°C

11

FLASKS VOLUMETRIC

Flask volumetric, class A
with GL and screw cap, conformity certified

Ordering No. Volume 
(ml)

Accuracy 
(ml)

GL 
(mm) 

Packing 
(pcs)

634 243 642 000  5 0,025 14   
634 243 642 001  10 0,025 14 1
634 243 642 002  20 0,040 14 1
634 243 642 003  25 0,040 14 1
634 243 642 005  50 0,060 18 1
634 243 642 010  100 0,100 18 1
634 243 642 020  200 0,150 18 1
634 243 642 025  250 0,150 18 1
634 243 642 050  500 0,250 25 1
634 243 642 100  1000 0,400 32 1
634 243 642 200  2000 0,600 32 1
634 243 642 500  5000 1,200 32 1

4
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1

2

Cylinder measuring, tall form, class A
with hexagonal base and spout, blue graduation

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

d 
(mm)

h 
(mm)

Packing 
(pcs)

632 432 110 718 1634/AM/5 5 0,05 0,1 12,9 115 1
632 432 110 819 1634/AM/10 10 0,10 0,2 15,9 135 1
632 432 110 923 1634/AM/25 25 0,20 0,5 21,3 160 1
632 432 111 125 1634/AM/50 50 0,50 1,0 26,0 195 1
632 432 111 130 1634/AM/100 100 0,50 1,0 31,3 240 1
632 432 111 238 1634/AM/250 250 1,00 2,0 41,0 320 1
632 432 111 343 1634/AM/500 500 2,50 5,0 53,2 380 1
632 432 111 444 1634/AM/1000 1000 5,00 10,0 67,0 465 1
632 432 111 546 1634/AM/2000 2000 10,00 20,0 83,5 565 1

DIN
12680

ISO
4788

A
121°C

1

3

Cylinder measuring, tall form, class A
with hexagonal base and spout, blue graduation

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

Packing 
(pcs)

636 113 820 201 138.202.01 10 0,10 0,2 2
636 113 820 202 138.202.02 25 0,25 0,5 2
636 113 820 203 138.202.03 50 0,50 1,0 2
636 113 820 204 138.202.04 100 0,50 1,0 2
636 113 820 205 138.202.05 250 1,00 2,0 2
636 113 820 206 138.202.06 500 2,50 5,0 2
636 113 820 207 138.202.07 1000 5,00 10,0 2
636 113 820 208 138.202.08 2000 10,00 20,00 2

A
121°C

DIN
12680

3

DIN
12680

A
121°C

2 Cylinder measuring, tall form, class A
with hexagonal base and spout, brown graduation, conformity certified

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

h 
(mm)

Packing 
(pcs)

634 702 210 154 2210154 5 0,05 0,1 115 2
634 702 210 160 2210160 10 0,10 0,2 140 2
634 702 210 170 2210170 25 0,25 0,5 170 2
634 702 210 175 2210175 50 0,50 1,0 200 2
634 702 210 180 2210180 100 0,50 1,0 260 2
634 702 210 186 2210186 250 1,00 2,0 355 2
634 702 210 190 2210190 500 2,50 5,0 390 2
634 702 210 193 2210193 1000 5,00 10,0 470 2
634 702 210 194 2210194 2000 10,00 20,0 570 1

Cylinder measuring, tall form, class A
with hexagonal base and spout, batch number and certificate

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

Packing 
(pcs)

636 013 920 201 139.202.01 5 0,05 0,1 2
636 013 920 202 139.202.02 10 0,10 0,2 2
636 013 920 203 139.202.03 25 0,25 0,5 2
636 013 920 204 139.202.04 50 0,50 1,0 2
636 013 920 205 139.202.05 100 0,50 1,0 2
636 013 920 206 139.202.06 250 1,00 2,0 2
636 013 920 207 139.202.07 500 2,50 5,0 2

A
121°C

DIN
12680

4
4

CYLINDERS MEASURING
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CYLINDERS MEASURING

Cylinder measuring, with plastic base, class B
with hexagonal base and spout, blue graduation

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

Packing 
(pcs)

636 013 720 202 137.202.02 10 0,2 0,2 10
636 013 720 203 137.202.03 25 0,5 0,5 10
636 013 720 204 137.202.04 50 1,0 1,0 10
636 013 720 205 137.202.05 100 1,0 1,0 10
636 013 720 206 137.202.06 250 2,0 2,0 10

A
121°C

3

Cylinder measuring, low form, class B
with hexagonal base and spout, white graduation

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

d 
(mm)

h 
(mm)

Packing 
(pcs)

632 432 340 818 1645/BB/5 5 0,2 0,2 15,5 90 10
632 432 340 919 1645/BB/10 10 0,5 0,5 21,3 100 10
632 432 341 123 1645/BB/25 25 1,0 1,0 26,0 125 10
632 432 341 125 1645/BB/50 50 1,0 1,0 31,3 150 10

4

2

3

4

Cylinder measuring, tall form, class B
with hexagonal base and spout, brown graduation, acc. to ISO 4788,  
DIN 12 680-2

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

d 
(mm)

h 
(mm)

Packing 
(pcs)

632 432 150 718 1634/BH/5 5 0,1 0,1 12,9 115 1
632 432 150 819 1634/BH/10 10 0,2 0,2 15,9 135 1
632 432 150 923 1634/BH/25 25 0,5 0,5 21,3 160 1
632 432 151 125 1634/BH/50 50 1,0 1,0 26,0 195 1
632 432 151 130 1634/BH/100 100 1,0 1,0 31,3 240 1
632 432 151 238 1634/BH/250 250 2,0 2,0 41,0 320 1
632 432 151 343 1634/BH/500 500 5,0 5,0 53,2 380 1
632 432 151 444 1634/BH/1000 1000 10,0 10,0 67,0 465 1
632 432 151 546 1634/BH/2000 2000 20,0 20,0 83,5 565 1

Tmax.
140 °C

ISO
4788

A
121°C

2

Cylinder measuring, tall form, class B
with hexagonal base and spout, white graduation

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

d 
(mm)

h 
(mm)

Packing 
(pcs)

632 432 140 718 1634/BB/5 5 0,1 0,1 12,9 115 1
632 432 140 819 1634/BB/10 10 0,2 0,2 15,9 135 1
632 432 140 923 1634/BB/25 25 0,5 0,5 21,3 160 1
632 432 141 125 1634/BB/50 50 1,0 1,0 26,0 195 1
632 432 141 130 1634/BB/100 100 1,0 1,0 31,3 240 1
632 432 141 238 1634/BB/250 250 2,0 2,0 41,0 320 1
632 432 141 343 1634/BB/500 500 5,0 5,0 53,2 380 1
632 432 141 444 1634/BB/1000 1000 10,0 10,0 67,0 465 1
632 432 141 546 1634/BB/2000 2000 20,0 20,0 83,5 565 1

DIN
12680

ISO
4788

A
121°C

11
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CYLINDERS MEASURING

Cylinder measuring, low form, class B
with hexagonal base and spout, brown graduation

A
121°C

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

d 
(mm)

h 
(mm)

Packing 
(pcs)

632 432 350 818 1645/BH/5 5 0,2 0,2 15,5 90 10
632 432 350 919 1645/BH/10 10 0,5 0,5 21,3 100 10
632 432 351 123 1645/BH/25 25 1,0 1,0 26,0 125 10
632 432 351 125 1645/BH/50 50 1,0 1,0 31,3 150 10
632 432 351 230 1645/BH/100 100 2,0 2,0 41,0 170 10
632 432 351 338 1645/BH/250 250 5,0 5,0 53,2 235 10
632 432 351 443 1645/BH/500 500 10,0 10,0 67,0 280 8
632 432 351 544 1645/BH/1000 1000 20,0 20,0 83,5 340 5
632 432 721 746 1645/BH/2000 2000 50,0 50,0 95,0 420 6

2

1

2

Cylinder measuring, with SJ, class A
high form, with hexagonal base and glass stopper, blue graduation

ISO
4788

A
121°C

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)
632 432 210 718 1652/AMS/5 5 0,05 0,1 12,9 115 10/19 10
632 432 210 819 1652/AMS/10 10 0,10 0,2 15,5 135 10/19 10
632 432 210 923 1652/AMS/25 25 0,20 0,5 21,3 160 14/23 10
632 432 211 125 1652/AMS/50 50 0,50 1,0 26,0 195 19/26 10
632 432 211 130 1652/AMS/100 100 0,50 1,0 31,3 240 24/29 10
632 432 211 238 1652/AMS/250 250 1,00 2,0 41,0 320 29/32 10
632 432 211 343 1652/AMS/500 500 2,50 5,0 53,2 380 34/35 10
632 432 211 444 1652/AMS/1000 1000 5,00 10,0 67,0 465 45/40 4
632 432 211 546 1652/AMS/2000 2000 10,00 20,0 83,5 565 45/40 3

3

Cylinder measuring, with SJ, class A
tall form, with hexagonal base and plastic stopper, blue graduation

ISO
4788

A
121°C

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)
632 432 630 018 1652/AMPN/5 5 0,05 0,1 12,9 115 10/19 10
632 432 630 019 1652/AMPN/10 10 0,10 0,2 15,5 135 10/19 10
632 432 630 023 1652/AMPN/25 25 0,20 0,5 21,3 160 14/23 10
632 432 630 025 1652/AMPN/50 50 0,50 1,0 26,0 195 19/26 10
632 432 630 030 1652/AMPN/100 100 0,50 1,0 31,3 240 24/29 10
632 432 630 038 1652/AMPN/250 250 1,00 2,0 41,0 320 29/32 10
632 432 630 043 1652/AMPN/500 500 2,50 5,0 53,2 380 34/35 10
632 432 630 044 1652/AMPN/1000 1000 5,00 10,0 67,0 465 45/40 4
632 432 630 046 1652/AMPN/2000 2000 10,00 20,0 83,5 565 45/40 3

4

3

4

A
121°C

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

d 
(mm)

h 
(mm)

Packing 
(pcs)

632 432 340 818 1645/BB/5 5 0,2 0,2 15,5 90 10
632 432 340 919 1645/BB/10 10 0,5 0,5 21,3 100 10
632 432 341 123 1645/BB/25 25 1,0 1,0 26,0 125 10
632 432 341 125 1645/BB/50 50 1,0 1,0 31,3 150 10

1
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CYLINDERS MEASURING

Cylinder measuring, with SJ, class B
tall form, with hexagonal base and PE stopper, white graduation

ISO
4788

A
121°C

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)
632 432 627 018 1652/BBPN/5 5 0,1 0,1 12,9 115 10/19 10
632 432 627 019 1652/BBPN/10 10 0,2 0,2 15,5 135 10/19 10
632 432 627 023 1652/BBPN/25 25 0,5 0,5 21,3 160 14/23 10
632 432 627 025 1652/BBPN/50 50 1,0 1,0 26,0 195 19/26 10
632 432 627 030 1652/BBPN/100 100 1,0 1,0 31,3 240 24/29 10
632 432 627 038 1652/BBPN/250 250 2,0 2,0 41,0 320 29/32 10
632 432 627 043 1652/BBPN/500 500 5,0 5,0 53,2 380 34/35 10
632 432 627 044 1652/BBPN/1000 1000 10,0 10,0 67,0 465 45/40 4
632 432 627 046 1652/BBPN/2000 2000 20,0 20,0 83,5 565 45/40 3

3

Cylinder measuring
rain gauge, round base

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm)

Division
(mm)

Packing 
(pcs)

632 432 402 843 1660/520 520 56 315 0 - 10 1
632 432 402 944 1660/600 600 56 370 0 - 12 1

A
121°C

4

3

4

Cylinder measuring, with SJ, class B
tall form, with hexagonal base and glass stopper, white graduation

ISO
4788

A
121°C

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)
632 432 240 819 1652/BBS/10 10 0,2 0,2 15,5 135 10/19 10
632 432 240 923 1652/BBS/25 25 0,5 0,5 21,3 160 14/23 10
632 432 241 125 1652/BBS/50 50 1,0 1,0 26,0 195 19/26 10
632 432 241 130 1652/BBS/100 100 1,0 1,0 31,3 240 24/29 10
632 432 241 238 1652/BBS/250 250 2,0 2,0 41,0 320 29/32 10
632 432 241 343 1652/BBS/500 500 5,0 5,0 53,2 380 34/35 10
632 432 241 444 1652/BBS/1000 1000 10,0 10,0 67,0 465 45/40 4
632 432 241 546 1652/BBS/2000 2000 20,0 20,0 83,5 565 45/40 3

11

ISO
4788

A
121°C

Cylinder measuring, with SJ, class B
tall form, with hexagonal base and glass stopper, brown graduation 

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)
632 432 250 718 1652/BHS/5 5 0,1 0,1 12,9 115 10/19 10
632 432 250 819 1652/BHS/10 10 0,2 0,2 15,5 135 10/19 10
632 432 250 923 1652/BHS/25 25 0,5 0,5 21,3 160 14/23 10
632 432 251 125 1652/BHS/50 50 1,0 1,0 26,0 195 19/26 10
632 432 251 130 1652/BHS/100 100 1,0 1,0 31,3 240 24/29 10
632 432 251 238 1652/BHS/250 250 2,0 2,0 41,0 320 29/32 10
632 432 251 343 1652/BHS/500 500 5,0 5,0 53,2 380 34/35 10
632 432 251 444 1652/BHS/1000 1000 10,0 10,0 67,0 465 45/40 4
632 432 251 546 1652/BHS/2000 2000 20,0 20,0 83,5 565 45/40 3

2

2
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CYLINDERS MEASURING/CONES

Cylinder measuring, with SJ, class B
tall form, with hexagonal base and PE stopper, brown graduation

ISO
4788

A
121°C

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
( ml)

Division
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)
632 432 626 018 1652/BHPN/5 5 0,1 0,1 12,9 115 10/19 10
632 432 626 019 1652/BHPN/10 10 0,2 0,2 15,5 135 10/19 10
632 432 626 023 1652/BHPN/25 25 0,5 0,5 21,3 160 14/23 10
632 432 626 025 1652/BHPN/50 50 1,0 1,0 26,0 195 19/26 10
632 432 626 030 1652/BHPN/100 100 1,0 1,0 31,3 240 24/29 10
632 432 626 038 1652/BHPN/250 250 2,0 2,0 41,0 320 29/32 10
632 432 626 043 1652/BHPN/500 500 5,0 5,0 53,2 380 34/35 10
632 432 626 044 1652/BHPN/1000 1000 10,0 10,0 67,0 465 45/40 4
632 432 626 046 1652/BHPN/2000 2000 20,0 20,0 83,5 565 45/40 3

1 1

2

3

Cone, sedimentation, acc. to Imhoff
with closed tip

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) Division Packing 

(pcs)

632 432 430 044 2745/1000 1000 118 470 Czech 10
632 432 430 144 2745/1000 1000 118 470 German 10
632 432 430 244 2745/1000 1000 118 470 Swiss 10

A
121°C

2

Cone, sedimentation, acc. to Imhoff
with stopcock 

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) Division Packing 

(pcs)

632 432 440 044 2746/1000 1000 118 470 Czech 1
632 432 440 144 2746/1000 1000 118 470 German 10
632 432 440 244 2746/1000 1000 118 470 Swiss 10

A
121°C

3

4

Cone, sedimentation, acc. to Imhoff
with hose connection

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) Division Packing 

(pcs)

632 432 450 044 2747/1000 1000 118 470 Czech 10

A
121°C

4
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BUTYROMETERS

1

2

Butyrometer acc. to Roeder, for cream 

Ordering No. Cat. No. % fat Division 
Scale

Packing 
(pcs)

632 438 102 000 7333 0 - 20 0,5 1
632 438 104 000 7334 0 - 40 0,5 1
632 438 105 500 7335 0 - 55 0,5 1

A
121°C

1

Butyrometer acc. to Köhler-Funke, for cream

Ordering No. Cat. No. % fat Division 
Scale

Packing 
(pcs)

632 438 112 000 7337 0 - 20 0,5 1
632 438 114 000 7339 0 - 40 0,5 1
632 438 115 500 7341 0 - 55 0,5 1

A
121°C

2

3

4 5

Butyrometer acc. to Van Gulik, for cheese 

Ordering No. Cat. No. % fat Division 
Scale

Packing 
(pcs)

632 438 202 000 7342 0 - 20 0,5 1
632 438 204 000 7343 0 - 40 0,5 1

A
121°C

3

Butyrometer acc. to Gerber, for milk

Ordering No. % fat Division Scale (%) Accuracy (%) Packing (pcs)

634 461 751 171 0 ... 4 0.05 0.025 1 
634 461 751 172 0 ... 5 0.10 0.050 1 
634 461 751 173 0 ... 6 0.10 0.050 1 
634 461 751 174 0 ... 7 0.10 0.050 1 
634 461 751 175 0 ... 8 0.10 0.050 1 
634 461 751 176 0 ... 9 0.10 0.050 1 
634 461 751 177 0 ... 10 0.20 0.100 1 
634 461 751 178 0 ... 12 0.20 0.100 1 
634 461 751 179 0 ... 14 0.20 0.100 1 

DIN
12836

A
121°C

4

Butyrometer acc. to Teichert, for powdered milk 

Ordering No. % fat Division Scale (%) Accuracy(%) Packing (pcs)

634 461 751 471 0 ... 35 0.5 0.25 1 
634 461 751 472 0 ... 70 1.0 0.50 1 

A
121°C

5
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BUTYROMETERS

1Butyrometer acc. to Teichert, for powdered milk 
officially certified

Ordering No. % fat Division Scale (%) Accuracy(%) Packing (pcs)

634 461 751 475 0 ... 35 0.5 0.25 1 
634 461 751 476 0 ... 70 1.0 0.50 1 

A
121°C

1

DIN
12836

A
121°C

Butyrometer acc. to Van Gulik, for cheese, curd

Ordering No. % fat Division Scale (%) Accuracy (%) Packing (pcs)

634 461 751 371 0 ... 40 0.5 0.25 1 

2

DIN
12836

A
121°C

Butyrometer acc. to Van Gulik, for cheese, curd
officially certified

Ordering No. % fat Division Scale (%) Accuracy (%) Packing (pcs)

634 461 751 375 0 ... 40 0.5 0.25 1 

3

A
121°C

Butyrometer acc. to Köhler, for cream

Ordering No. % fat Division Scale (%) Accuracy(%) Packing (pcs)

634 461 751 281 0 ... 30 0.5 0.25 1 
634 461 751 282 0 ... 40 0.5 0.25 1 
634 461 751 283 0 ... 50 0.5 0.25 1 
634 461 751 284 0 ... 60 1.0 0.50 1 
634 461 751 285 0 ... 70 1.0 0.50 1 
634 461 751 286 0 ... 80 1.0 0.50 1 

4

2

3

4 5

A
121°C

Butyrometer acc. to Köhler, for cream
officially certified

Ordering No. % fat Division Scale (%) Accuracy (%) Packing (pcs)

634 461 751 211 0 ... 30 0.5 0.25 1 
634 461 751 212 0 ... 40 0.5 0.25 1 
634 461 751 213 0 ... 50 0.5 0.25 1 
634 461 751 214 0 ... 60 1.0 0.50 1 
634 461 751 215 0 ... 70 1.0 0.50 1 
634 461 751 216 0 ... 80 1.0 0.50 1 

5
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Accessories for butyrometers 

Ordering No. Specification Packing (pcs)

632 438 810 000 cup for butyrometers 1
632 438 820 000 boat for butyrometers 1
634 461 751 392 weighing beaker with holes 1
634 461 751 393 weighing beaker without holes 1
634 461 751 394 stopper with hole for beaker 1
634 461 751 395 dummy plug 1

A
121°C

1

2

1

2

4

5

Pycnometer (specific-gravity bottle) acc. to Reischauer

Ordering No. Cat. No. Volume (ml) Specification Packing (pcs)

632 431 730 025 1622/50 50 with mark and funnel 1
632 431 831 023 1622/25 25 tubular, with graduation 10
632 431 831 025 1622/50 50 tubular, with graduation 10
632 431 830 023 1622/25 25 capillary, with graduation 1
632 431 830 025 1622/50 50 capillary, with graduation 1
632 431 832 023 1622/25 25 tubular, with mark 1
632 431 832 025 1622/50 50 tubular, with mark 1

ISO
3507

A
121°C

4

Pycnometer (specific-gravity bottle) acc. to Hubbard

A
121°C

Ordering No. Cat. No. Volume (ml) Packing (pcs)

632 431 762 023 1623/25 25 1

5

Pycnometer (specific-gravity bottle) acc. to Gay-Lussac

Ordering No. Cat. No. Volume 
(ml)

Accuracy 
(ml)

d 
(mm)

h 
(mm)

Packing 
(pcs)

632 431 722 019 1621/10 10 1 27 55 10
632 431 722 023 1621/25 25 2 40 75 10
632 431 722 025 1621/50 50 3 50 85 10
632 431 722 030 1621/100 100 5 57 100 10

ISO
3507

A
121°C

3

3

PYCNOMETERS
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1

A
121°C

Pycnometer (specific-gravity bottle), with SJ 45/40
with adaptor and funnel 

Ordering No. Cat. No. Volume 
(ml)

d3 
(mm)

d2 
(mm)

d1 
(mm)

h 
(mm)

Packing 
(pcs)

632 431 901 720 1627/500 500 40 10 105 355 1
632 431 901 740 1627/1000 1000 40 10 131 385 1

1

2

3

Tube for melting point determination
one end closed, clear glass

Ordering No. Cat. No. Length (mm) Outer diameter (mm) Packing (pcs)

634 709 211 010 9211010 100 1,00 1000
634 709 211 015 9211015 150 1,00 1000
634 709 211 070 9211070 70 1,00 1000
634 709 211 075 9211075 75 1,00 1000
634 709 211 080 9211080 80 1,00 1000
634 709 211 310 9211310 100 1,35 1000
634 709 211 315 9211315 150 1,35 1000
634 709 211 360 9211360 60 1,35 1000
634 709 211 370 9211370 70 1,35 1000
634 709 211 375 9211375 75 1,35 1000
634 709 211 510 9211510 100 1,55 1000
634 709 211 515 9211515 150 1,55 1000
634 709 211 570 9211570 70 1,55 1000

2

Ringcap with mark
for disposable measuring of micro-volumes

Ordering No. Cat. No. No. of marks Volume l) Packing (pcs)

634 709 600 105 9600105 5 1 + 2 + 3 + 4 + 5 250
634 709 600 110 9600110 1 10 250
634 709 600 120 9600120 1 20 250
634 709 600 125 9600125 1 25 250
634 709 600 140 9600140 1 40 250
634 709 600 144 9600144 1 44,7 250
634 709 600 150 9600150 1 50 250
634 709 600 199 9600199 1 100 250
634 709 600 122 9600122 1 200 100
634 709 600 210 9600210 2 5 + 10 250
634 709 600 240 9600240 2 20 + 40 250
634 709 600 299 9600299 2 50 + 100 250
634 709 600 222 9600222 2 100 + 200 100
634 709 602 144 9600144 1 44,7 Na-hep 250

3

DETERMINATION TUBES/RINGCAPS
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PIPETTES

2

3

Pipette bulb, class AS, 1 mark

Ordering No. Cat. No Volume 
(ml)

Colour code 
(ISO 1769) Packing (pcs)

632 433 111 014 1595/1AS/1 1 blue 1
632 433 111 016 1595/1AS/2 2 orange 1
632 433 111 017 1595/1AS/3 31 black 1
632 433 111 117 1595/1AS/4 41 white 1
632 433 111 018 1595/1AS/5 5 red 1
632 433 111 019 1595/1AS/10 10 green 1
632 433 111 021 1595/1AS/15 151 yellow 1
632 433 111 022 1595/1AS/20 20 blue 1
632 433 111 023 1595/1AS/25 25 black 1
632 433 111 024 1595/1AS/30 301 white 1
632 433 111 057 1595/1AS/40 401 red 1
632 433 111 025 1595/1AS/50 50 green 1
632 433 111 058 1595/1AS/75 751 yellow 1
632 433 111 030 1595/1AS/100 100 blue 1
632 433 111 037 1595/1AS/200 2001 blue 1

ISO
648

SODA-LIME
GLASS 14

1 non DIN/ISO size
A

121 °C

2

Pipette bulb BLAUBRAND®, class AS
1 mark, batch number and certificate

Ordering No. Cat. No. Volume 
(ml)

Colour code 
(ISO 1769)

Accuracy
(ml)

Packing 
(pcs)

634 870 029 701 297 01 0,5 2 x red 0,006 12
634 870 029 702 297 02 1 blue 0,008 12
634 870 029 703 297 03 2  orange 0,010 12
634 870 029 704 297 04 2,51  - 0,010 6
634 870 029 705 297 05 31  black 0,010 6
634 870 029 706 297 06 41  2 x red 0,015 6
634 870 029 707 297 07 5  white 0,015 6
634 870 029 708 297 08 61  2 x  orange 0,015 6
634 870 029 709 297 09 71  2 x green 0,015 6
634 870 029 710 297 10 81 blue 0,02 6

3

Pipette bulb, class B, 1 mark

Ordering No. Cat. No Volume 
(ml)

Colour code 
(ISO 1769) Packing (pcs)

632 433 131 014 1595/1B/1 1 blue 1
632 433 131 016 1595/1B/2 2 orange 1
632 433 131 017 1595/1B/3 31 red 1
632 433 131 117 1595/1B/4 41 2 x red 1
632 433 131 018 1595/1B/5 5 white 1
632 433 131 019 1595/1B/10 10 red 1
632 433 131 021 1595/1B/15 151 green 1
632 433 131 022 1595/1B/20 20 yellow 1
632 433 131 023 1595/1B/25 25 blue 1
632 433 131 024 1595/1B/30 301 black 1
632 433 131 057 1595/1B/40 401 white 1
632 433 131 025 1595/1B/50 50 red 1
632 433 131 058 1595/1B/75 751 green 1
632 433 131 030 1595/1B/100 100 yellow 1
632 433 131 037 1595/1B/200 2001 blue 1

ISO
648

SODA-LIME
GLASS

A
121 °C

1 non DIN/ISO size

11
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PIPETTES

2

3

Pipette bulb, class AS, 1 mark, with safety ball

Ordering No. Cat. No. Volume 
(ml)

Colour code 
(ISO 1769) Packing (pcs)

632 433 311 014 1595/1AS-K/1 1 blue 1
632 433 311 016 1595/1AS-K/2 2 orange 1
632 433 311 017 1595/1AS-K/3 31 black 1
632 433 311 117 1595/1AS-K/4 41 2 xred 1
632 433 311 018 1595/1AS-K/5 5 white 1
632 433 311 019 1595/1AS-K/10 10 red 1
632 433 311 021 1595/1AS-K/15 151 green 1
632 433 311 022 1595/1AS-K/20 20 yellow 1
632 433 311 023 1595/1AS-K/25 25 blue 1
632 433 311 024 1595/1AS-K/30 301 black 1
632 433 311 057 1595/1AS-K/40 401 white 1
632 433 311 025 1595/1AS-K/50 50 red 1
632 433 311 058 1595/1AS-K/75 751 green 1
632 433 311 030 1595/1AS-K/100 100 yellow 1
632 433 311 037 1595/1AS-K/200 2001 blue 1

SODA-LIME
GLASS

A
121 °C

ISO
648

1 non DIN/ISO size

2

Pipette bulb, class B, 1 mark, with safety ball

Ordering No. Cat. No. Volume 
(ml)

Colour code 
(ISO 1769) Packing (pcs)

632 433 331 014 1595/1B-K/1 1 blue 1
632 433 331 016 1595/1B-K/2 2 orange 1
632 433 331 017 1595/1B-K/3 31 black 1
632 433 331 117 1595/1B-K/4 41 2 x red 1
632 433 331 018 1595/1B-K/5 5 white 1
632 433 331 019 1595/1B-K/10 10 red 1
632 433 331 021 1595/1B-K/15 151 green 1
632 433 331 022 1595/1B-K/20 20 yellow 1
632 433 331 023 1595/1B-K/25 25 blue 1
632 433 331 024 1595/1B-K/30 301 black 1
632 433 331 057 1595/1B-K/40 401 white 1
632 433 331 025 1595/1B-K/50 50 red 1
632 433 331 058 1595/1B-K/75 751 green 1
632 433 331 030 1595/1B-K/100 100 yellow 1
632 433 331 037 1595/1B-K/200 2001 blue 1

SODA-LIME
GLASS

A
121 °C

ISO
648

1 non DIN/ISO size

3

1 Ordering No. Cat. No. Volume 
(ml)

Colour code 
(ISO 1769)

Accuracy
(ml)

Packing 
(pcs)

634 870 029 711 297 11 91  black 0,02 6
634 870 029 712 297 12 10 red 0,02 6
634 870 029 713 297 13 151  green 0,03 6
634 870 029 714 297 14 20  yellow 0,03 6
634 870 029 715 297 15 25  blue 0,03 6
634 870 029 716 297 16 301  black 0,03 6
634 870 029 717 297 17 401  white 0,05 6
634 870 029 718 297 18 50 red 0,05 6
634 870 029 719 297 19 100 yellow 0,08 6

A
121°C

DIN
12691 14

1 non DIN/ISO size
A

121 °C

1
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PIPETTES

2

3

Pipette graduated, class B
complete delivery

Ordering No. Cat. No. Volume 
(ml)

Division 
( ml)

Colour code 
(ISO 1769)

Packing 
(pcs)

632 434 026 308 1605/B/0,1 0,1 0,01 white 1
632 434 026 310 1605/B/0,2 0,2 0,01 black 1
632 434 026 312 1605/B/0,5 0,5 0,01 2 x  yellow 1
632 434 026 714 1605/B/1/0,1 1 0,1 red 1
632 434 026 314 1605/B/1/0,01 1 0,01 yellow 1
632 434 026 716 1605/B/2/0,1 2 0,1 green 1
632 434 026 516 1605/B/2/0,02 2 0,02 black 1
632 434 026 316 1605/B/2/0,01 21 0,01 2 x white  1
632 434 026 718 1605/B/5/0,1 5 0,1 blue 1
632 434 026 618 1605/B/5/0,05 5 0,05 red 1
632 434 026 719 1605/B/10 10 0,1 orange 1
632 434 026 721 1605/B/20/0,1 20 0,1 2 x  yellow 1
632 434 026 722 1605/B/20/0,2 201 0,2 2 x  yellow 1
632 434 026 723 1605/B/25 25 0,1 white 1
632 434 026 725 1605/B/50/0,1 501 0,1 2 x orange 1
632 434 026 825 1605/B/50/0,2 501 0,2 black 1
632 434 026 830 1605/B/100 1001 0,2 red 1

SODA-LIME
GLASS

A
121 °C

ISO
648

1 non DIN/ISO size

2

Pipette graduated, class AS
complete delivery

Ordering No. Cat. No. Volume 
(ml)

Division 
( ml)

Colour code 
(ISO 1769)

Packing 
(pcs)

632 434 116 308 1605/AS/0,1 0,1 0,01 white 1
632 434 116 310 1605/AS/0,2 0,2 0,01 black 1
632 434 116 312 1605/AS/0,5 0,5 0,01 2 x  yellow 1
632 434 116 714 1605/AS/1/0,1 1 0,1 red 1
632 434 116 314 1605/AS/1/0,01 1 0,01 yellow 1
632 434 116 716 1605/AS/2/0,1 2 0,1 green 1
632 434 116 516 1605/AS/2/0,02 2 0,02 black 1
632 434 116 316 1605/AS/2/0,01 21 0,01 2 x white  1
632 434 116 718 1605/AS/5/0,1 5 0,1 blue 1
632 434 116 618 1605/AS/5/0,05 5 0,05 red 1

SODA-LIME
GLASS

A
121 °C

ISO
648

1 non DIN/ISO size

3

1 Pipette bulb, class B, 2 marks, with safety ball

Ordering No. Cat. No. Volume 
(ml)

Colour code 
(ISO 1769) Packing (pcs)

632 433 371 014 1595/2B-K/1 1 blue 1
632 433 371 016 1595/2B-K/2 2 orage 1
632 433 371 017 1595/2B-K/3 31 black 1
632 433 371 117 1595/2B-K/4 41 2 x red 1
632 433 371 018 1595/2B-K/5 5 white 1
632 433 371 019 1595/2B-K/10 10 red 1
632 433 371 021 1595/2B-K/15 15 green 1
632 433 371 022 1595/2B-K/20 20 yellow 1
632 433 371 023 1595/2B-K/25 25 blue 1
632 433 371 024 1595/2B-K/30 301 black 1
632 433 371 057 1595/2B-K/40 401 white 1
632 433 371 025 1595/2B-K/50 50 red 1
632 433 371 058 1595/2B-K/75 751 green 1
632 433 371 030 1595/2B-K/100 100 yellow 1
632 433 371 037 1595/2B-K/200 2001 blue 1

1

SODA-LIME
GLASS

A
121 °C

ISO
648

1 non DIN/ISO size



53www.vtrglass.cz

PIPETTES

Pipette graduated BLAUBRAND®, class AS 
complete delivery, batch number and certificate

Ordering No. Cat. No. Volume 
(ml)

Division 
( ml)

Colour code 
(ISO 1769)

Length
(mm)

Accuracy
( ml)

Packing 
(pcs)

634 870 027 816 278 16 0,5* 0,01 2 x yellow 360 0,006 12
634 870 027 817 278 17 1* 0,01   yellow 360 0,007 12
634 870 027 827 278 27 1** 0,01   yellow 360 0,007 12
634 870 027 818 278 18 1* 0,1 red 360 0,007 12
634 870 027 819 278 19 2* 0.02 black 360 0,010 12
634 870 027 828 278 28 2** 0,02  black 360 0,010 12
634 870 027 820 278 20 2* 0.1 green 360 0,010 12
634 870 027 821 278 21 5** 0,05 red 360 0,030 12
634 870 027 822 278 22 5** 0,1 blue 360 0,030 12
634 870 027 823 278 23 10** 0.1 orange 360 0,06 12
634 870 027 824 278 24 20** 0,1  2 x yellow 360 0,1 6
634 870 027 825 278 25 25** 0,1 white 450 0,1 6
634 870 027 826 278 26 50** 0,5  - 450 0,2 6

ISO
835

A
121°C

* With cotton plug
** Without cotton plug

1

1

Pipette graduated, class B
complete delivery, with safety ball

Ordering No. Cat. No. Volume 
(ml)

Division 
( ml)

Colour 
code

Packing 
(pcs)

632 434 066 312 1605/B-K/0,5 0,5 0,01 2 x yellow 1
632 434 066 714 1605/B-K/1/0,1 1 0,1 red 1
632 434 066 314 1605/B-K/1/0,01 1 0,01 yellow 1
632 434 066 716 1605/B-K/2/0,1 2 0,1 green 1
632 434 066 516 1605/B-K/2/0,02 2 0,02 black 1
632 434 066 316 1605/B-K/2/0,01 21 0,01 2 x white 1
632 434 066 718 1605/B-K/5/0,1 5 0,1 blue 1
632 434 066 618 1605/B-K/5/0,05 5 0,05 red 1
632 434 066 719 1605/B-K/10 10 0,1 orange 1
632 434 066 722 1605/B-K/20 201 0,1 yellow 1
632 434 066 723 1605/B-K/25 25 0,1 white 1
632 434 066 725 1605/B-K/50 501 0,1 2 x orange 1
632 434 066 830 1605/B-K/100 1001 0,2 red 1

SODA-LIME
GLASS

A
121 °C

ISO
648

1 non DIN/ISO size

2

Pipette graduated, microbiological
widened opening

Ordering No. Cat. No. Volume 
(ml)

Division 
( ml)

Outlet 
(mm)

Packing 
(pcs)

632 434 050 314 1605/SE/1 1 0,01 2 1
632 434 050 516 1605/SE/2 2 0,02 2 1
632 434 050 618 1605/SE/5 5 0,05 3 1
632 434 050 719 1605/SE/10 10 0,1 4,5 1
632 434 050 723 1605/SE/25 25 0,1 4,5 1

SODA-LIME
GLASS

A
121 °C

3

2

3

Ordering No. Cat. No. Volume 
(ml)

Division 
( ml)

Colour code 
(ISO 1769)

Packing 
(pcs)

632 434 116 719 1605/AS/10 10 0,1 orange 1
632 434 116 722 1605/AS/20/0,2 201 0,1 2 x  yellow 1
632 434 116 723 1605/AS/25 25 0,1 white 1
632 434 116 725 1605/AS/50/0,1 501 0,1 2 x orange 1

SODA-LIME
GLASS

A
121 °C

ISO
648

1 non DIN/ISO size



54 www.vtrglass.cz

PIPETTES

Pipette for milk

Ordering No. Cat. No. Volume (ml) Total length (mm) Packing (pcs)

632 433 610 020 7359 11 370 1

SODA-LIME
GLASS

A
121 °C

2

Pipette sedimentation

Ordering No. Cat. No. Scale 
(mm)

Permitted 
error (mm)

Total length 
(mm)

Packing 
(pcs)

632 434 434 010 3420 0 - 200     +- 0,4 300 +- 2 50

SODA-LIME
GLASS

A
121 °C

Pipette automatic with graduation

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

632 436 750 618 1614/5 5 0,05 1
632 436 750 719 1614/10 10 0,1 1

SODA-LIME
GLASS

A
121 °C

3

1

2

3

4

Pipette automatic acc. to Kipp
complete (including Erlenmeyer flask)

Ordering No. Cat. No. Volume 
(ml)

Flask
 volume (ml) SJ Packing 

(pcs)

632 446 003 001 7365/1 1 250 29/32 24
632 446 003 002 7365/2 2 250 29/32 24
632 446 003 005 7365/5 5 250 29/32 24

4

Pipette graduated, class B
partial delivery

Ordering No. Cat. No. Volume 
(ml)

Division 
( ml)

Colour 
code

Packing 
(pcs)

632 434 226 714 1605/B-C/1/0,1 1 0,1 red 1
632 434 226 314 1605/B-C/1/0,01 1 0,01 yellow 1
632 434 226 716 1605/B-C/2/0,1 2 0,1 gren 1
632 434 226 516 1605/B-C/2/0,02 2 0,02 black 1
632 434 226 316 1605/B-C/2/0,01 21 0,01 2 x white 1
632 434 226 718 1605/B-C/5/0,1 5 0,1 blue 1
632 434 226 618 1605/B-C/5/0,05 5 0,05 red 1
632 434 226 719 1605/B-C/10 10 0,1 orange 1
632 434 226 722 1605/B-C/20 201 0,1 2 x  yellow 1
632 434 226 723 1605/B-C/25 25 0,1 white 1
632 434 226 725 1605/B-C/50 501 0,2 black  1
632 434 226 830 1605/B-C/100 1001 0,2 red 1

SODA-LIME
GLASS

A
121 °C

ISO
648

1 non DIN/ISO size

1
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PIPETTES/BURETTES

1

Burette, class B
straight, with hose connection

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

632 435 006 619 1565/B/10 10 0,05 1
632 435 006 723 1565/B/25 25 0,1 1
632 435 006 725 1565/B/50 50 0,1 1
632 435 006 831 1565/B/100 100 0,2 1

A
121°C

2

Burette, class B, amber
straight stopcock and glass key, calibrated to deliver (TD, Ex) 

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

634 870 013 532 135 32 25 0,1 2
634 870 013 534 135 34 50 0,1 2

A
121°C

3

ISO
385

A
121°C

Burette, class AS
with straight stopcock and glass key

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

632 435 156 619 1567/A/10 10 0,05 1
632 435 156 723 1567/A/25 25 0,1 1
632 435 156 725 1567/A/50 50 0,1 1
632 435 156 831 1567/A/100 100 0,2 1

4

2

3

4

Ordering No. Cat. No. Volume 
(ml)

Flask
 volume (ml) SJ Packing 

(pcs)

632 446 003 010 7365/10 10 500 29/32 15
632 446 003 020 7365/20 20 500 29/32 15
632 446 003 025 7365/25 25 500 29/32 15
632 446 003 030 7365/30 30 1000 29/32 10
632 446 003 050 7365/50 50 1000 29/32 10

SODA-LIME
GLASS

A
121 °C

Pipette automatic acc. to Kipp
just head

Ordering No. Cat. No. Volume (ml) SJ Packing (pcs)

632 446 003 101 7365/N/1 1 29/32 1
632 446 003 102 7365/N/2 2 29/32 1
632 446 003 105 7365/N/5 5 29/32 1
632 446 003 110 7365/N/10 10 29/32 1
632 446 003 120 7365/N/20 20 29/32 1
632 446 003 130 7365/N/30 30 29/32 1
632 446 003 150 7365/N/50 50 29/32 1

SODA-LIME
GLASS

A
121 °C

1
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ISO
385

A
121°C

DIN
12700

Burette, class AS
with straight stopcock, glass key

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

636 011 020 201 110.202.01 10 0.05 1 
636 011 020 202 110.202.02 25 0.1 1 
636 011 020 203 110.202.03 50 0.1 1 

11

A
121°C

ISO
385

Burette, with Schellbach stripe, class AS
with straight stopcock, glass key

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

632 435 176 619 1567/ASS/10 10 0.05 1 
632 435 176 723 1567/ASS/25 25 0.1 1 
632 435 176 725 1567/ASS/50 50 0.1 1 
632 435 176 830 1567/ASS/100 100 0.2 1 

2

Burette, class AS
with straight stopcock, glass key, batch number and certificate

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

636 011 120 201 111.202.01 10 0.05 1 
636 011 120 202 111.202.02 25 0.1 1 
636 011 120 203 111.202.03 50 0.1 1 

ISO
385

A
121°C

DIN
12700

3

Burette with Schellbach stripe, class AS
with straight stopcock, glass key, batch number and certificate

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

636 111 020 201 110.202.01 10 0.05 1 
636 111 020 202 110.202.02 25 0.1 1 
636 111 020 203 110.202.03 50 0.1 1 

ISO
385

A
121°C

DIN
12700

4

Burette, class AS
with straight stopcock, PTFE key

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

632 435 256 619 1567/ASTK/10 10 0.05 1 
632 435 256 723 1567/ASTK/25 25 0.1 1 
632 435 256 725 1567/ASTK/50 50 0.1 1 
632 435 256 831 1567/ASTK/100 100 0.2 1 

ISO
385

A
121°C

5

2 3

4 5

BURETTES
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Burette, class AS
with straight stopcock, PTFE key

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

636 011 420 201 114.202.01 10 0.05 1 
636 011 420 202 114.202.02 25 0.1 1 
636 011 420 203 114.202.03 50 0.1 1 

ISO
385

A
121°C

DIN
12700

1

Burette, class AS
with straight stopcock, PTFE key, batch number and certificate

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

636 011 520 201 115.202.01 10 0.05 1 
636 011 520 202 115.202.02 25 0.1 1 
636 011 520 203 115.202.03 50 0.1 1 

ISO
385

A
121°C

DIN
12700

2

1

Burette with Schellbach stripe, class AS
with straight stopcock, PTFE key, batch number and certificate

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

636 111 420 204 114.202.04 10 0.05 1 
636 111 420 205 114.202.05 25 0.1 1 
636 111 420 206 114.202.06 50 0.1 1 

ISO
385

A
121°C

DIN
12700

3

ISO
385

A
121°C

DIN
12700

Burette, class AS
with straight PTFE needle valve

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

636 011 225 001 112.250.01 10 0.05 1 
636 011 225 002 112.250.02 25 0.1 1 
636 011 225 003 112.250.03 50 0.1 1 

4

Burette with Schellbach stripe, class AS 
with straight PTFE needle valve, batch number and certificate

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

636 111 225 001 112.250.01 10 0.05 1 
636 111 225 002 112.250.02 25 0.1 1 
636 111 225 003 112.250.03 50 0.1 1 

ISO
385

A
121°C

DIN
12700

5

2 3

4 5

BURETTES
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BURETTES

1

2 3

Burette, class AS
with lateral PTFE needle valve

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

632 435 456 619 1567/ASTV/10 10 0.05 1 
632 435 456 723 1567/ASTV25 25 0.1 1 
632 435 456 725 1567/ASTV/50 50 0.1 1 
632 435 456 831 1567/ASTV/100 100 0.2 1 

ISO
385

A
121°C

3

4 5

Microburette acc. to Bang, class AS
with straight stopcock, glass key

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

632 436 061 314 1591/AS/10 1 0,01 1
632 436 061 316 1591/AS/25 2 0,01 1
632 436 061 517 1591/AS/50 3 0,02 1
632 436 061 518 1591/AS/100 5 0,02 1

A
121°C

4

Burette automatic acc. to Bang, class AS
with lateral stopcock, glass key

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

632 436 062 314 1592/AS/10 1 0,01 1
632 436 062 316 1592/AS/25 2 0,01 1
632 436 062 517 1592/AS/50 3 0,02 1
632 436 062 518 1592/AS/100 5 0,02 1

A
121°C

5

ISO
385

A
121°C

DIN
12700

Burette, class AS
with lateral stopcock, glass key

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

632 435 356 619 1571/AS/10 10 0,05 1
632 435 356 723 1571/AS/25 25 0,10 1
632 435 356 725 1571/AS/50 50 0,10 1
632 435 356 831 1571/AS/100 100 0,20 1

1

Burette with Schellbach stripe, class AS
with lateral stopcock, glass key

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

632 435 376 619 1571/ASS/10 10 0.05 1 
632 435 376 723 1571/ASS/25 25 0.1 1 
632 435 376 725 1571/ASS/50 50 0.1 1 
632 435 376 831 1571/ASS/100 100 0.2 1 

ISO
385

A
121°C

2



59www.vtrglass.cz

BURETTES

1

2 3

Burette automatic acc. to Pellet, class B
with lateral stopcock, glass key

Ordering No. Cat. No. Volume 
(ml)

Division 
(ml)

Accuracy 
(ml)

Packing 
(pcs)

632 436 166 619 1580/B/10 10 0.05 0.05 2 
632 436 166 723 1580/B/25 25 0.1 0.1 2 
632 436 166 725 1580/B/50 50 0.1 0.1 2 
632 436 166 831 1580/B/100 100 0.2 0.2 2 

ISO
385

A
121°C

1

Burette automatic acc. to Pellet, class B, amber
with lateral stopcock, glass key

Ordering No. Cat. No. Volume 
(ml)

Division 
(ml)

Accuracy 
(ml)

Packing 
(pcs)

634 703 420 160 342016060 10 0,02 0,03 2 
634 703 420 170 342017060 25 0,05 0,045 2 
634 703 420 175 342017560 50 0,1 0,75 2 

DIN
12700

A
121°C

2

Burette automatic acc. to Pellet, class B
with outlet PTFE needle valve

Ordering No. Cat. No. Volume 
(ml)

Division 
(ml)

Accuracy 
(ml)

Packing 
(pcs)

632 436 366 619 1580/BTO/10 10 0,05 0,05 1 
632 436 366 723 580/BTO/25 25 0,1 0,1 1 
632 436 366 725 1580/BTO/50 50 0,1 0,1 1 
632 436 366 831 1580/BTO/100 100 0,2 0,2 1 

ISO
385

A
121°C

3

4

Burette automatic acc. to Pellet, class B
with lateral and intermediate stopcock, glass key

Ordering No. Cat. No. Volume 
(ml)

Division 
(ml)

Accuracy 
(ml)

Packing 
(pcs)

632 436 266 619 1581/B/10 10 0,05 0,05 2 
632 436 266 723 1581/B/25 25 0,1 0,1 2 
632 436 266 725 1581/B/50 50 0,1 0,1 2 
632 436 266 831 1581/B/100 100 0,2 0,2 2 

ISO
385

A
121°C

4

Burette automatic acc. to Pellet, with Schellbach stripe, class B
with lateral and intermediate stopcock, glass key

Ordering No. Cat. No. Volume 
(ml)

Division 
(ml)

Accuracy 
(ml)

Packing 
(pcs)

632 436 286 619 1581/BS/10 10 0,05 0,05 2 
632 436 286 723 1581/BS/25 25 0,1 0,1 2 
632 436 286 725 1581/BS/50 50 0,1 0,1 2 
632 436 286 831 1581/BS/100 100 0,2 0,2 2 

ISO
385

A
121°C

5

5
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BURETTES

1 Burette automatic acc. to Pellet, class B
with outlet PTFE needle valve and stopcock with glass key

Ordering No. Cat. No. Volume 
(ml)

Division 
(ml)

Accuracy 
(ml)

Packing 
(pcs)

632 436 466 619 1581/BTO/10 10 0,05 0,05 1 
632 436 466 723 1581/BTO/25 25 0,1 0,1 1 
632 436 466 725 1581/BTO/50 50 0,1 0,1 1 
632 436 466 831 1581/BTO/100 100 0,2 0,2 1 

ISO
385

A
121°C

1

Burette automatic acc. to Pellet, with Schellbach stripe, class B
with lateral PTFE needle valve and intermediate stopcock with glass key

Ordering No. Cat. No. Volume 
(ml)

Division 
(ml)

Accuracy 
(ml)

Packing 
(pcs)

632 436 486 619 1581/BTVS/10 10 0,05 0,05 1 
632 436 486 723 1581/BTVS/25 25 0,1 0,1 1 
632 436 486 725 1581/BTVS/50 50 0,1 0,1 1 
632 436 486 831 1581/BTVS/100 100 0,2 0,2 1 

ISO
385

A
121°C

2

2 3

Burette automatic acc. to Pellet, class AS
with outlet PTFE needle valve and stopcock with glass key, Schellbach stripe, 
without reservoir bottle and blow ball

Ordering No. Cat. No. Volume (ml) Division (ml) Packing (pcs)

632 436 986 619 1581/ASSTV/10 10 0,05 1 
632 436 986 723 1581/ASSTV/25 25 0,1 1 
632 436 986 725 1581/ASSTV/50 50 0,1 1 
632 436 986 831 1581/ASSTV/100 100 0,2 1 

ISO
385

A
121°C

3

4

5

6

Burette automatic acc. to Pellet, with Schellbach stripe, class B
with lateral and intermediate stopcock with glass key, reservoir bottle and blow ball

Ordering No. Cat. No. Volume 
(ml)

Division 
(ml)

Accuracy 
(ml)

Packing 
(pcs)

632 436 276 619 1581/BLS/10 10 0,05 0,05 1 
632 436 276 723 1581/BLS/25 25 0,1 0,1 1 
632 436 276 725 1581/BLS/50 50 0,1 0,1 1 
632 436 276 831 1581/BLS/100 100 0,2 0,2 1 

ISO
835

A
121°C

4

Blow ball, for automatic burette acc. to Pellet, rubber

Ordering No. Type Specification Packing (pcs)

332 641 330 301 GLI  complete with valves and rubber pipe 1
332 200 515 132 MaKu complete with valves and rubber pipe 1

5

6
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FUNNELS

Funnel, plain, with short stem, angle 60°

Ordering No. Cat. No. d1 (mm) d2 (mm) l (mm) Packing (pcs)

632 413 001 035 2350/35 35 6 35 10
632 413 001 045 2350/45 45 6 45 10
632 413 001 055 2350/55 55 8 55 10
632 413 001 075 2350/75 75 9 75 10
632 413 001 085 2350/85 85 9 85 10
632 413 001 100 2350/100 100 12 100 10
632 413 001 125 2350/125 125 16 125 6
632 413 001 150 2350/150 150 16 150 6
632 413 001 200 2350/200 200 24 150 6
632 413 001 250 2350/250 250 30 175 2
632 413 001 300 2350/300 300 34 175 2

A
121°C

ISO
4798

1

2

3

4

1

Funnel, analytical
for quick filtration

Ordering No. Cat. No. d1 (mm) d2 (mm) l (mm) Packing (pcs)

632 421 052 055 2354/55 55 8 150 10
632 421 052 075 2354/75 75 8 150 10
632 421 052 100 2354/100 100 8 150 10

A
121°C

ISO
4798

2

Funnel, filling, for powder, with short wide stem

Ordering No. Cat. No. d1 (mm) d2 (mm) h (mm) Packing (pcs)

632 413 103 050 2356/50 50 20 50 10
632 413 103 060 2356/60 60 20 60 10
632 413 103 080 2356/80 80 25 75 10
632 413 103 100 2356/100 100 25 95 10
632 413 103 120 2356/120 120 30 110 10
632 413 103 160 2356/160 160 35 135 6
632 413 103 200 2356/200 200 38 180 6

A
121°C

3

Funnel for powder, with short oblique stem

Ordering No. Cat. No. d1 (mm) d2 (mm) l (mm) Packing (pcs)

632 413 102 060 2357/60 60 10 30 1
632 413 102 080 2357/80 80 12 32 1
632 413 102 100 2357/100 100 15 35 1
632 413 102 150 2357/150 150 32 52 1

A
121°C

4
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FUNNELS

1

2

3

4

Funnel, ribbed

Ordering No. Cat. No. d1 (mm) d2 (mm) l (mm) Packing (pcs)

632 413 004 100 2360/100 100 18 80 12
632 413 004 130 2360/130 130 21 100 6
632 413 004 160 2360/160 160 26 120 6
632 413 004 200 2360/200 200 38 140 3
632 413 004 250 2360/250 250 40 160 2

A
121°C

1

Funnel separating, cylindrical
opened

Ordering No. Cat. No. d1 (mm) d2 (mm) h (mm) Packing (pcs)

632 426 010 050 2390/50 50 9 150 4
632 426 010 100 2390/100 100 9 150 4
632 426 010 250 2390/250 250 9 150 2
632 426 010 500 2390/500 500 10 150 2
632 426 010 940 2390/1000 1000 10 150 2

A
121°C

2

Funnel separating, globe-shaped, with SJ
with glass stopper and glass stopcock 

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 426 351 050 2392/50 19/26 50 9 150 19/26 4
632 426 351 100 2392/100 19/23 100 9 150 19/26 4
632 426 351 250 2392/250 29/32 250 9 200 29/32 2
632 426 351 500 2392/500 29/32 500 10 200 29/32 2
632 426 351 940 2392/1000 29/32 1000 10 200 29/32 2
632 426 351 950 2392/2000 29/32 2000 13 200 29/32 1

A
121°C

3

Funnel separating acc. to Gilson, with SJ
with PE stopper and PTFE stopcock

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 426 353 056 2393T/50 19/26 50 9 60 19/26 4
632 426 353 106 2393T/100 19/26 100 9 60 19/26 4
632 426 353 256 2393T/250 29/32 250 9 60 29/32 2
632 426 353 506 2393T/500 29/32 500 10 60 29/32 2
632 426 353 946 2393T/1000 29/32 1000 10 60 29/32 2
632 426 353 956 2394T/2000 29/32 2000 13 60 29/32 1

A
121°C

4
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FUNNELS

1

2

3

4

Funnel separating, pear-shaped, with SJ
with glass stopper and glass stopcock

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h
(mm) SJ Packing 

(pcs)

632 426 355 050 2394/50 19/26 50 9 70 19/26 4 
632 426 355 100 2394/100 19/26 100 9 70 19/26 4 
632 426 355 250 2394/250 29/32 250 9 70 29/32 2 
632 426 355 500 2394/500 29/32 500 10 70 29/32 2 
632 426 355 940 2394/100 029/32 1000 10 70 29/32 2 
632 426 355 950 2394/200 029/32 2000 13 70 29/32 2 

A
121°C

1

Funnel separating acc. to Squib, with SJ
with PE stopper and PTFE stopcock

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

636 014 920 202 148.250.02 50 9 70 19/26 1
636 014 920 203 148.250.03 100 9 70 19/26 1
636 014 920 204 148.250.04 250 9 70 29/32 1
636 014 920 205 148.250.05 500 10 70 29/32 1
636 014 920 206 148.250.06 1000 10 70 29/32 1
636 014 920 207 148.250.07 2000 13 70 29/32 1

A
121°C

2

Funnel separating acc. to Squib, with SJ
with PE stopper and PTFE needle valve

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

636 014 825 002 148.250.02 50 9 70 19/26 1
636 014 825 003 148.250.03 100 9 70 19/26 1
636 014 825 004 148.250.04 250 9 70 29/32 1
636 014 825 005 148.250.05 500 10 70 29/32 1
636 014 825 006 148.250.06 1000 10 70 29/32 1
636 014 825 007 148.250.07 2000 13 70 29/32 1

A
121°C

3

Funnel dropping, cylindrical shape, with SJ
with glass stopper, without graduation

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 426 354 050 2397/50 19/26 50 9 150 19/26 4 
632 426 354 100 2397/100 19/26 100 9 150 19/26 4 
632 426 354 250 2397/250 29/32 250 9 150 29/32 2 
632 426 354 500 2397/500 29/32 500 10 150 29/32 2 
632 426 354 940 2397/1000 29/32 1000 10 150 29/32 2 
632 426 354 950 2397/2000 29/32 2000 13 150 29/32 1 

A
121°C

4
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FUNNELS

1

2

3

4

Funnel dropping, cylindrical shape, with SJ
with PE stopper and PTFE stopcock, without graduation

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

636 015 720 202 157.202.02 50 9 150 19/26 4 
636 015 720 203 157.202.03 100 9 150 19/26 4 
636 015 720 204 157.202.04 250 9 150 29/32 2 
636 015 720 205 157.202.05 500 10 150 29/32 2 
636 015 720 206 157.202.06 1000 10 150 29/32 2 

A
121°C

1

Funnel dropping, cylindrical shape, with SJ
with glass stopper and glass stopcock, with graduation

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

632 426 009 050 2398/50 19/26 50 9 150 19/26 4 
632 426 009 100 2398/100 19/26 100 9 150 19/26 4 
632 426 009 250 2398/250 29/32 250 9 150 29/32 2 
632 426 009 500 2398/500 29/32 500 10 150 29/32 2 
632 426 009 940 2398/1000 29/32 1000 10 150 29/32 2 
632 426 009 950 2398/2000 29/32 2000 13 150 29/32 1 

A
121°C

2

Funnel dropping, cylindrical shape, with SJ
with PE stopper and PTFE stopcock, with graduation

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

636 015 820 202 158.202.02 50 9 150 19/26 4 
636 015 820 203 158.202.03 100 9 150 19/26 4 
636 015 820 204 158.202.04 250 9 150 29/32 2 
636 015 820 205 158.202.05 500 10 150 29/32 2 
636 015 820 206 158.202.06 1000 10 150 29/32 2 

A
121°C

3

Funnel dropping, cylindrical shape, with SJ
with PE stopper and PTFE needle valve, with graduation

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) SJ Packing 

(pcs)

636 015 620 202 156.202.02 50 9 150 19/26 4 
636 015 620 203 156.202.03 100 9 150 19/26 4 
636 015 620 204 156.202.04 250 9 150 29/32 2 
636 015 620 205 156.202.05 500 10 150 29/32 2 
636 015 620 206 156.202.06 1000 10 150 29/32 2 

A
121°C

4

Funnel dropping, cylindrical shape, with SJ
with glass stopper and glass stopcock, without graduation

Ordering No. Cat. No. Volume 
(ml)

h 
(mm) SJ SJ1

Packing 
(pcs)

632 426 356 050 2399/50 19/26 50 50 19/26 14/23 1

5

5
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FUNNELS

m
Old identifi-
cation mark

New identifica-
tion mark acc. 

to ISO 4793

Water 

pressure in Pa

160-250 S 0 P250 1200-1900
100-160 S 1  P160 1900-3000
40-100 S 2  P100 3000-7300
16-40 S 3 P40 7300-18300
10-16 S 4  P16 18300-75200

Filter identification

1

2

3

Ordering No. Cat. No. Volume 
(ml)

h 
(mm) SJ SJ1

Packing 
(pcs)

632 426 356 100 2399/100 19/26 100 50 19/26 14/23 1
632 426 356 250 2399/250 29/32 250 65 29/32 29/32 2
632 426 356 500 2399/500 29/32 500 65 29/32 29/32 1
632 426 356 940 2399/1000 29/32 1000 65 29/32 29/32 2
632 426 356 950 2399/2000 29/32 2000 65 29/32 29/32 1

A
121°C

1

Crucible acc. to Gooch, conical shape

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) Porosity Packing 

(pcs)

632 424 331 002 31 S/15/S0 15 20 50 P 250 1
632 424 331 102 31 S/15/S1 15 20 50 P 160 1
632 424 331 202 31 S/15/S2 15 20 50 P 100 1
632 424 331 302 31 S/15/S3 15 20 50 P 40 1
632 424 331 402 31 S/15/S4 15 20 50 P 16 1
632 424 331 103 31 S/35/S1 35 30 60 P 160 1
632 424 331 203 31 S/35/S2 35 30 60 P 100 1
632 424 331 303 31 S/35/S3 35 30 60 P 40 1
632 424 331 403 31 S/35/S4 35 30 60 P 16 1
632 424 331 104 31 S/55/S1 55 40 65 P 160 1
632 424 331 204 31 S/55/S2 55 40 65 P 100 1
632 424 331 304 31 S/55/S3 55 40 65 P 40 1
632 424 331 404 31 S/55/S4 55 40 65 P 16 1

A
121°C

2

Funnel, with sintered disc

Ordering No. Cat. No. d (mm) h (mm) Porosity Packing (pcs)

632 424 334 103 34 S/30x143/S1 30 143 P 160 1
632 424 334 203 34 S/30x143/S2 30 143 P 100 1
632 424 334 303 34 S/30x143/S3 30 143 P 40 1
632 424 334 403 34 S/30x143/S4 30 143 P 16 1
632 424 334 104 34 S/40x165/S1 40 165 P 160 1
632 424 334 204 34 S/40x165/S2 40 165 P 100 1
632 424 334 304 34 S/40x165/S3 40 165 P 40 1
632 424 334 404 34 S/40x165/S4 40 165 P 16 1
632 424 334 106 34 S/60x195/S1 60 195 P 160 1
632 424 334 206 34 S/60x195/S2 60 195 P 100 1
632 424 334 306 34 S/60x195/S3 60 195 P 40 1
632 424 334 406 34 S/60x195/S4 60 195 P 16 1
632 424 334 109 34 S/90x245/S1 90 245 P 160 1
632 424 334 209 34 S/90x245/S2 90 245 P 100 1
632 424 334 309 34 S/90x245/S3 90 245 P 40 1
632 424 334 409 34 S/90x245/S4 90 245 P 16 1
632 424 334 112 34 S/120x310/S1 120 310 P 160 1
632 424 334 212 34 S/120x310/S2 120 310 P 100 1
632 424 334 312 34 S/120x310/S3 120 310 P 40 1
632 424 334 412 34 S/120x310/S4 120 310 P 16 1
632 424 334 115 34 S/150x425/S1 150 425 P 160 1
632 424 334 215 34 S/150x425/S2 150 425 P 100 1
632 424 334 315 34 S/150x425/S3 150 425 P 40 1
632 424 334 415 34 S/150x425/S4 150 425 P 16 1
632 424 334 117 34 S/175x490/S1 175 490 P 160 1
632 424 334 217 34 S/175x490/S2 175 490 P 100 1
632 424 334 317 34 S/175x490/S3 175 490 P 40 1
632 424 334 417 34 S/175x490/S4 175 490 P 16 1
632 424 334 121 34 S/210x575/S1 210 575 P 160 1
632 424 334 221 34 S/210x575/S2 210 575 P 100 1
632 424 334 321 34 S/210x575/S3 210 575 P 40 1
632 424 334 421 34 S/210x575/S4 210 575 P 16 1

A
121°C

3
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BOTTLES GAS WASHING

Bottle, gas washing, with sintered disc

Ordering No. Cat. No. Volume 
(ml) SJ

Sinter disc 
diam.  
(mm)

Total 
Height 
(mm)

Porosity Packing 
(pcs)

632 442 281 102 81S/100 S1 100 29/32 20 250 P160 1
632 442 281 202 81S/100 S2 100 29/32 20 250 P100 1
632 442 281 103 81S/250 S1 250 45/40 30 250 P160 1
632 442 281 203 81S/250 S2 250 45/40 30 250 P100 1

A
121°C

1 2

3 4

5 6

1

Bottle, gas washing, reversible

Ordering No. Cat. No. Volume 
(ml) SJ

Sinter disc 
diam.  
(mm)

Total 
Height 
(mm)

Porosity Packing 
(pcs)

632 442 285 103 85S/30 S1 30 19/26 10 215 P160 1
632 442 285 110 85S/100 S1 100 29/32 20 315 P160 1

A
121°C

2

Bottle, gas washing acc. to Drechsler, with SJ 29/32

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

Total 
Height 
(mm)

Gas 
washing 

length (mm)

Packing 
(pcs)

632 426 201 100 2450/100 100 8 250 200 1
632 426 201 250 2450/250 250 8 250 200 1
632 426 201 500 2450/500 500 8 250 200 1
632 426 201 940 2450/1000 1000 8 250 200 1

A
121°C

3

Adaptor for bottle gas washing acc. to Drechsler

Ordering No. Cat. No. Packing (pcs)

632 441 634 080 2450/N 29/32 1

A
121°C

4

A
121°C

Bottle, gas washing acc. to Drechsler, with GL 45

Ordering No. Cat. No. Volume (ml) Version Packing (pcs)

632 426 205 500 2451/500 500 without sinter disc 1

5

Attachment for bottle acc. to Drechsler

Ordering No. Cat. No. Packing (pcs)

632 441 636 111 2451/N 1

A
121°C

6
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APPARATUS/FLASKS

Apparatus, filtration acc. to Witt 

Ordering No. Cat. No. d (mm) h (mm) Packing (pcs)

632 442 206 070 2408/110 70 110 1
632 442 206 090 2408/140 90 140 1
632 442 206 091 2408/160 110 160 1

A
121°C

1

Apparatus, filtration acc. to Morton

Ordering No. Cat. No. Volume (ml) Porosity Packing (pcs)

632 442 207 001 2409 S1 250 P160 1
632 442 207 002 2410 S2 250  P100 1
632 442 207 003 2411 S3 250   P40 1
632 442 207 004 2412 S4 250 P16 1

A
121°C

2

Flask, filtering
with plastic side hose connection, conical shape

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 412 021 100 2419/100 100 70 24 105 10
632 412 021 250 2419/250 250 85 35 145 10
632 412 021 500 2419/500 500 105 35 175 8
632 412 021 940 2419/1000 1000 135 45 230 8
632 412 021 950 2419/2000 2000 165 60 255 6

A
121°C

DIN
12475

3

Flask, filtering 
with plastic side hose connection, cylindrical shape

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 412 021 952 2419/3000 3000 170 70 295 1
632 412 021 956 2419/5000 5000 185 80 360 1
632 412 021 966 2419/10000 10000 240 80 420 1
637 211 948 855 21 194 88 15000 255 75 500 1
637 211 949 157 21 194 91 20000 290 75 535 1

A
121°C

DIN
12475

4

Flask, filtering 
with glass side hose connection, cylindrical shape

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 412 022 100 2420/100 100 70 24 105 10
632 412 022 250 2420/250 250 85 35 145 10
632 412 022 500 2420/500 500 105 35 175 8
632 412 022 940 2420/1000 1000 135 45 230 8
632 412 022 950 2420/2000 2000 165 60 255 6

A
121°C

5

1

2

3

4

5
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FLASKS

1

2

Flask, filtering
with glass side hose connection, cylindrical shape

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 412 022 952 2420/3000 3000 170 70 295 1
632 412 022 956 2420/5000 5000 185 80 360 1
632 412 022 966 2420/10000 10000 240 80 420 1
637 211 918 803 21 191 88 15000 255 75 500 1
637 211 919 105 21 191 91 20000 290 75 535 1

A
121°C

2

Flask, filtering  
with glass side hose connection, cylindrical shape

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

635 930 834 100 3083401/100 100 70 24 105 10
635 930 834 250 3083401/250 250 85 35 145 10
635 930 834 500 3083401/500 500 105 35 175 8
635 930 834 940 3083401/1000 1000 135 45 230 8

1

Boro 3.3

A
121°C

Funnel filtration holder, for dia. 47 mm, with SJ

Ordering No. Cat. No. Specification Packing (pcs)

636 025 824 501 258.245.01 Glass funnel 300 ml, borosilicate 1
636 025 824 502 258.245.02 Spring clamp 47 mm, aluminium 1
636 025 824 503 258.245.03 Glass base & Cap 47 mm 1
636 025 824 504 258.245.04 Jointed flask 1000 ml 1

636 025 920 201 259.202.01
Microanalysis filter holder 25 mm fritted 
glass support

1

3

Funnel filtration holder, for dia. 47 mm, with plug

Ordering No. Cat. No. Specification Packing (pcs)

636 026 024 501 260.245.01 Glass funnel 300 ml, borosilicate 1
636 026 024 502 260.245.02 Base for 47 mm glass/filter holder 1
636 026 024 503 260.245.03 Spring clamp 47 mm aluminium 1
636 026 024 504 260.245.04 Vacuum filtering flask 1000 ml 1

636 025 920 203 259.202.03
Microanalysis filter holder 25 mm 
Stainless steel support

1 

4

3

4
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JOINTED FLASKS

1

2

Flask acc. to Erlenmeyer, with SJ

Ordering No. Cat. No. Volume 
(ml) SJ d 

(mm)
h 

(mm)
Packing 

(pcs)

632 426 207 025 8024/25/14/23 25 14/23 42 70 10
632 426 207 026 8024/25/19/26 25 19/26 42 70 10
632 426 207 050 8024/50/14/23 50 14/23 51 85 10
632 426 207 051 8024/50/19/26 50 19/26 51 85 10
632 426 207 052 8024/50/29/32 50 29/32 51 85 10
632 426 207 100 8024/100/14/23 100 14/23 64 105 10
632 426 207 101 8024/100/19/26 100 19/26 64 105 10
632 426 207 102 8024/100/29/32 100 29/32 64 105 10
632 426 207 200 8024/200/29/32 200 29/32 79 130 10
632 426 207 252 8024/250/14/23 250 14/23 85 135 10
632 426 207 250 8024/250/29/32 250 29/32 85 135 10
632 426 207 251 8024/250/45/40 250 45/40 85 135 10
632 426 207 300 8024/300/29/32 300 29/32 87 155 10
632 426 207 500 8024/500/29/32 500 29/32 105 170 10
632 426 207 501 8024/500/45/40 500 45/40 105 170 10
632 426 207 940 8024/1000/29/32 1000 29/32 131 215 10
632 426 207 941 8024/1000/45/40 1000 45/40 131 215 10
632 426 207 950 8024/2000/29/32 2000 29/32 166 275 6
632 426 207 951 8024/2000/45/40 2000 45/40 166 275 6

A
121°C

1

Ordering No. Cat. No. Volume 
(ml) SJ d 

(mm)
h 

(mm)
Packing 

(pcs)

636 007 120 206 071.202.06 25 14/23 42 75 10
636 007 120 207 071.202.07 25 19/26 42 75 10
636 007 120 208 071.202.08 50 14/23 51 85 10
636 007 120 209 071.202.09 50 19/26 51 85 10
636 007 120 210 071.202.10 50 24/29 64 85 10
636 107 120 210 071.202.10A 50 29/32 64 85 10
636 007 120 211 071.202.11 100 14/23 64 105 10
636 007 120 212 071.202.12 100 19/26 64 105 10
636 007 120 213 071.202.13 100 24/29 64 105 10
636 007 120 214 071.202.14 100 29/32 64 105 10
636 007 120 215 071.202.15 150 19/26 74 118 10
636 007 120 216 071.202.16 150 24/29 74 118 10
636 007 120 217 071.202.17 150 29/32 74 118 10
636 107 120 217 071.202.17A 200 29/32 79 131 10
636 007 120 218 071.202.18 250 19/26 85 140 10
636 007 120 219 071.202.19 250 24/29 85 140 10
636 007 120 220 071.202.20 250 29/32 85 140 10
636 007 120 221 071.202.21 250 34/35 85 140 10
636 107 120 221 071.202.21A 300 29/32 87 156 10
636 007 120 222 071.202.22 500 19/26 105 175 10
636 107 120 222 071.202.22A 500 24/29 105 175 10
636 007 120 223 071.202.23 500 29/32 105 175 10
636 007 120 225 071.202.25 1000 24/29 131 220 10
636 007 120 226 071.202.26 1000 29/32 131 220 10
636 007 120 227 071.202.27 1000 34/35 131 220 10
636 007 120 228 071.202.28 2000 29/32 166 280 10
636 007 120 229 071.202.29 2000 34/35 166 280 10

A
121°C

DIN
12387

2 Flask acc. to Erlenmeyer, with SJ
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Flask, with flat bottom and SJ

Ordering No. Cat. No. Volume 
(ml) SJ d 

(mm)
h 

(mm)
Packing 

(pcs)

632 426 217 050 8003/50 14/23 50 14/23 51 100 10
632 426 217 051 8003/50 19/26 50 19/26 51 100 10
632 426 217 052 8003/50 29/32 50 29/32 51 100 10
632 426 217 100 8003/100 14/23 100 14/23 64 110 10
632 426 217 101 8003/100 19/26 100 19/26 64 110 10
632 426 217 102 8003/100 29/32 100 29/32 64 110 10
632 426 217 250 8003/250 29/32 250 29/32 85 140 10
632 426 217 251 8003/250 45/40 250 45/40 85 140 10
632 426 217 500 8003/500 29/32 500 29/32 105 170 10
632 426 217 501 8003/500 45/40 500 45/40 105 170 10
632 426 217 940 8003/1000 29/32 1000 29/32 131 200 10
632 426 217 941 8003/1000 45/40 1000 45/40 131 200 10
632 426 217 950 8003/2000 29/32 2000 29/32 166 250 6
632 426 217 951 8003/2000 45/40 2000 45/40 166 250 6
632 426 217 954 8003/4000 45/40 4000 45/40 207 300 2
632 426 217 958 8003/6000 60/46 6000 60/46 236 340 2
632 426 217 966 8003/10000 60/46 10000 60/46 279 400 1

A
121°C

11

2

Flask, with flat bottom and SJ

Ordering No. Cat. No. Volume 
(ml) SJ d 

(mm)
h 

(mm)
Packing 

(pcs)

636 005 820 201 058.202.01 50 19/26 51 90 10
636 005 820 202 058.202.02 50 24/29 51 90 10
636 105 820 202 058.202.02A 50 29/32 51 90 10
636 005 820 203 058.202.03 100 19/26 64 110 10
636 005 820 204 058.202.04 100 24/29 50 110 10
636 005 820 205 058.202.05 100 29/32 64 110 10
636 005 820 207 058.202.07 150 19/26 74 115 10
636 005 820 208 058.202.08 150 24/29 74 115 10
636 005 820 209 058.202.09 150 29/32 74 115 10
636 005 820 211 058.202.11 250 19/26 85 140 10
636 005 820 212 058.202.12 250 24/29 85 140 10
636 005 820 213 058.202.13 250 29/32 85 140 10
636 005 820 214 058.202.14 250 34/35 85 140 10
636 005 820 215 058.202.15 500 19/26 105 170 10
636 005 820 216 058.202.16 500 24/29 105 170 10
636 005 820 217 058.202.17 500 29/32 105 170 10
636 005 820 218 058.202.18 500 34/35 105 170 10
636 005 820 219 058.202.19 1000 24/29 131 200 10
636 005 820 220 058.202.20 1000 29/32 131 200 10
636 005 820 221 058.202.21 1000 34/35 131 200 10
636 005 820 222 058.202.22 2000 24/29 166 250 10
636 005 820 223 058.202.23 2000 29/32 166 250 10
636 005 820 224 058.202.24 2000 34/35 166 250 10

A
121°C

2

3

Flask, with round bottom and SJ

Ordering No. Cat. No. Volume 
(ml) SJ d 

(mm)
h 

(mm)
Packing 

(pcs)

632 426 219 050 8004/50 14/23 50 14/23 51 105 10
632 426 219 051 8004/50 19/26 50 19/26 51 105 10
632 426 219 052 8004/50 29/32 50 29/32 51 105 10
632 426 219 100 8004/100 14/23 100 14/23 64 115 10
632 426 219 101 8004/100 19/26 100 19/26 64 115 10
632 426 219 102 8004/100 29/32 100 29/32 64 115 10
632 426 219 250 8004/250 29/32 250 29/32 85 145 10

3

JOINTED FLASKS
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2

Ordering No. Cat. No. Volume 
(ml) SJ d 

(mm)
h 

(mm)
Packing 

(pcs)

632 426 219 251 8004/250 45/40 250 45/40 85 145 10
632 426 219 500 8004/500 29/32 500 29/32 105 175 10
632 426 219 501 8004/500 45/40 500 45/40 105 175 10
632 426 219 940 8004/1000 29/32 1000 29/32 131 210 10
632 426 219 941 8004/1000 45/40 1000 45/40 131 210 10
632 426 219 950 8004/2000 29/32 2000 29/32 166 260 6
632 426 219 951 8004/2000 45/40 2000 45/40 166 260 6
632 426 219 954 8004/4000 45/41 4000 45/40 207 315 2
632 426 219 958 8004/6000 60/46 6000 60/46 236 355 2
632 426 219 966 8004/10000 60/46 10000 60/46 279 420 1

A
121°C

1
1

Flask, with round bottom and SJ

Ordering No. Cat. No. Volume 
(ml) SJ d 

(mm)
h 

(mm)
Packing 

(pcs)

636 005 720 205 057.202.05 25 14/23 41 85 10
636 005 720 206 057.202.06 25 19/26 41 85 10
636 005 720 207 057.202.07 25 24/29 41 85 10
636 005 720 208 057.202.08 50 14/23 51 105 10
636 005 720 209 057.202.09 50 19/26 51 105 10
636 005 720 210 057.202.10 50 24/29 51 105 10
636 105 720 210 057.202.10A 50 29/32 51 105 10
636 005 720 211 057.202.11 100 14/23 64 115 10
636 005 720 212 057.202.12 100 19/26 64 115 10
636 005 720 213 057.202.13 100 24/29 64 115 10
636 005 720 214 057.202.14 100 29/32 64 115 10
636 005 720 216 057.202.16 150 19/26 74 120 10
636 005 720 217 057.202.17 150 24/29 74 120 10
636 005 720 218 057.202.18 150 29/32 74 120 10
636 005 720 220 057.202.20 250 14/23 85 145 10
636 005 720 221 057.202.21 250 19/26 85 145 10
636 005 720 222 057.202.22 250 24/29 85 145 10
636 005 720 223 057.202.23 250 29/32 85 145 10
636 005 720 224 057.202.24 250 34/35 85 145 10
636 005 720 225 057.202.25 500 19/26 105 175 10
636 005 720 226 057.202.26 500 24/29 105 175 10
636 005 720 227 057.202.27 500 29/32 105 175 10
636 005 720 228 057.202.28 500 34/35 105 175 10
636 005 720 229 057.202.29 1000 19/26 131 210 10
636 005 720 230 057.202.30 1000 24/29 131 210 10
636 005 720 231 057.202.31 1000 29/32 131 210 10
636 005 720 232 057.202.32 1000 34/35 131 210 10
636 005 720 233 057.202.33 2000 24/29 166 260 10
636 005 720 234 057.202.34 2000 29/32 166 260 10
636 005 720 235 057.202.35 2000 34/35 166 260 10

2

A
121°C

3

Flask, with round bottom and SJ, amber

Ordering No. Cat. No. Volume 
(ml) SJ d 

(mm)
h 

(mm)
Packing 

(pcs)

634 240 615 025 0.6150.25 25 14/23 41 75 1
634 240 615 050 0.6150.50 50 14/23 51 90 1
634 240 618 050 0.6180.50 50 29/32 51 100 1
634 240 618 100 0.6181.00 100 29/32 64 110 1
634 240 618 250 0.6182.50 250 29/32 85 140 1
634 240 618 500 0.6185.00 500 29/32 105 170 1
634 240 618 001 0.6180.01 1000 29/32 131 210 1
634 240 618 002 0.6180.02 2000 29/32 166 260 1

A
121°C

3

laborglasinstrumente

JOINTED FLASKS
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JOINTED FLASKS

1

2

3

Flask, round bottom, spherical joint

Ordering No. Cat. No. Volume 
(ml) SJ d 

(mm)
h 

(mm)
Packing 

(pcs)

634 240 644 100 0.644.100 100 35/20 64 110 1
634 240 644 250 0.644.250 250 35/20 81 140 1
634 240 644 500 0.644.500 500 35/20 105 170 1
634 240 644 001 0.644.001 1000 35/20 126 210 1
634 240 644 002 0.644.002 2000 35/20 166 280 1
634 240 644 004 0.644.004 4000 35/20 207 310 1

A
121°C

1

Flask distilling, round bottom
with lateral neck with SJ 

Ordering No. Volume (ml) SJ1 SJ2 h (mm) Packing (pcs)

639 001 001 050 50 24/29 14/23 115 1
639 001 002 050 50 29/32 14/23 115 1
639 001 001 100 100 24/29 14/23 115 1
639 001 002 100 100 24/29 19/26 115 1
639 001 003 100 100 29/32 14/23 115 1
639 001 001 250 250 24/29 14/23 145 1
639 001 002 250 250 24/29 19/26 145 1
639 001 003 250 250 29/32 14/23 145 1
639 001 001 500 500 24/29 14/23 175 1
639 001 002 500 500 24/29 19/26 175 1
639 001 003 500 500 29/32 14/23 175 1
639 001 001 940 1000 24/29 14/23 210 1
639 001 002 940 1000 24/29 19/26 210 1
639 001 003 940 1000 29/32 14/23 210 1
639 001 001 950 2000 34/35 19/26 223 1

DIN
12394

A
121°C

2

Flask distilling, round bottom
with lateral 20° neck with SJ 

Ordering No. Volume (ml) SJ1 SJ2 h (mm) Packing (pcs)

636 005 920 201 50 24/29 14/23 115 1
636 005 920 202 50 29/32 14/23 115 1
636 005 920 203 100 24/29 14/23 115 1
636 005 920 204 100 24/29 19/26 115 1
636 005 920 205 100 29/32 14/23 115 1
636 005 920 206 250 24/29 14/23 145 1
636 005 920 207 250 24/29 19/26 145 1
636 005 920 208 250 29/32 14/23 145 1
636 005 920 209 500 24/29 14/23 175 1
636 005 920 210 500 24/29 19/26 175 1
636 005 920 211 500 29/32 14/23 175 1
636 005 920 212 1000 24/29 14/23 210 1
636 005 920 213 1000 24/29 19/26 210 1
636 005 920 214 1000 29/32 14/23 210 1
636 005 920 215 2000 34/35 19/26 223 1

DIN
12394

A
121°C

3
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JOINTED FLASKS

Flask distilling, round bottom
with two lateral necks with SJ

Ordering No. Cat. No. Volume 
(ml) SJ1 SJ2 SJ3

Packing 
(pcs)

632 426 222 250 8016/250 29/32 250 29/32 14/23 14/23 10
632 426 222 500 8016/500 29/32 500 29/32 14/23 14/23 10
632 426 222 940 8016/1000 29/32 1000 29/32 14/23 29/32 10
632 426 222 950 8016/2000 29/32 2000 29/32 14/23 29/32 8
632 426 222 954 8016/4000 45/40 4000 45/40 14/23 29/32 6
632 426 222 958 8016/6000 60/46 6000 60/46 14/23 29/32 3

A
121°C

1 1

2

3

Flask distilling, round bottom
with two lateral necks with SJ

Ordering No. Volume (ml) SJ1 SJ2 SJ3 h (mm) Packing  (pcs)

636 006 120 201 250 24/29 19/26 19/26 145 1
636 006 120 202 250 29/32 14/23 14/23 145 1
636 106 120 202 250 29/32 29/32 29/32 145 1
636 006 120 203 500 24/29 19/26 19/26 175 1
636 006 120 204 500 29/32 14/23 14/23 175 1
636 006 120 205 500 29/32 19/26 19/26 175 1
636 106 120 205 500 29/32 29/32 29/32 175 1
636 006 120 206 1000 24/29 19/26 19/26 210 1
636 006 120 207 1000 29/32 14/23 14/23 210 1
636 006 120 208 1000 29/32 19/26 19/26 210 1
636 006 120 209 1000 29/32 24/29 24/29 210 1
636 006 120 210 1000 29/32 29/32 29/32 210 1
636 006 120 211 2000 24/29 19/26 19/26 260 1
636 006 120 212 2000 29/32 19/26 19/26 260 1
636 006 120 213 2000 29/32 29/32 29/32 260 1
636 006 120 214 2000 34/35 19/26 19/26 260 1
636 006 120 215 2000 34/35 24/29 24/29 260 1

DIN
12392

A
121°C

2

Flask distilling, roud bottom
with two lateral 20° necks with SJ 

Ordering No. Cat. No. Volume 
(ml) SJ1 SJ2 SJ3

Packing 
(pcs)

632 426 224 250 8018/250 29/32 250 29/32 14/23 14/23 10
632 426 224 500 8018/500 29/32 500 29/32 14/23 14/23 10
632 426 224 940 8018/1000 29/32 1000 29/32 14/23 29/32 10
632 426 224 950 8018/2000 29/32 2000 29/32 14/23 29/32 8
632 426 224 954 8018/4000 45/40 4000 45/40 14/23 29/32 6
632 426 224 958 8018/6000 60/46 6000 60/46 14/23 29/32 3

A
121°C

3
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JOINTED FLASKS

1 Flask, distilling, round bottom
with two lateral 20° necks with SJ 

Ordering No. Volume (ml) SJ1 SJ2 h (mm) Packing (pcs)

636 006 020 201 100 19/26 14/23 115 1
636 006 020 202 100 24/29 14/23 115 1
636 006 020 203 100 24/29 19/26 115 1
636 106 020 203 100 29/32 14/23 115 1
636 006 020 204 250 19/26 19/26 145 1
636 006 020 205 250 24/29 14/23 145 1
636 006 020 206 250 24/29 19/26 145 1
636 006 020 207 250 29/32 14/23 145 1
636 006 020 208 250 29/32 19/26 145 1
636 106 020 208 250 29/32 29/32 145 1
636 006 020 209 500 24/29 14/23 175 1
636 006 020 210 500 24/29 19/26 175 1
636 006 020 211 500 29/32 14/23 175 1
636 006 020 212 500 29/32 19/26 175 1
636 106 020 212 500 29/32 29/32 175 1
636 006 020 213 1000 24/29 14/23 210 1
636 006 020 214 1000 24/29 19/26 210 1
636 006 020 215 1000 29/32 14/23 210 1
636 006 020 216 1000 29/32 19/26 210 1
636 006 020 217 1000 29/32 29/32 210 1
636 006 020 218 2000 24/29 19/26 260 1
636 006 020 219 2000 29/32 24/29 260 1
636 006 020 220 2000 29/32 29/32 260 1

DIN ISO
12348

A
121°C

1

2

3

4

Flask, micro, with round bottom and SJ

Ordering No. Cat. No. Volume 
(ml) SJ d 

(mm)
h 

(mm)
Packing 

(pcs)

632 426 371 010 8026/10 14/23 10 14/23 32 50 100
632 426 371 025 8026/25 14/23 25 14/23 42 60 100
632 426 371 050 8026/50 14/23 50 14/23 54 74 100
632 426 371 100 8026/100 14/23 100 14/23 65 88 90
632 426 371 250 8026/250 14/23 250 14/23 90 116 32

A
121°C

2

Flask, heart-shaped, with SJ

Ordering No. Cat. No. Volume (ml) SJ h (mm) Packing (pcs)

632 426 372 010 8027/10 14/23 10 14/23 75 100
632 426 372 025 8027/25 14/23 25 14/23 90 100
632 426 372 050 8027/50 14/23 50 14/23 110 100
632 426 372 100 8027/100 14/23 100 14/23 125 90
632 426 372 250 8027/250 14/23 250 14/23 130 32

A
121°C

3

Flask, pear-shaped, with SJ

Ordering No. Cat. No. Volume 
(ml) SJ d 

(mm)
h 

(mm)
Packing 

(pcs)

636 006 220 206 062.202.06 25 14/23 38 90 10
636 006 220 207 062.202.07 50 14/23 48 110 10
636 006 220 209 062.202.09 100 14/23 58 125 10

A
121°C

DIN
12383

4



75www.vtrglass.cz

JOINTED FLASKS

1

2

3

Flask, pear-shaped, two SJ

Ordering No. Cat. No. Volume (ml) SJ1 SJ2 h (mm) Packing (pcs)

636 006 320 201 063.202.01 50 14/23 14/23 110 1
636 006 320 202 063.202.02 100 14/23 14/23 125 1

A
121°C

1

Flask, drop-shaped, with SJ

Ordering No. Cat. No. Volume 
(ml) SJ d 

(mm)
h 

(mm)
Packing 

(pcs)

632 426 374 010 8029/10 14/23 10 14/23 26 60 100
632 426 374 025 8029/25 14/23 25 14/23 34 80 100
632 426 374 050 8029/50 14/23 50 14/23 42 100 100
632 426 374 100 8029/100 14/23 100 14/23 52 123 60
632 426 374 250 8029/250 14/23 250 14/23 72 170 32

A
121°C

2

Flask evaporating

Ordering No. Cat. No. Volume (ml) SJ h (mm) Packing (pcs)

636 006 920 201 069.202.01 50 29/32 94 10
636 006 920 202 069.202.02 100 24/29 110 10
636 006 920 203 069.202.03 100 29/32 110 10
636 006 920 204 069.202.04 250 24/29 140 10
636 006 920 205 069.202.05 250 29/32 140 10
636 006 920 206 069.202.06 500 24/29 170 10
636 006 920 207 069.202.07 500 29/32 170 10
636 006 920 208 069.202.08 1000 24/29 210 10
636 006 920 209 069.202.09 1000 29/32 210 10
636 006 920 210 069.202.10 2000 29/32 250 6

DIN
12337

3

4

Flask acc. to Schlenk, ball-shaped
with lateral stopcock with glass key in 20° angle, with olive

Ordering No. Volume (ml) SJ Packing (pcs)

639 004 001 025 25 14/23 1
639 004 001 050 50 14/23 1
639 004 001 100 100 14/23 1
639 004 001 250 250 14/23 1

A
121°C

4
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1

2

Flask acc. to Schlenk, tube-shaped
with lateral stopcock with glass key in 20° angle, with olive, round bottom

Ordering No. Volume (ml) SJ d x h (mm) Packing (pcs)

639 005 001 030 30 14/23 18 x 150 1
639 005 001 020 20 14/23 18 x 120 1
639 005 001 035 35 14/23 22 x 120 1
639 005 001 070 70 14/23 30 x 120 1
639 005 001 080 80 14/23 30 x 150 1
639 005 001 110 110 14/23 30 x 210 1
639 005 001 250 250 14/24 50 x 150 1
639 005 002 250 250 29/32 50 x 150 1
639 005 001 400 400 14/23 70 x 210 1
639 005 001 700 700 29/32 70 x 210 1
639 005 001 800 800 14/23 60 x 340 1

A
121°C

1

Flask acc. to Schlenk, tube-shaped
with lateral stopcock with PTFE key in 20° angle, with olive, round bottom

Ordering No. Volume (ml) SJ d x h (mm) Packing (pcs)

639 006 001 010 10 14/23 18 x 50 1
639 006 001 050 50 14/23 30 x 150 1
639 006 001 100 100 14/23 30 x 210 1
639 006 001 250 250 14/23 50 x 150 1
639 006 001 500 500 14/23 70 x 210 1
639 006 002 500 500 29/32 70 x 210 1
639 006 001 940 1000 14/23 60 x 340 1

A
121°C

2

3

4

Reservoir acc. to Schlenk
with lateral stopcock with glass key in 20° angle, with olive, round bottom

Ordering No. Volume (ml) SJ d x h (mm) Packing (pcs)

639 007 001 015 15 14/23 18 x 80 1
639 007 001 030 30 14/23 18 x 150 1
639 007 001 035 35 14/23 26 x 90 1
639 007 001 080 80 14/23 30 x 150 1
639 007 001 110 110 14/23 30 x 210 1
639 007 001 250 250 14/23 50 x 150 1
639 007 001 700 700 14/23 70 x 210 1
639 007 002 700 700 29/32 70 x 210 1
639 007 001 800 800 14/23 60 x 340 1

A
121°C

3

Reservoir acc. to Schlenk
with lateral stopcock with PTFE key in 20° angle, with olive, round bottom

Ordering No. Volume (ml) SJ d x h (mm) Packing (pcs)

639 008 001 010 10 14/23 18 x 150 1
639 008 001 050 50 14/23 30 x 150 1
639 008 001 100 100 14/23 30 x 210 1
639 008 001 250 250 14/23 50 x 150 1
639 008 001 500 500 14/23 70 x 210 1
639 008 002 500 500 29/32 70 x 210 1
639 008 001 940 1000 14/23 60 x 340 1

A
121°C

4

FLASKS
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Distribution of link vacuum - inert

Ordering No. Specification Length 
(mm)

Packing 
(pcs)

639 009 001 000 Stopcock with PTFE key 300 1
639 009 002 000 Stopcock with glass key 300 1

A
121°C

1 2

1

2

A
121°C

Joint standard (SJ) - socket

Ordering No. Cat. No. SJ d (mm) h (mm) Packing (pcs)

636 000 120 201 001.202.01 7/16 10 100 10
636 000 120 202 001.202.02 10/19 13 100 10
636 000 120 203 001.202.03 12/21 16 100 10
636 000 120 204 001.202.04 14/23 18 100 10
636 000 120 205 001.202.05 19/26 22 100 10
636 000 120 206 001.202.06 24/29 28 100 10
636 000 120 207 001.202.07 29/32 32 100 10
636 000 120 208 001.202.08 24/25 38 100 10
636 000 120 209 001.202.09 40/38 45 100 10
636 000 120 210 001.202.10 45/40 50 100 10
636 000 120 211 001.202.11 50/42 55 100 10
636 000 120 212 001.202.12 55/44 60 100 10

3

Joint standard (SJ) - cone

Ordering No. Cat. No. SJ d (mm) h (mm) Packing (pcs)

636 000 220 201 002.202.01 7/16 6 90 10
636 000 220 202 002.202.02 10/19 8 90 10
636 000 220 203 002.202.03 12/21 9 90 10
636 000 220 204 002.202.04 14/23 13 90 10
636 000 220 205 002.202.05 19/26 16 90 10
636 000 220 206 002.202.06 24/29 22 90 10
636 000 220 207 002.202.07 29/32 26 90 10
636 000 220 208 002.202.08 24/25 30 90 10
636 000 220 209 002.202.09 40/38 36 90 10
636 000 220 210 002.202.10 45/40 40 90 10
636 000 220 211 002.202.11 50/42 45 90 10
636 000 220 212 002.202.12 55/44 50 90 10

A
121°C

4

Reduction adaptor for SJ, PTFE

Ordering No. SJ Wall thickness (mm) Packing (pcs)

331 240 106 007 7/16 0,05 1
331 240 106 010 10/19 0,05 1
331 240 106 012 12/21 0,05 1
331 240 106 014 14/23 0,05 1
331 240 106 019 19/26 0,05 1
331 240 106 024 24/29 0,05 1
331 240 106 029 29/32 0,05 1
331 240 106 034 34/35 0,05 1
331 240 106 045 45/40 0,05 1
331 240 106 050 50/42 0,05 1
331 240 106 055 55/44 0,05 1
331 240 106 060 60/46 0,05 1

5

3

4

5

JOINTS/ACCESSORIES
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JOINTS/ACCESSORIES

1

2

Adaptor for SJ, plastic (POM)

Ordering No. SJ Packing (pcs)

331 240 119 014 14/23 1
331 240 119 019 19/26 1
331 240 119 024 24/29 1
331 240 119 029 29/32 1
331 240 119 045 45/40 1

1

Clip for SJ, plastic (POM)

Ordering No. Colour SJ Packing (pcs)

331 870 055 638 turquoise 10/19 1
331 870 055 639 violet 12/21 1
331 870 055 640 yellow 14/23 1
331 870 055 642 blue 19/26 1
331 870 055 644 green 24/29 1
331 870 055 646 red 29/32 1
331 870 055 647 orange 34/35 1
331 870 055 649 brown 45/40 1

2

3

4

Clip for SJ, stainless steel

Ordering No. SJ Packing (pcs)

397 240 131 007 7/16-7/25 1
397 240 131 010 10/19-10/30 1
397 240 131 012 12/21-12/32 1
397 240 131 014 14/23-14/35 1
397 240 131 019 19/26-19/38 1
397 240 131 024 24/29-24/40 1
397 240 131 029 29/32-29/42 1
397 240 131 034 34/35-34/45 1
397 240 131 045 45/40-45/50 1

3

Clip for SJ, stainless steel

Ordering No. SJ Packing (pcs)

397 240 131 614 14/23-14/35 1
397 240 131 619 19/26 1
397 240 131 624 24/29 1
397 240 131 629 29/32 1
397 240 131 645 45/40-45/50 1

4

5

Joint standard (SJ), spherical-bowl

Ordering No. SJ Diameter 
(mm)

Length 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

631 921 702 101 13/2 8 100 2,5 10
631 921 702 102 13/5 8 100 1,5 10
631 921 702 103 19/7 10 100 1,5 10
631 921 702 104 19/9 12 100  1,5 10

5
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JOINTS/ACCESSORIES

Ordering No. SJ Diameter 
(mm)

Length 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

631 921 702 105 19/10 13 100 1,5 10
631 921 702 106 29/12 16 100 1,8 10
631 921 702 107 29/15 19 100 1,8 10
631 921 702 108 35/20 24 100 1,8 10
631 921 702 109 35/25 28 100 2,0 10
631 921 702 110 40/25 28 100 2,0 10
631 921 702 111 41/25 30 100 2,0 10
631 921 702 112 51/30 36 100 2,8 10
631 921 702 113 64/40 48 100 3,2 10

A
121°C

1

2

3

4

Joint standard (SJ), spherical-ball

Ordering No. SJ Diameter 
(mm)

Length 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

631 921 703 101 13/2 8 100 2,5 10
631 921 703 102 13/5 8 100 1,5 10
631 921 703 103 19/7 10 100 1,5 10
631 921 703 104 19/9 12 100  1,5 10
631 921 703 105 19/10 13 100 1,5 10
631 921 703 106 29/12 16 100 1,8 10
631 921 703 107 29/15 19 100 1,8 10
631 921 703 108 35/20 24 100 1,8 10
631 921 703 109 35/25 28 100 2,0 10
631 921 703 110 40/25 28 100 2,0 10
631 921 703 111 41/25 30 100 2,0 10
631 921 703 112 51/30 36 100 2,8 10
631 921 703 113 64/40 48 100 3,2 10

A
121°C

2

1

Clip for spherical joint, stainless steel

Ordering No. SJ Packing (pcs)

397 240 133 013 13/2 - 13/5 1
397 240 133 019 19/9 1
397 240 133 029 29/15 1
397 240 133 035 35/20 1
397 240 133 040 40/25 - 41/25 1
397 240 133 051 51/30 1
397 240 133 064 64/40 1

3

Grease for joints and stopcocks

Ordering No. Specification Packing (pcs)

221 110 030 771 Ramsay, 250 g 1
221 430 630 008 Lukosan, 80 g * 1
221 987 057 003 Baysilon, 35 g ** 1

*  silicone grease, transparent, heat resistance -70...+150°C 
**  silicone grease, dark brown or transparent colour, max. permitted temperature while accessible 

of air: from -40 to +220 °C, without access to air: -40...+320°C, momentarily: +400°C 

4
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REDUCTION ADAPTORS

1

2 2

4

3

Tube, screw thread, GL

Ordering No. d (mm) h (mm) GL (mm) Packing (pcs)

632 441 746 200 12 120 14 1
632 441 746 400 16 120 18 1
632 441 746 600 22 150 25 1
632 441 746 800 30 150 32 1
632 441 746 900 42 150 45 1

A
121°C

1

Olive with seal and cap

Ordering No. Version GL (mm) Packing (pcs)

331 300 470 010 straight 14 1
331 300 470 020 bent 14 1

2

Reduction adaptor
with SJ/GL

Ordering No. h (mm) SJ GL (mm) Packing (pcs)

639 010 001 030 30 14/23 14 10 
639 010 002 030 30 14/23 18 10
639 010 001 035 35 19/26 14 10 
639 010 002 035 35 19/26 18 10 
639 010 003 035 35 24/29 14 10 
639 010 004 035 35 24/29 18 10 
639 010 005 035 35 24/29 25 10 
639 010 001 040 40 29/32 14 10 
639 010 002 040 40 29/32 18 10 
639 010 003 040 40 29/32 25 10 
639 010 001 050 50 29/32 32 10 

3

Reduction adaptor
with SJ/SJ

Ordering No. SJ1 socket SJ2 cone Packing (pcs)

636 101 320 201 14/23 19/26 10
636 001 320 202 14/23 24/29 10
636 001 320 203 14/23 29/32 10
636 001 320 204 19/26 24/29 10
636 001 320 205 19/26 29/32 10
636 001 320 210 24/29 29/32 10
636 001 320 218 29/32 45/40 10

A
121°C

4

Reduction adaptor
with SJ/SJ, reverse

Ordering No. SJ1 socket SJ2 cone Packing (pcs)

636 001 420 201 19/26 14/23 10
636 001 420 202 24/29 14/23 10

5

5
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REDUCTION ADAPTORS/EXTENSIONS

1

2

3

Ordering No. SJ1 socket SJ2 cone Packing (pcs)

636 001 420 203 24/29 19/26 10
636 101 420 203 29/32 14/23 10
636 001 420 204 29/32 19/26 10
636 001 420 205 29/32 24/29 10
636 001 420 210 45/40 29/32 10

A
121°C

1

Extension straight, with olive and SJ socket

Ordering No. SJ Packing (pcs)

639 011 001 014 14/23 1
639 011 001 019 19/26 1
639 011 001 024 24/29 1
639 011 001 029 29/32 1

A
121°C

2

Extension, with olive 90° angle and SJ socket

Ordering No. SJ Packing (pcs)

639 012 001 014 14/23 1
639 012 001 019 19/26 1
639 012 001 024 24/29 1
639 012 001 029 29/32 1

A
121°C

3

4 5

Extension straight, with olive and SJ cone

Ordering No. SJ Packing (pcs)

639 013 001 014 14/23 1
639 013 001 019 19/26 1
639 013 001 024 24/29 1
639 013 001 029 29/32 1

A
121°C

4

Extension with olive 90° angle, SJ cone

Ordering No. SJ Packing (pcs)

636 003 620 201 14/23 1
636 003 620 202 19/26 1
636 003 620 203 24/29 1
636 003 620 204 29/32 1

A
121°C

5
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EXTENSIONS

1

2

3

4

Extension straight, with stopcock, olive and SJ cone

Ordering No. SJ Packing (pcs)

639 014 001 014 14/23 1
639 014 001 019 19/26 1
639 014 001 024 24/29 1
639 014 001 029 29/32 1

A
121°C

1

Extension with stopcock, olive in 90° angle and SJ cone

Ordering No. SJ Packing (pcs)

636 003 420 201 14/23 1
636 003 420 202 19/26 1
636 003 420 203 24/29 1
636 003 420 204 29/32 1

A
121°C

2

Extension with stopcock, olive in 90° angle and SJ socket

Ordering No. SJ Packing (pcs)

639 015 001 014 14/23 1
639 015 001 019 19/26 1
639 015 001 024 24/29 1
639 015 001 029 29/32 1

A
121°C

3

Extension distilling, with vertical diversion

Ordering No. SJ SJ1 Packing (pcs)

636 001 520 201 14/23 14/23 1
636 001 520 202 19/26 19/26 1
636 001 520 206 29/32 29/32 1

DIN
12594

A
121°C

4
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EXTENSIONS/SPLASH HEADS

1

2

3

4

5

Splash head

Ordering No. SJ SJ1 Packing (pcs)

636 003 020 201 14/23 14/23 1
636 003 020 203 29/32 29/32 1

A
121°C

2

Extension distilling

Ordering No. Length (mm) SJ Packing (pcs)

636 002 720 201 325 14/23 1
636 002 720 202 325 19/26 1
636 002 720 205 325 29/32 1

A
121°C

3

Extension distilling, with SJ 14/23 for thermometer

Ordering No. 2 x SJ Length (mm) Packing (pcs)

639 028 001 200 14/23 200 1
639 028 001 350 29/32 350 1

A
121°C

4

Extension distilling, with SJ 14/23 for thermometer
with condenser acc. to Liebig

Ordering No. 2 x SJ Length (mm) Packing (pcs)

639 029 001 160 14/23 160 1
639 029 001 250 19/26 250 1
639 029 002 250 29/32 250 1
639 029 001 400 19/26 400 1
639 029 002 400 29/32 400 1

A
121°C

5

Extension suction, with SJ and straight tube, without olive

Ordering No. SJ Tube length (mm) Packing (pcs)

636 004 420 201 14/23 250 1
636 004 420 202 19/26 250 1
636 004 420 204 29/32 250 1

A
121°C

1
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Extension distilling, with SJ 14/23 for thermometer
with condenser acc. to Liebig with vacuum stopper, for distilling thermometer 
of length of 55 mm

Ordering No. 2 x SJ Length (mm) Packing (pcs)

639 031 001 160 14/23 160 1
639 031 001 250 14/23 250 1
639 031 002 250 19/26 250 1
639 031 003 250 29/32 250 1
639 031 001 400 19/26 400 1
639 031 002 400 29/32 400 1

A
121°C

2

Extension distilling acc. to Claisen

Ordering No. SJ Packing (pcs)

636 002 920 201 14/23 1
636 002 920 202 19/26 1
636 002 920 205 29/32 1

A
121°C

3

Extension distilling, with SJ 14/23 for thermometer
with condenser acc. to Liebig with vacuum stopper

Ordering No. 2 x SJ Length (mm) Packing (pcs)

639 030 001 160 14/23 160 1
639 030 001 250 19/26 250 1
639 030 002 250 29/32 250 1
639 030 001 400 19/26 400 1
639 030 002 400 29/32 400 1

A
121°C

1

2

3

1

Still head plain, with SJ for thermometer

Ordering No. SJ SJ1 Packing (pcs)

636 002 820 201 14/23 14/23 1
636 002 820 202 19/26 19/26 1
636 002 820 209 29/32 29/32 1

A
121°C

4

Multiple adaptor with three necks - two necks parallel, one at 45°

Ordering No. SJ socket SJ cone Packing (pcs)

636 001 720 201 19/26 19/26 1
636 107 720 201 19/26 24/29 1
636 001 720 202 19/26 29/32 1
636 001 720 203 24/29 24/29 1
636 001 720 204 29/32 29/32 1

DIN
12594

A
121°C

5

4

5

EXTENSIONS/ADAPTORS
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1

2

3

4 5

Receiver adaptor plain bend, with SJ in 105° angle, with olive

Ordering No. SJ Packing (pcs)

636 002 220 101 14/23 1
636 002 220 103 19/26 1
636 002 220 105 24/29 1
636 002 220 107 29/32 1

A
121°C

2

Extension straight, with olive 

Ordering No. SJ Packing (pcs)

636 002 220 201 14/23 1
636 102 220 201 19/26 1
636 002 220 204 24/29 1
636 002 220 206 29/32 1

A
121°C

3

Extension acc. to Bredt, with GL 18 

Ordering No. SJ Packing (pcs)

639 018 001 029 29/32 1

A
121°C

4

Receiver delivery adaptor, with SJ

Ordering No. SJ Packing (pcs)

636 001 920 201 14/23 1
636 001 920 202 19/26 1
636 001 920 203 24/29 1
636 001 920 204 29/32 1

A
121°C

5

Receiver adaptor plain bend, with SJ in 105° angle

Ordering No. SJ Packing (pcs)

636 002 520 200 14/23 1
636 002 520 201 19/26 1
636 002 520 204 29/32 1

A
121°C

1

EXTENSIONS/ADAPTORS
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ADAPTORS/COLUMNS DISTILLING

Extension adaptor acc. to Bredt, with SJ

Ordering No. SJ SJ1 Packing (pcs)

639 020 001 029 29/32 4 x 14/23 1

A
121°C

2

Tube cooling

Ordering No. Version Length (mm) Packing (pcs)

639 021 001 130 straight 130 1
639 021 002 130 bent 130 1

A
121°C

4

1 Extension molecular, with two GL 14

Ordering No. SJ Packing (pcs)

639 019 001 014 14/23 1

A
121°C

1

Extension adaptor acc. to Bernauer, with exhausting olive and SJ

Ordering No. SJ SJ1 Packing (pcs)

636 002 420 201 19/26 3 x 14/23 1
636 002 420 203 19/26 3 x 14/23 1

A
121°C

3

Tube drying, with SJ and olive

Ordering No. SJ Packing (pcs)

636 004 120 201 14/23 1
636 004 120 202 19/26 1
636 004 120 204 29/32 1

A
121°C

5

Column distilling acc. to Hempel

Ordering No. Cat. No. SJ Height of filling (mm) Packing (pcs)

632 441 402 302 8320/300 14/23 14/23 300 1
632 441 402 502 8320/500 14/23 14/23 500                          1
632 441 402 505 8320/500 29/32 29/32 500 1
632 441 402 755 8320/750 29/32 29/32 750 1
632 441 402 995 8320/1000 29/32 29/32 1000                  1

A
121°C

6

2

3 4

5 6
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COLUMNS DISTILLING/ADAPTORS/STOPPERS

Column distilling acc. to Hempel
with insulating mantle and Raschig rings

Ordering No. Cat. No. d 
(mm)

d1 
(mm)

Height  of 
filling (mm) SJ Packing 

(pcs)
632 441 404 505 8321/500 29/32 34 46 500 29/32 1
632 441 404 755 8321/750 29/32 34 40 750 29/32 1
632 441 404 995 8321/1000 29/32 34 46 1000 29/32 1

A
121°C

1

Column distilling acc. to Vigreux

Ordering No. SJ Height  of filling (mm) Packing (pcs)

639 032 002 100 29/32        100                             1
639 032 001 200 14/23        200                             1
639 032 002 200 19/26        200                             1
639 032 003 200 29/32        200                             1
639 032 001 300 19/26        300                             1
639 032 002 300 29/32        300                             1
639 032 001 400 29/32        400                             1
639 032 001 500 29/32        500                             1
639 032 001 600 29/32        600                             1

A
121°C

2

Glass wool

Ordering No. Specification Packing (pcs)

634 241 541 000 Borosilicate fibre, packing 100 g 1
638 000 000 318 Silica fibre, thickness of fibres 9 m, packing 500 g 1

A
121°C

3

1

2

3

4 5

Glass rings, Raschig

Ordering No. Outer diameter (mm) Length (mm) Packing (pcs)

634 241 550 003 3 3 1
634 241 550 004 4 4 1
634 241 550 005 5 5 1
634 241 550 006 6 6 1
634 241 550 008 8 8 1
634 241 550 010 10 10 1

4

Stopper hollow, hexagonal, with tip, SJ

Ordering No. SJ Packing (pcs)

636  001 120 501 10/19 10
636  001 120 502 12/21 10
636  001 120 503 14/23 10
636  001 120 504 19/26 10
636  001 120 505 24/29 10
636  001 120 506 29/32 10
636  001 120 507 34/35 10

A
121°C

5
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STOPPERS/STOPCOCKS/VALVES

Valve for fine regulation (type Young), with PTFE needle

Ordering No. Type Specification Size 
(mm) Regulation Packing 

(pcs)
634 049 101 006 ST-FA-6 Straight abaxial 6  fast 1
634 049 100 010 ST-FI-10 Straight abaxial 10  fine 1
634 049 120 006 RA-FI-6 Angular 90° 6  fine 1
634 049 120 010 RA-FI-10 Angular 90° 10  fine 1
634 049 121 010 RA-FA-10 Angular 90° 10  fast 1
634 049 140 010 IL-FI-10 Straight coaxial 10  fine 15

2

3

4

5

Stopcock, straight, with glass key 

Ordering No. SJ Bore diam. (mm) l (mm) d (mm) Packing (pcs)

632 441 340 020 14/23 2,5 100 9 10 
632 441 340 040 19/26 4,0 110 10 10
632 441 340 060 24/29 6,0 120 13 10 
632 441 340 080 24/29 8,0 120 15 10 

A
121°C

2

Stopcock, straight, with PTFE key 

Ordering No. SJ Bore diam. (mm) Packing (pcs)

636 030 020 201 12/21 2,5 10
636 030 020 202 14/23 2,5 10
636 030 020 203 14/23 4,0 10
636 030 020 204 19/26 6,0 10

A
121°C

3

Valve straight, Rotaflow, with PTFE needle

Ordering No. Bore diam. (mm) Packing (pcs)

636 029 920 201 0-3 10
636 029 920 202 0-6 10

A
121°C

4

1 SJ stopper, octagonal, PE

Ordering No. SJ Packing (pcs)

331 300 100 007 7/16 10
331 300 100 010 10/19 10
331 300 100 012 12/21 10
331 300 100 014 14/23 10
331 300 101 014 14/15 10
331 300 100 018 18/26 10
331 300 100 019 19/26 10
331 300 100 024 24/29 10
331 300 101 024 24/20 10
331 300 100 029 29/32 10
331 300 101 029 29/22 10
331 300 100 034 34/35 10
331 300 100 045 45/40 10
331 300 100 060 60/46 10
331 300 100 085 85/65 10

1
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CONDENSERS

1

3

4

Condenser acc. to Liebig, with SJ cone and socket 
with two glass olives

Ordering No. SJ l (mm) Packing (pcs)

636 018 220 201 14/23 160 1
636 018 220 235 19/26 200 1
636 018 220 202 19/26 250 1
636 018 220 206 29/32 300 1
636 018 220 211 29/32 400 1

A
121°C

1

2

Condenser coiled, with SJ cone and socket 
with two glass olives

Ordering No. SJ l (mm) Packing (pcs)

636 018 320 201 14/23 160 1
636 018 320 235 19/26 200 1
636 018 320 203 19/26 250 1
636 018 320 206 29/32 300 1
636 018 320 207 29/32 400 1

A
121°C

2

Condenser acc. to Allihn, with SJ cone and socket
with two glass olives

Ordering No. SJ l (mm) Packing (pcs)

636 019 020 205 14/23 160 1
636 019 020 201 19/26 200 1
636 019 020 208 19/26 250 1
636 019 020 211 29/32 300 1
636 019 020 213 29/32 400 1

A
121°C

3

Condenser acc. to Liebigh, with SJ cone and socket
with two plastic olives

Ordering No. SJ l (mm) Packing (pcs)

636 018 218 101 14/23 160 1
636 118 218 101 19/26 160 1
636 118 218 102 14/23 250 1
636 118 218 103 29/32 250 1
636 018 218 111 29/32 400 1

A
121°C

4

Condenser coiled, with SJ cone and socket 
with two plastic olives

Ordering No. SJ l (mm) Packing (pcs)

636 018 318 101 14/23 160 1
636 118 318 104 29/32 250 1
636 018 318 107 29/32 400 1

A
121°C

5

5
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1 Condenser acc. to Allihn, with SJ cone and socket 
with two plastic olives

Ordering No. SJ l (mm) Packing (pcs)

636 019 018 105 14/23 160 1
636 019 018 106 19/26 160 1
636 119 118 103 29/32 250 1
636 019 018 113 29/32 400 1

A
121°C

1

Condenser acc. to Dimroth, with SJ cone and socket 
with two plastic olives

A
121°C

Ordering No. SJ l (mm) Packing (pcs)

636 118 820 202 29/32 160 1
636 118 820 206 29/32 250 1
636 118 820 209 29/32 400 1

2

Condenser coiled, double jacket, SJ cone and socket
with two plastic olives

Ordering No. SJ l (mm) Packing (pcs)

636 118 920 201 29/32 160 1
636 018 920 203 29/32 250 1
636 018 920 204 29/32 400 1

A
121°C

3

Condenser acc. to Dimroth for extractor acc. to Soxhlet, with SJ cone
with two plastic olives

Ordering No. SJ l (mm) Packing (pcs)

636 019 218 101 45/40 100 1
636 019 218 104 45/40 250 1
636 019 218 102 60/46 500 1
636 019 218 103 71/51 1000 1

A
121°C

4

Condenser acc. to Allihn for extractor acc. to Soxhlet, with SJ cone
with two plastic olives

Ordering No. SJ l (mm) Packing (pcs)

636 019 118 101 45/40 100 1
636 019 118 104 45/40 250 1
636 019 118 103 71/51 1000 1

A
121°C

5

2 3

4 5

CONDENSERS
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1

2

Condenser acc. to Liebig, with SJ cone

Ordering No. Cat. No. SJ l (mm) d (mm) Packing (pcs)

632 442 506 202 8251/14/200 14/23 200 24 1
632 442 506 205 8251/29/200 29/32 200 24 1
632 442 506 302 8251/14/300 14/23 300 24 1
632 442 506 305 8251/29/300 29/32 300 24 1
632 442 506 402 8251/14/400 14/23 400 24 1
632 442 506 405 8251/29/400  29/32 400 24 1
632 442 506 705 8251/29/700 29/32 700 32 1
632 442 506 995 8251/29/1000 29/32 1000 32 1

A
121°C

1

Condenser acc. to Liebig, without SJ, with two glass olives

Ordering No. Cat. No. l (mm) d (mm) Packing (pcs)

632 442 505 200 7110/200 200 24 1
632 442 505 300 7110/300 300 24 1
632 442 505 400 7110/400 400 24 1
632 442 505 500 7110/500 500 24 1
632 442 505 700 7110/700 700 32 1
632 442 505 990 7110/1000 1000 32 1

A
121°C

2

Condenser acc. to Dimroth, with SJ cone, with two glass olives

Ordering No. Cat. No. SJ l (mm) No. of spirals Packing (pcs)

632 442 516 202 8260/14/200 14/23 200 11 1
632 442 516 205 8260/29/200 29/32 200 11 1
632 442 516 302 8260/14/300 14/23 300 18 1
632 442 516 305 8260/29/300 29/32 300 18 1
632 442 516 405 8260/29/400 29/32 400 26 1
632 442 516 605 8260/29/600 29/32 600 40 1

A
121°C

3

Condenser, coiled, without SJ, with two glass olives

Ordering No. Cat. No. l (mm) d (mm) No. of spirals Packing (pcs)

632 442 515 200 7112/200 200 40 9 1
632 442 515 300 7112/300 300 40 15 1
632 442 515 400 7112/400 400 40 22 1
632 442 515 500 7112/500 500 40 28 1
632 442 515 600 7112/600 600 40 35 1

A
121°C

4

Condenser acc. to Allihn, bulbed, with SJ cone

Ordering No. Cat. No. SJ l (mm) No. of bulbs Packing (pcs)

632 442 512 202 8256/14/200 14/23 200 4 1
632 442 512 205 8256/29/200 29/32 200 4 1
632 442 512 302 8256/14/300 14/23 300 6 1
632 442 512 305 8256/29/300 29/32 300 6 1
632 442 512 402 8256/14/400 14/23 400 8 1
632 442 512 405 8256/29/400 29/32 400 8 1
632 442 512 605 8256/29/600 29/32 600 13 1

A
121°C

5

3

4 5

CONDENSERS
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CONDENSERS

1

2 3

Condenser acc. to Soxhlet/Allihn, bulbed, for extractors, with SJ cone

Ordering No. Cat. No. Volume 
(ml) SJ l 

(mm)
No. of 
bulbs

Packing 
(pcs)

632 442 531 030 8281/29/30 30 29/32 200 4 1
632 442 531 070 8281/34/70 70 34/35 200 4 1
632 442 531 100 8281/45/100 100 45/40 300 5 1
632 442 531 200 8281/55/200 200 55/50 300 5 1
632 442 531 500 8281/60/500 500 60/46 400 7 1
632 442 531 940 8281/71/1000 1000 71/51 400 7 1

A
121°C

2

Condenser acc. to Dimroth, coiled, for extractors, with SJ cone

Ordering No. Cat. No. Volume 
(ml) SJ l 

(mm)
No. of 
spirals

Packing 
(pcs)

632 442 532 070 8282/35/70 70 34/35 200 18 1
632 442 532 100 8282/45/100 100 45/40 300 23 1
632 442 532 200 8282/55/200 200 55/50 300 23 1
632 442 532 500 8282/60/500 500 60/46 400 32 1
632 442 532 940 8282/71/1000 1000 71/51 400 32 1

A
121°C

3

Condenser, coiled, sloping, angle 75°, with SJ socket

Ordering No. Cat. No. SJ l (mm) Packing (pcs)

632 442 518 305 8262/29/300 29/32 300 1
632 442 518 405 8262/29/400 29/32 400 1

A
121°C

4

Condenser coiled, with SJ socket

Ordering No. Cat. No. SJ l (mm) Packing (pcs)

632 442 519 202 8275/14/200 14/23 200 1
632 442 519 302 8275/14/300 14/23 300 1
632 442 519 305 8275/29/300 29/32 300 1
632 442 519 405 8275/29/400 29/32 400 1

A
121°C

5

4 5

A
121°C

Condenser acc. to Allihn, bulbed, without SJ

Ordering No. Cat. No. l (mm) d (mm) No. of bulbs Packing (pcs)

632 442 511 200 7114/200 200 40 4 1
632 442 511 300 7114/300 300 40 6 1
632 442 511 400 7114/400 400 40 8 1
632 442 511 600 7114/600 600 40 12 1
632 442 511 800 7114/800 800 40 16 1

1
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CONDENSERS/APPARATUS

1

2 3

Condenser, coiled, for work under lower pressure

Ordering No. Cat. No. SJ l (mm) Packing (pcs)

632 442 520 305 8725/300 29/32 300 1
632 442 520 405 8725/400 29/32 400 1

A
121°C

1

Condenser acc. to Friedrichs, regressive, coiled

Ordering No. Cat. No. SJ l (mm) Version Packing (pcs)

632 442 525 050 8265/14/200 14/23 200 with side hose input 1
632 442 525 080 8265/29/220 29/32 220 with side hose input 1
632 442 526 080 8265/29/250 29/32 250 with oblique output 1

A
121°C

2

A
121°C

Distillation apparatus with SJ
for water redistillation

Ordering No. Cat. No. Volume (ml) SJ Packing (pcs)

632 441 611 940 8361/1000 1000 29/32 1
632 441 611 950 8361/2000 2000 29/32 1

3

For complete configuration you must order Flask with flat bottom Cat. No. 8003/2000ml and 
Thermometer 

Distillation apparatus, connected with SJ 29/32

Ordering No. Cat. No. Version l (mm) Type Packing (pcs)

632 446 205 003 6205/300 small 300 SV 318 1
632 446 205 005 6205/500 large 500 SV 319 1

A
121°C

4 Distillation apparatus for fruits
with flask

Ordering No. Flask volume (ml) Version Packing (pcs)

632 441 610 310 6000 without stand 1
632 441 610 311 6000 with stand 1

A
121°C

4
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APPARATUS

2

3

4 5

Distillation apparatus acc. to Markuson

Ordering No. Cat. No. Volume (ml) SJ Packing (pcs)

632 441 617 940 8746/1000 1000 29/32 1
632 441 617 950 8746/2000 2000 29/32 1

A
121°C

1

Apparatus acc. to Dean Starck, for water determination by xylene

Ordering No. Cat. No. Volume (ml) Division SJ Packing (pcs)

632 447 707 002 8564/2 2,5 1:20 29/32 1
632 447 707 005 8564/5 5 1:10 29/32 1
632 447 707 010 8564/10 10 1:10 29/32 1
632 447 707 020 8564/20 20 1:05 29/32 1

A
121°C

2

Orsat apparatus
for gas analysis

Ordering No. Cat. No. Volume 
(ml) Version Packing 

(pcs)

632 445 522 050 7525/3m/50ml 50 three places complet 1
632 445 522 101 7525/3m/type80/100ml 100 three places complet 1
632 445 524 050 7526/6m/50ml 50 six places complet 1
632 445 524 110 7526/6m/type80/100ml 100 six places complet 1

A
121°C

3

Apparatus acc. to Parnas Wagner
for absorption gas analysis

Ordering No. Cat. No. Type Version Packing (pcs)

632 445 228 100 8460 microplates with stand 1
632 445 208 100 8460 microplates without stand 1
632 445 209 500 8461 macroplates with stand 1
632 445 209 530 8461 macroplates without stand 1

A
121°C

4

A
121°C

Apparatus for determination of essential oils in herbal drugs
according to formulary

Ordering No. Specification Packing (pcs)

632 442 110 951 according to formulary 1
632 442 110 940 for bottle 1000 ml - 632 426 219 940 1

5

1
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EXTRACTORS

1

2

Extractor acc. to Twiselmann
complete, new type of stopcock

Ordering No. Cat. No. Volume (ml) SJ SJ1 Packing (pcs)

632 442 108 090 8308 250 34/35 29/32 1

A
121°C

1

A
121°C

Apparatus acc. to Kipp
globe-shaped bottom, with SJ fittings

Ordering No. Cat. No. Volume 
(ml) SJ1 SJ2 SJ3

Packing 
(pcs)

632 415 106 500 2442/500 500 29/32 29/32 29/32 1
632 415 106 940 2442/1000 1000 34/35 34/35 29/32 1
632 415 106 950 2442/2000 2000 34/35 34/35 29/32 1

2

3 4

A
121°C

Extractor acc. to Soxhlet
with Allihn condenser 

Ordering No. Cat. No. Volume (ml) SJ SJ1 Packing (pcs)

632 442 103 100 8730/100 100 45/40 29/32 1
632 442 103 200 8730/200 200 55/50 29/32 1
632 442 103 500 8730/500 500 60/46 29/32 1
632 442 103 940 8730/1000 1000 71/51 29/32 1

3

Extractor acc. to Soxhlet
with Allihn condenser and sintered disc S1

Ordering No. Cat. No. Volume 
(ml)

l/d 
(mm) SJ SJ1

Packing
 (pcs)

632 442 104 030 8730/F/100 30 88/22 29/32 29/32 1
632 442 104 070 8730/F/200 70 100/25 34/35 29/32 1
632 442 104 100 8730/F/500 100 94/36 45/40 29/32 1
632 442 104 200 8730/F/1000 200 123/38 55/50 29/32 1
632 442 104 500 500 200/46 60/46 29/32 1
632 442 104 940 1000 300/62 71/51 29/32 1

A
121°C

4

Extractor body acc. to Soxhlet
for apparatus acc. to Soxhlet

Ordering No. Cat. No. Volume (ml) SJ SJ1 Packing (pcs)

632 442 101 030 8293/30 30 29/32 29/32 1
632 442 101 070 8293/70 70 34/35 29/32 1
632 442 101 100 8293/100 100 45/40 29/32 1
632 442 101 200 8293/200 200 55/50 29/32 1
632 442 101 500 8293/500 500 60/46 29/32 1
632 442 101 940 8293/1000 1000 71/51 29/32 1

A
121°C

5

5
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APPARATUS/MANOMETERS

1

2 3

4

5

A
121°C

Apparatus for arsenic determination 

Ordering No. Volume (ml) Packing (pcs)

632 445 200 100 100 1

3

Apparatus for hydrogen cyanide separation 

A
121°C

Ordering No. Cat. No. Packing (pcs)

632 445 250 010 9297 1

4

Pump, water jet, acc. to Wurtz 

Ordering No. Cat. No. h (mm) Packing (pcs)

632 444 001 000 7790 220 1

A
121°C

5

6

Manometer
with scale, without stopcock, on metal plate

Ordering No. Cat. No. Volume (ml) l (mm) Packing (pcs)

632 443 001 150 7235/150-0-150 150 - 0 - 150 255 1
632 443 001 250 7235/250-0-250 250 - 0 - 250 455 1
632 443 001 500 7235/500-0-500 500 - 0 - 500 955 1

A
121°C

6

Apparatus acc. to Klein for CO2 determination

Ordering No. Cat. No. Packing (pcs)

632 447 806 050 7775 1

A
121°C

2

Impinger

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

l 
(mm) Type SJ Packing 

(pcs)
632 441 106 030 8757/A/30 30 22 225 A 19/26 1
632 441 106 050 8757/B/50 50 26 270 B 29/32 1
632 441 106 100 8757/C/100 100 26 290 C 29/32 1

A
121°C

1
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MANOMETERS/VISCOSIMETERS

1

2

4

3

Viscometer U
for non-transparent liquid

Ordering No. Type Capillary 
diameter (mm)

Measuring 
range

Packing 
(pcs)

632 733 111 020 2 0,71 0,02 2-10 mm2.s-1 1
632 733 111 030 3 0,93 0,03 6-30 mm2.s-1 1
632 733 111 060 6 2,24 0,07 200-1000 mm2.s-1 1
632 733 111 070 7 2,93 0,1 600-3000 mm2.s-1 1
632 733 111 080 8 4,0 0,1 2000-10000 mm2.s-1 1

A
121°C

3

Manometer
with scale and stopcock, on metal plate

Ordering No. Cat. No. Volume (ml) l (mm) Packing (pcs)

632 443 002 100 7236/100-0-100 100 - 0 - 100 155 1
632 443 002 150 7236/150-0-150 150 - 0 - 150 255 1
632 443 002 250 7236/250-0-250 250 - 0 - 250 455 1
632 443 002 500 7236/500-0-500 500 - 0 - 500 955 1

A
121°C

1

Manometer acc. to Krell
complete, on metal plate

Ordering No. Cat. No. Volume (ml) Packing (pcs)

632 443 008 035 7246/0-35 0 - 35 2
632 443 008 060 7246/0-60 0 - 60 2

A
121°C

1

Viscometer acc. to Ostwald

Ordering No. Cat. No. Type Capillary 
diameter (mm)

Measuring 
range

Packing 
(pcs)

632 733 006 010 7781/O I O I 1,15 0,05 5-40 mm .s-1 1
632 733 006 020    7781/O II O II 2,23 0,05 30-50 mm .s-1 1
632 733 006 030    7781/O III O III 3,80 0,05 200-1500 mm .s-1 1

A
121°C

4

Viscometer acc. to Ubbelohde

Ordering No. Cat. No. Type Capillary 
diameter (mm) Constant Measuring 

range
Packing 

(pcs)

632 733 100 020 7784 Oa 0c 0,47 2% 0,003 0,7-3 1 
632 733 100 030 7784 I I 0,63 2% 0,01 2-10 1 
632 733 100 040 7784 Ia Ic 0,84 2% 0,03 6-30 1 
632 733 100 050 7784 II II 1,13 2% 0,1 20-100 1 
632 733 100 060 7784 IIa IIc 1,50 2% 0,3 60-300 1 
632 733 100 070 7784 III III 2,01 2% 1 200-1000 1 
632 733 100 080 7784/IIIa IIIc 2,65 2% 3 600-3000 1 
632 733 100 090 7784 IV IV 3,60 2% 10 2000-10000 1 

A
121°C

5 5
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1

2

3

4

Dish, Petri, soda-lime glass

Ordering No. Cat. No. Wall thickness 
(mm)

d 
(mm)

h 
(mm)

Packing 
(pcs)

632 492 002 040 2290/40x12 1,2 40 12 288
632 492 002 050 2290/50x12 1,2 50 12 288
632 492 002 060 2290/60x12 1,2 60 12 144
632 492 003 060 2290/60x15 1,2 60 15 144
632 492 003 070 2290/70x15 1,35 70 15 72
632 492 003 080 2290/80x15 1,35 80 15 72
632 492 003 090 2290/90x15 1,35 90 15 72
632 492 001 100 2290/100x10 1,35 100 10 72
632 492 003 100 2290/100x15 1,5 100 15 72
632 492 004 100 2290/100x20 1,5 100 20 72
632 492 004 120 2290/120x20 1,5 120 20 72
632 492 005 150 2290/150x25 1,5 150 25 72
632 492 006 180 2290/180x30 1,9 180 30 10
632 492 006 200 2290/200x30 1,9 200 30 10
632 492 008 200 2290/200x50 1,9 200 50 10
632 491 001 071* 2290/250x50 2,0 250 50 1
632 491 001 076* 2290/300x55 2,0 300 55 1

SODA-LIME
GLASS

A
121 °C

* autoclavable, SIMAX

1

Flask acc. to Erlenmeyer, wide neck, baffled, with rim

Ordering No. Volume 
(ml)

Flask dia. 
(mm)

Neck dia. 
(mm)

Height
(mm)

Packing 
(pcs)

639 022 001 250 250 85 50 135 1
639 022 001 300 300 87 50 156 1
639 022 001 500 500 105 50 170 1
639 022 001 940 1000 131 50 215 1

2

Flask acc. to Erlenmeyer, GL45, baffled, with screw cap

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

637 212 833 655 21 283 36 250 81 145 4
637 212 834 454 21 283 44 500 105 180 4

A
121°C

RETRACE
CODE

USP
STANDARD

Tmax.
140 °C

3

RETRACE
CODE

A
121°C

USP
STANDARD

Culture flask acc. to Erlenmeyer

Ordering No. Cat. No. Volume 
(ml)

Flask dia. 
(mm)

Height
(mm)

Packing 
(pcs)

637 217 712 401 21 771 24 100 64 112 10
637 217 713 209 21 771 32 200 79 136 10
637 217 713 603 21 771 36 250 85 145 10
637 217 713 903 21 771 39 300 87 161 10
637 217 714 402 21 771 44 500 105 183 10
637 217 715 407 21 771 54 1000 131 232 1
637 217 716 309 21 771 63 2000 166 305 1

4

DISHES PETRI/CULTURE FLASKS
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1

A
121°C

Culture flask acc. to Roux 

Ordering No. Cat. No. Volume 
(ml)

d
 (mm)

l
(mm)

l1
(mm)

h
(mm)

Packing 
(pcs)

632 411 502 100 70/75 75 20 60 25 125 24
632 411 502 300 70/250 250 25 80 35 180 16
632 411 502 500 70/450 450 30 95 42 195 14
632 411 502 942 70/1000 1000 32 120 55 255 6
632 411 502 950 70/2000 2000 40 150 70 320 5

1

2 3

4

A
121°C

Culture flask acc. to Roux 
with neck on side

Ordering No. Cat. No. Volume 
(ml)

d
 (mm)

l
(mm)

l1
(mm)

h
(mm)

Packing 
(pcs)

632 411 503 300 70A/250 250 25 80 35 180 16 
632 411 503 500 70A/450 450 30 95 42 195 14 
632 411 503 942 70A/1000 1000 32 120 55 255 6 
632 411 503 950 70A/2000 2000 40 150 70 320 5

2

A
121°C

Culture flask acc. to Roux 
neck shaped for SJ, in middle 

Ordering No. Cat. No. Volume 
(ml)

d
 (mm)

l
(mm)

l1
(mm)

h
(mm)

Packing 
(pcs)

632 411 507 100 70/T/75 75 14/15 60 25 125 24
632 411 507 300 70/T/250 250 19/17 80 35 180 16
632 411 507 500 70/T/450 450 24/20 95 42 195 14
632 411 507 942 70/T/1000 1000 24/20 120 55 255 6

3

A
121°C

Culture flask acc. to Black, rectangular 
neck shaped for SJ, in middle

Ordering No. Cat. No. Volume 
(ml)

d
 (mm)

l
(mm)

l1
(mm)

h
(mm)

Packing 
(pcs)

632 411 510 200 3120/200 200 45 45 175 24/20 12
632 411 510 151 3120/150 150 45 45 155 24/20 12

4

A
121°C

USP
STANDARD

Culture flask acc. to Fernbach
conical shape, straight neck for metal cap

Ordering No. Cat. No. Volume 
(ml)

Flask 
dia. (mm)

Neck dia. 
(mm)

Height 
(mm)

Packing 
(pcs)

637 215 116 203 21 511 62 1800 200 38 175 2

5

5

CULTURE FLASKS
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CULTURE FLASKS

1

2

3

A
121°C

USP
STANDARD

Culture bottle acc. to Breed-Demeter

Ordering No. Cat. No. Volume 
(ml)

Base
(mm)

Neck dia. 
(mm)

Height 
(mm)

Packing 
(pcs)

637 214 813 104 21 481 31 180 48 x 48 28 148 10

1

A
121°C

USP
STANDARD

Culture bottle, straight rim
for Kapsenberg caps

Ordering No. Cat. No. Volume 
(ml)

Flask dia. 
(mm)

Neck dia. 
(mm)

Height 
(mm)

Packing 
(pcs)

637 214 211 706 21 421 17 50 40 18 107 10
637 214 212 402 21 421 24 100 40 18 150 10
637 214 213  201 21 421 32 200 50 18 175 10

2

Roller bottle for cell cultures
with GL 45

Ordering No. Cat. No. Volume 
(ml)

Flask dia. 
(mm)

GL 
(mm)

Height 
(mm)

Packing 
(pcs)

637 217 726 856 21 772 68 2000 110 45 285 2
637 217 728 651 21 772 86 3500 110 45 450 1

A
121°C

USP
STANDARD

3

4 5

Culture media bottle
with beaded rim

Ordering No. Cat. No. Volume 
(ml)

Flask dia. 
(mm)

Neck dia. 
(mm)

Height 
(mm)

Packing 
(pcs)

637 214 513 907 21 451 39 300 71 42 167 10
637 214 515 402 21 451 54 1000 105 46 235 10
637 214 516 604 21 451 66 2500 150 50 313 1

A
121°C

USP
STANDARD

4

Culture media bottle
with stright neck

Ordering No. Cat. No. Volume 
(ml)

Flask dia. 
(mm)

Neck dia. 
(mm)

Height 
(mm)

Packing 
(pcs)

637 217 732 403 21 773 24 100 50 38 125 10
637 217 733 905 21 773 39 300 71 38 170 10
637 217 734 404 21 773 44 500 83 38 208 10
637 217 735 409 21 773 54 1000 105 38 240 10

A
121°C

USP
STANDARD

5
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SPATULAS/JARS/DISHES

A
121°C

Loop inoculating acc. to Drigalski

Ordering No. Size (mm) Diameter (mm) Packing (pcs)

639 023 001 200 200 x 45 4 1

1

A
121°C

Spatula double-ended, straight, rounded

Ordering No. Length (mm) Size (mm) Packing (pcs)

639 024 001 165 165 25 x 10 1

2

A
121°C

Spatula double-ended, straight, square 

Ordering No. Length (mm) Size (mm) Packing (pcs)

639 025 001 165 165 30 x 15 1

3

A
121°C

Spatula, one-ended, bent, square

Ordering No. Length (mm) Size (mm) Packing (pcs)

639 026 001 150 150 15 x 15 1

4

Jar, staining, with lid acc.to Hellendahl
with enlargement

Ordering No. Cat. No. Size (mm) Packing (pcs)

632 499 890 004 2954 60 x 60 x100 10 

5

Jar, staining, with lid acc.to Hellendahl
without enlargement

Ordering No. Cat. No. Size (mm) Packing (pcs)

632 499 890 003 2957 90 x 40 x 90 10 

6

Jar, staining, with lid acc. to Schiefferdecker

Ordering No. Cat. No. Size (mm) Packing (pcs)

632 499 890 001 2956 90 x 70 x 40 10 

7

1

2

3

4

5

6

7
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JARS/DISHES/COVER GLASSES/MICROSCOPE SLIDES

22

1 Jar, staining, with lid acc. to Coplin

Ordering No. Cat. No. Size (mm) Packing (pcs)

632 499 890 010 2959 66 x 108 10 

1

Jar, staining, with lid - complete

Ordering No. Cat. No. Size (mm) Specification Packing (pcs)

632 499 890 024 2960 108 x 90 x 70 complete with shim 10
632 499 890 022 2960/v 88 x 40 70 shim to box 2960 10
632 499 890 023 2960/d - hanging holder for shim 10

2

3

4

5

Cover glass
thickness No. 1 (0,13-0,16 mm), first hydrolytical class

Ordering No. Cat. No. Size (mm) Packing (pcs)

634 990 101 000 0101000 12 x 12 1000
634 990 101 010 0101010 15 x 15 1000
634 990 101 030 0101030 18 x 18 1000
634 990 101 040 0101040 20 x 20 1000
634 990 101 050 0101050 22 x 22 1000
634 990 101 060 0101060 24 x 24 1000
634 990 101 070 0101070 18 x 24 1000
634 990 101 120 0101122 22 x 40 1000
634 990 101 170 0101172 24 x 32 1000
634 990 101 190 0101192 24 x 40 1000
634 990 101 220 0101222 24 x 50 1000
634 990 101 240 0101242 24 x 60 1000

A
121°C

3

Cover glass
thickness No. 1.5 (0,16-0,19 mm), first hydrolytical class

Ordering No. Cat. No. Size (mm) Packing (pcs)

634 990 102 222 0102222 24 x 50 1000
634 990 102 242 0102242 24 x 60 1000

4

Cover glass, round

Ordering No. Cat. No. Diameter (mm) Packing (pcs)

634 991 990 499 990499 4 1000
634 990 111 990 111990 6 1000
634 990 111 500 111500 10 1000
634 990 111 520 111520 12 1000
634 990 111 550 111550 15 1000
634 990 111 560 111560 16 1000
634 990 111 580 111580 18 1000
634 990 111 600 111600 20 1000
634 990 111 620 111620 22 1000
634 990 111 640 111640 24 1000

A
121°C

5
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JARS/DISHES/COVER GLASSES/MICROSCOPE SLIDES

Microscope slide, ground edges

Ordering No. Cat. No. Size (mm) Specification Packing (pcs)

634 991 000 412 1000412 76/26 clear 50
634 991 000 612 1000612 76/26 double-sided matted label 50

A
121°C

1

2

3

Microscope slide, cut edges

Ordering No. Cat. No. Size (mm) Specification Packing (pcs)

634 901 005 076 1000000 76 x 26 x 1 clear 50
634 901 005 078 1000200 76 x 26 x 1 double-sided matted label 50

A
121°C

1

Microscope slides UniMark®

Ordering No. Cat. No. Size 
(mm)

Type 
of edges Colour Packing 

(pcs)

634 990 703 110 703110 76/26 cut yellow 50
634 990 704 202 704202 76/26 ground green 50
634 990 704 402 704402 76/26 ground pink 50
634 990 704 002 704002 76/26 ground white 50
634 990 704 302 704302 76/26 ground blue 50
634 990 704 502 704502 76/26 ground orange 50

A
121°C

2

Microscope slide, with reaction wells

Ordering No. Cat. No. Size 
(mm) Colour No. of 

position
Packing 

(pcs)

634 991 216 560 1216560 76/26 black 10 (dia. 6 mm) 50

3

Box for microscope slides 
Polystyrene microscope slide boxes, colored, for 50 microscope slides  
76 x 26 mm. Stackable, with dustproof lid and index card.

Ordering No. Colour Size (mm) Packing (pcs)

331 840 021 450 blue 170 x 83 x 30 1
331 840 021 451 green 170 x 83 x 30 1
331 840 021 452 yellow 170 x 83 x 30 1
331 840 021 453 red 170 x 83 x 30 1
331 840 021 454 white 170 x 83 x 30 1
331 840 021 456 orange 170 x 83 x 30 1
331 840 021 457 mint green 170 x 83 x 30 1
331 840 021 458 black 170 x 83 x 30 1
331 840 021 459 violet 170 x 83 x 30 1

4

4
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BOXES/MARKERS/COUNTING CHAMBERS

Cover glasses, 0.4 mm
hemacytometer

Ordering No. Cat. No. Size (mm) Packing (pcs)

634 980 000 020 - 25 x 35 (Cyrus) 25
634 990 320 000 350000 20 x 26 100
634 990 321 000 351000 22 x 22 100
634 990 322 000 352000 24 x 24 100

1

4

7

Box for microscope slides

Ordering No. Colour Size (mm) Packing (pcs)

331 840 022 450 blue 210 x 166 x 30 1
331 840 022 451 green 210 x 166 x 30 1
331 840 022 452 yellow 210 x 166 x 30 1
331 840 022 453 red 210 x 166 x 30 1
331 840 022 454 white 210 x 166 x 30 1
331 840 022 456 orange 210 x 166 x 30 1

1

Storage box for microscope slides
with index card enclosed and numbered slots inside

Ordering No. Cat. No. Pieces Type Size 
(mm)

Packing 
(pcs)

396 996 003 009 6003009 50 paper 270 x 100 x 35 1
396 996 003 010 6003010 100 paper 270 x 190 x 35 1

2

Box for microscope slides 

Ordering No. Specification Packing (pcs)

396 999 999 391 486x230x17 mm, for biopsy 1
396 999 999 392 462x230x15 mm, for cytology 1

3

Laboratory marker

Obj. č. Cat. No. Version Packing (pcs)

396 996 120 300 6120300 diamonds 1
396 996 130 603 6130603 alcohol, black 1

4

5

2 3

6

Counting chambers

Ordering No. Cat. No. Type Packing (pcs)

634 980 000 001 - Cyrus I with 2 clamps 1
634 990 640 211 640211 Bürker CE with 2 clamps 1
634 990 640 210 640210 Bürker CE 1
634 990 640 411 640411 Fuchs-Rosenthal CE with 2 clamps 1
634 990 610 511 610511 Nageotte with 2 clamps 1
634 990 640 711 640711 Thoma CE with 2 clamps 1
634 990 640 811 640811 Thoma-neu CE with 2 clamps 1
634 990 640 011 640011 Neubauer-improved CE with 2 clamps 1

634 990 642 111 642111
Neubauer-improved CE, 0,02 mm 
(Petroff) 

1

6

7

5
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TEST TUBES

1

2

3

Test tube, with round bottom, soda-lime glass
without rim

Ordering No. Cat. No. d 
(mm)

l 
(mm)

Wall thickness
 (mm)

Packing 
(pcs)

634 424 105 075 A407511500811 10,5 75 0,70 250
634 424 115 080 A408011500811 11,5 80 0,75 151
634 423 014 097 A409014001011 14 90 1 385
634 423 014 107 A410014001011 14 100 1 385
634 423 014 147 3040/SD/14x140 14 140 1 210
634 423 015 167 A416015001011 15 160 1 336
634 424 155 100 A410015501011 15,5 100 1 78
634 424 157 100 A410016000711 15,75 100 0,70 250
634 424 157 125 A412516000711 15,75 125 0,65 250
634 424 157 150 A415016000611 15,75 150 0,65 250
634 424 157 160 A416016000711 15,75 160 0,70 250
634 423 016 167 A416016001011 16 160 1 293
634 424 177 150 A415018000911 17,75 150 0,85 250
634 424 180 180 A418018000811 18 180 0,80 100

SODA-LIME
GLASS

A
121 °C

1

Test tube, with round bottom, soda-lime glass
with rim

 Ordering No. Cat. No. d 
(mm)

l 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

632 423 110 087 10 80 1 670
634 423 115 167 A416015001012 15 160 1 100
634 425 157 120 A412016000621 15,75 120 0,55 100
634 425 157 150 A415016000621 15,75 150 0,55 100
634 425 157 160 A416016000621 15,75 160 0,55 100
634 425 180 180 A418018000721 18 180 0,8 100
634 425 197 180 A418020000821  19/75 180 0,7 100

SODA-LIME
GLASS

A
121 °C

2

Test tube, with round bottom, Boro 5.1
without rim

Ordering No. Cat. No. d (mm) l (mm) Wall thickness 
(mm)

Packing 
(pcs)

634 426 097 075 A507510000611 9,75 75 0,58 250
634 426 116 075 A507512000611 11,69 75 0,59 250
634 426 127 100 A510013000611 12,70 100 0,60 250
634 426 157 100 A510016000711 15,75 100 0,70 250
634 426 157 125 A512516000711 15,75 125 0,70 250
634 426 157 150 A515016000711 15,75 150 0,70 250
634 426 177 150 A515018000911 17,75 150 0,85 500
634 426 197 150 A515020000911 19,75 150 0,85 500

A
121°C

3
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TEST TUBES

2

3

Test tube with round bottom, Boro 3.3
without rim

 
Ordering No. Cat. No. d 

(mm)
l 

(mm)
Wall thickness 

(mm)
Packing 

(pcs)

634 428 097 075 A607510001011 9,75 75 0,9 100
634 428 097 100 A610010000911 9,5 100 0,9 100
634 428 117 075 A607512001011 11,5 75 0,9 100
634 428 117 100 A610012001011 11,5 100 0,9 100
634 428 137 130 A613014000911 13,5 130 0,9 100
634 428 157 100 A610016001211 15,75 100 1,1 100
634 428 157 130 A613016001211 15,5 130 1,1 100
634 428 157 160 A616016001211 15,5 160 1,1 100
634 428 177 180 A618018001211 17,5 180 1,1 100
634 428 197 150 A615020001211 19,5 150 1,1 100
634 428 197 180 A618020001211 19,5 180 1,1 100

A
121°C

2

Test tube with round bottom, Boro 3.3
with rim

Ordering No. Cat. No. d 
(mm)

l 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

634 429 097 075 A607510001021 9,75 75 0,9 100
634 429 097 100 A610010001021 9,5 100 0,9 100
634 429 117 075 A607512001021 11,5 75 0,9 100
634 429 117 100 A610012001021 11,5 100 0,9 100
634 429 137 130 A613014001021 13,5 130 0,9 100
634 429 157 100 A610016001221 15,75 100 1,1 100
634 429 157 130 A613016001221 15,5 130 1,1 100
634 429 157 160 A616016001221 15,5 160 1,1 100
634 429 177 180 A618018001221 17,5 180 1,1 100
634 429 197 150 A615020001221 19,5 150 1,1 100
634 429 197 180 A618020001221 19,5 180 1,1 100

A
121°C

3

Test tube, with round bottom, Boro 5.1
with rim

Ordering No. Cat. No. d 
(mm)

l 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

634 427 097 075 A507501000521 9,75 75 0,50 100
634 427 097 100 A510010000521 9,75 100 0,50 100
634 427 117 075 A507512000521 11,75 75 0,50 100
634 427 117 100 A510012000521 11,75 100 0,50 100
634 427 137 130 A513014000521 13,75 130 0,45 100
634 427 157 100 A510016000621 15,75 100 0,55 100
634 427 157 130 A513016000521 15,75 130 0,55 100
634 427 157 160 A516016000621 15,75 160 0,55 100
634 427 177 180 A518018000621 17,75 180 0,55 100
634 427 197 150 A515020000621 19,75 150 0,55 100
634 427 197 180 A518020000621 19,75 180 0,55 100

A
121°C

1
1
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TEST TUBES

1

2

Test tube, with round bottom
without rim, acc. to EN ISO 4142 

   Ordering No. Cat. No. d 
(mm)

l 
(mm)

Wall 
thickness (mm)

Packing 
(pcs)

632 422 010 107 3840/10x75 10 75 1,0 100
632 422 010 110 3840/10x100 10 100 1,0 100
632 422 012 107 3840/12x75 12 75 1,0 100
632 422 012 110 3840/12x100 12 100 1,0 100
632 422 014 113 3840/14x90 14 130 1,0 100
632 422 015 110 3840 14x130 15 100 1,2 100
632 422 015 116 3840/15x100 15 160 1,2 100
632 422 015 118 3840/15x160 15 180 1,2 100
632 422 016 116 3840/15x180 16 160 1,2 100
632 422 018 118 3840/16x160 18 180 1,2 100
632 422 020 118 3840/18x180 20 180 1,2 100
632 422 020 225 3840/20x180 20 250 1,2 100
632 422 024 120 3840/20x250 24 200 1,2 100
632 422 030 120 3840/24x200 30 200 1,4 100

A
121°C

1

Test tube, with round bottom
with rim, acc. to EN ISO 4142 

Ordering No. Cat. No. d 
(mm)

l 
(mm)

Wall 
thickness (mm)

Packing 
(pcs)

632 422 110 107 7830/10x75 10 75 1,0 100
632 422 110 110 7830/10x100 10 100 1,0 100
632 422 112 107 7830/12x75 12 75 1,0 100
632 422 112 110 7830/12x100 12 100 1,0 100
632 422 114 113 7830/14x130 14 130 1,0 100
632 422 116 115 7830/16x150 16 150 1,2 100
632 422 118 118 7830/18x180 18 180 1,2 100
632 422 120 115 7830/20x150 20 150 1,2 100
632 422 120 118 7830/20x180 20 180 1,2 100
632 422 124 115 7830/24x150 24 150 1,2 100
632 422 124 120 7830/24x200 24 200 1,2 100
632 422 130 120 7830/30x200 30 200 1,4 100

A
121°C

2

3

4

Screw aluminium, with spring 
for test tubes without rim 

Ordering No.  (mm) of tubes (mm) Packing (pcs)

396 137 150 044 16 14-15 10
396 137 150 034 18 16-17 10

3

Microbiological tube
with metal cap

Ordering No. Cat. No. d 
(mm)

l 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

632 422 717 121 3858/A 17 120 1,2 1
632 422 717 161 3858/1A 17 160 1,2 1

A
121°C

4
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TEST TUBES

1

2

3

4

Test tube, with flat bottom
without rim

Ordering No. Cat. No. d 
(mm)

l 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

632 422 219 416 2422 19 160 1,2 10

A
121°C

1

Test tube, with conical bottom, angle 30°
with rim

Ordering No. Cat. No. d 
(mm)

l 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

632 422 514 210 3821/14x100 14 100 1,5 50
632 422 514 212 3821/14x120 14 120 1,5 50
632 422 515 108 3821/15x80 15 80 1,2 50
632 422 515 110 3821/15x100 15 100 1,2 50
632 422 516 210 3821/16x100 16 100 1,8 50
632 422 516 212 3821/16x120 16 120 1,8 50
632 422 517 112 3821/17x120 17 120 1,2 50

A
121°C

2

Centrifuge tube, with round bottom

Ordering No. Cat. No. d x h  
(mm)

Volume 
(ml)

Wall thickness 
(mm)

Packing 
(pcs)

637 216 011 004 21 601 10 12 x 100 6 1,0 50
634 993 933 011 21 601 11 16 x 100 12 1,2 50
637 216 011 407 21 601 14 24 x 100 25 1,8 10
637 216 011 707 21 601 17 34 x 100 50 2,8 10
637 216 012 4031 21 601 24 40 x 115 80 3,2 10
637 216 012 609 21 601 26 44 x 100 80 3,2 10
637 216 013 6051 21 601 36 56 x 147 250 3,5 10

A
121°C

DIN
58970-2

1 non DIN/ISO size

3

Test tube, with conical bottom, angle 30°
without rim

Ordering No. Cat. No. d 
(mm)

l 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

632 422 409 210 3820/9x100 9 100 1,5 50
632 422 414 208 3820/14x80 14 80 1,5 50
632 422 416 212 3820/16x120 16 120 1,8 50

A
121°C

4
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TEST TUBES

1Centrifuge tube, conical bottom, angle 30°
without rim, ungraduated

Ordering No. Cat. No. d x l 
(mm)

Wall thickness 
(mm) 

Volume 
(ml)

Packing 
(pcs) 

634 993 906 001 3906001 16/17 x 98 1,2 10 100

SODA-LIME
GLASS

A
121 °C

1

2

3

Centrifuge tube, conical bottom, angle 30°
without rim, ungraduated, Boro 3.3 

Ordering No. Cat. No. d x h  
(mm)

Volume 
(ml)

Wall thickness 
(mm)

Packing 
(pcs)

636 008 920 202 089.202.02 13 x 100 5 1,0 100
636 008 920 203 089.202.03 15 x 120 10 1,0 100
636 008 920 205 089.202.05 17 x 120 15 1,0 100
636 008 920 206 089.202.06 22 x 125 25 1,0 100
636 008 920 207 089.202.07 28 x 125 50 1,5 100

A
121°C

2

Centrifuge tube, long conical type, angle 30°
without rim, soda-lime glass

Ordering No. Cat. No. d x l 
(mm) Version Volume 

(ml)
Packing 

(pcs) 

634 993 900 022 3900022 16/17 x 112 white graduation 15 100

SODA-LIME
GLASS

A
121 °C

3

Centrifuge tube, long conical type, angle 30°
with rim, soda-lime glass

Ordering No. Cat. No. d x l 
(mm) Version Volume 

(ml)
Division 

(ml)  
Packing

(pcs)

634 993 910 002 3910002 16/17 x 112 without graduation 15 - 100

634 993 910 012 3910012 16/17 x 112
white graduation,-
mark at 15 ml

15 0,1 100

634 993 910 022 3910022 16/17 x 112 white graduation 15 0,1 100

SODA-LIME
GLASS

A
121 °C

3

Centrifuge tube, long conical type, angle 30°
with rim, Boro 3.3

Ordering No. Cat. No. d x l 
(mm) Version Volume 

(ml)
Division 

(ml)  
Packing

(pcs)

634 993 940 002 3940002 16/17 x 112 without graduation 15 0,1 100
634 993 940 022 3940022 16/17 x 112 white graduation 15 0,1 100

A
121°C

3
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Centrifuge tube, with conical bottom, angle 60°
without rim

Ordering No. Cat. No. d 
(mm)

l 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

632 422 417 290 2801/17x98 17 98 1,8 50
632 422 424 290 2801/24x98 24 98 1,8 50
632 422 436 290 2801/36x98 36 98 2,0 50
632 422 440 211 2801/40x115 40 115 2,3 50

A
121°C

1

2

3

Centrifuge tube, conical bottom, angle 60°

Ordering No. Cat. No. d x h  
(mm)

Volume 
(ml)

Wall thickness 
(mm)

Packing 
(pcs)

637 216 111 405 21 611 14 24 x 100 25 1,8 10
637 216 111 705 21 611 17 34 x 100 50 2,8 10

A
121°C

1

Centrifuge tube, ASTM, pear-shaped, cylindrical bottom part

Ordering No. Cat. No. Packing (pcs) 

634 870 362 138 362138 2

A
121°C ASTM

2

Test tube, with round bottom
with GL

Ordering No. Cat. No. d 
(mm)

l 
(mm)

Wall thickness 
(mm) GL Packing 

(pcs)

632 422 631 610 3830/16x100 16 100 1,8 18 50
632 422 631 612 3830/16x120 16 120 1,8 18 50
632 422 631 616 3830/16x160 16 160 1,8 18 50

A
121°C

3

Test tube, with round bottom, white marking area
with screw thread and black screw cap including Butyl/PTFE sealing insert, 
sterilisable up to 110 °C

Ordering No. Cat. No. d x l 
(mm)

Wall thickness 
(mm) Screw Packing 

(pcs) 

634 993 737 737 3737737 13 x 100 1,0-1,1 13-415 100
634 993 737 852 3737852 16 x 125 1,0-1,1 15-415 100
634 993 737 862 3737862 16 x 150 1,0-1,1 15-415 100

A
121°C

4

4

TEST TUBES
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1

2

Centrifuge tube, conical, graduated
Boro 3.3

Ordering No. Cat. No. Volume 
(ml)

d x h  
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

636 008 820 201 088.202.01 5 13 x 100 1,0 100
636 008 820 202 088.202.02 10 15 x 120 1,0 100
636 008 820 203 088.202.03 15 17 x 120 1,0 100
636 008 820 204 088.202.04 25 22 x 125 1,0 100
636 008 820 205 088.202.05 50 28 x 125 1,5 100

A
121°C

1

Centrifuge tube, with round bottom, graduated
Boro 3.3

Ordering No. Cat. No. Volume 
(ml)

d x h 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

636 009 420 201 094.202.01 12 16 x 110 1,0 100
636 009 420 202 094.202.02 30 24 x 110 1,5 100
636 009 420 203 094.202.03 40 28 x 110 1,5 100
636 009 420 204 094.202.04 50 30 x 110 1,5 100
636 009 420 205 094.202.05 100 45 x 110 1,7 100
636 009 420 207 094.202.07 200 55 x 116 1,7 100

A
121°C

2

3

4
A

121°C

Test tube reagent
with rim, graduated, acc. to EN ISO 4142 

Ordering No. Cat. No. Volume 
(ml)

Division 
(ml)

d 
(mm)

l 
(mm)

Packing 
(pcs)

632 437 010 719 7832/10 10 0,1 13 150 1
632 437 010 721 7832/15 15 0,1 15 160 1
632 437 010 822 7832/20 20 0,2 17 160 1
632 437 010 823 7832/25 25 0,2 17 190 1
632 437 010 925 7832/50 50 0,5 22 250 1

3

Test tube, calibrated, with SJ 14/15 and glass stopper
acc. to EN ISO 4142 

Ordering No. Cat. No. Volume  (ml) SJ h (mm) Packing (pcs)

632 437 860 297 7841/25 14/15 25 14/15 190 1

A
121°C

4

TEST TUBES
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TEST TUBES/NMR TUBES

Cuvette NMR
Each precise 5 mm NMR tube is made from borosilicate glass Pyrex. Tube is 
made from  KG-33 borosilicate glass acc. to ASTM type I., class A. Wall thick-
nes is 0,375 mm, outside diameter is 4,95 (+0,000/-0,013). Inner diameter is 
4,20 mm (+0,013/-0,0000). Caps attached. With white labelling mark.   

Ordering No. Cat. No. MHz Length (mm) Packing (pcs)

638 972 503 000 8 972 503 000 900 178 5
638 972 503 008 8 972 503 008 900 203 5
638 972 453 000 8 972 453 000 800 178 5
638 972 453 008 8 972 453 008 800 203 5
638 972 410 000 8 972 410 000 500 178 5
638 972 410 008 8 972 410 008 500 203 5
638 972 410 009 8 972 410 009 500 229 5
638 972 400 000 8 972 400 000 400 178 5
638 972 400 008 8 972 400 008 400 203 5
638 972 400 009 8 972 400 009 400 229 5
638 972 350 000 8 972 350 000 360 178 5
638 972 350 008 8 972 350 008 360 203 5
638 972 350 009 8 972 350 009 360 229 5
638 972 300 000 8 972 300 000 300 178 5
638 972 300 008 8 972 300 008 300 203 5
638 972 300 009 8 972 300 009 300 229 5
638 972 250 000 8 972 250 000 200 178 5
638 972 250 008 8 972 250 008 200 203 5
638 972 250 009 8 972 250 009 200 229 5
638 972 200 000 8 972 200 000 150 178 5
638 972 200 008 8 972 200 008 150 203 5
638 972 200 009 8 972 200 009 150 229 5

1

2

3

Culture tube
with PP screw cap, PTFE seal

Ordering No. Cat. No. Volume 
(ml)

d x l 
(mm)

Wall thickness 
(mm)

Packing 
(pcs)

636 008 220 201 082.202.01 5 15 x 75 1,2 100
636 008 220 202 082.202.02 10 15 x 125 1,2 100
636 008 220 203 082.202.03 15 15 x 150 1,2 100
636 008 220 204 082.202.04 25 18 x 150 1,2 100
636 008 220 205 082.202.05 30 25 x 100 1,2 100
636 008 220 206 082.202.06 45 25 x 150 1,2 100
636 008 220 207 082.202.07 60 25 x 200 1,2 100

A
121°C

1

Test tube, with SJ and stopper, graduated

Ordering No. Cat. No. Volume (ml) d x l (mm) SJ Packing (pcs) 

636 009 520 201 095.202.01 5 12 x 100 10/19 10
636 009 520 202 095.202.02 10 16 x 125 12/21 10
636 009 520 203 095.202.03 25 22 x 150 10/19 10
636 009 520 204 095.202.04 50 25 x 200 19/26 10

A
121°C

2

3
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NMR TUBES

Cuvette NMR
Each precise 5 mm NMR tube is made from borosilicate glass Pyrex. Tube 
is made from N-51A borosilicate glass acc. to ASTM type I., class B. Caps 
attached. Without white labelling mark. For disposable use. 

Ordering No. Cat. No. MHz Length (mm) Packing (pcs)

638 971 930 000 8 971 930 000 60 178 25
638 971 930 050 8 971 930 050 60 178 50
638 971 937 100 8 971 937 100 60 178 100
638 971 930 008 8 971 930 008 60 203 25
638 971 938 050 8 971 938 050 60 203 50
638 971 938 100 8 971 938 100 60 203 100

Cuvette NMR
Each precise 5 mm NMR tube is made from borosilicate glass Pyrex. Tube is 
made from  KG-33 borosilicate glass acc. to ASTM type I., class A. Wall thick-
nes is 9,065 mm, outside diameter is 10,00 (+0,000/-0,013). Inner diameter 
is 4,20 mm (+0,013/-0,0000). Caps attached. With labelling mark.

Ordering No. Cat. No. MHz Length (mm) Packing (pcs)

638 973 350 000 8 973 350 000 360 178 1
638 973 350 008 8 973 350 008 360 203 1
638 973 300 000 8 973 300 000 150 178 1
638 973 300 008 8 973 300 008 150 203 1
638 973 250 000 8 973 250 000 80 178 1
638 973 250 008 8 973 250 008 80 203 1
638 973 200 000 8 973 200 000 60 178 1
638 973 200 008 8 973 200 008 60 203 1

Rack for test tubes, PP

Ordering No. Cat. No. Specification Packing (pcs)

338 970 800 005 8 970 800 005 72 places for cuvettes 3 or 5 mm 1

1

638 972 050 000 8 972 050 000 100 178 5
638 972 050 008 8 972 050 008 100 203 5
638 972 050 009 8 972 050 009 100 229 5
638 972 000 000 8 972 000 000 80 178 5
638 972 000 008 8 972 000 008 80 203 5
638 972 000 009 8 972 000 009 80 229 5

1
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2

4

5 6

Spirit lamp, ground-on cap

Ordering No. Cat. No. Volume (ml) Packing (pcs)

632 534 104 050             2162/50 50 1
632 534 104 100 2162/100 100 1
632 534 104 200 2162/200 200 1

A
121°C

1

Spirit lamp, ground-on cap, soda-lime glass

Ordering No. Cat. No. Volume (ml) Packing (pcs)

637 234 002 455 23 400 24 100 1

SODA-LIME
GLASS

A
121 °C

2

Spirit lamp

Ordering No. Cat. No. Version Packing (pcs)

397 636 130 301 361.303.01 Spirit lamp, stainless steel, 100 ml 1
397 636 130 302 361.303.02 Spirit lamp, brass, 75 ml 1
397 636 130 304 361.303.04 Spirit lamp, soda-lime glass, 125 ml 1

A
121°C

3

4

Colorimeter acc. to Nessler

Ordering No. Cat. No. Type Packing (pcs)

632 442 708 050 7210/50 1 mark 50 ml 1
632 442 708 100 7211 2 marks 50 - 100 ml 1
632 442 708 150 7212 3 marks 50 - 100 - 150 ml 1

A
121°C

5

1

3

Weighing boat 

Ordering No. Cat. No. Length 
(mm)

Width 
(mm)

Height 
(mm)

Packing 
(pcs)

632 413 301 075 2606/75 75                       30 14 1
632 413 301 090 2606/90 90 32 15 1
632 413 301 100 2606/100 100                      36 16 1
632 413 301 125 2606/125 125 45 20 1

A
121°C

6

SPIRIT LAMPS/COLORIMETERS/WEIGHING BOATS
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1Bar stirring, glass

Ordering No. d (mm) l (mm) Packing (pcs)

634 061 000 420 4 20 1
634 061 000 425 4 25 1
634 061 000 530 5 30 1
634 061 000 540 5 40 1
634 061 000 550 5 50 1
634 061 000 560 5 60 1

Only for magnetic stirrer with permanent magnet.

1

2

SODA-LIME
GLASS

A
121 °C

Aquarium, square shape 
soda - lime glass

Ordering No. Height (mm) Width (mm) Length (mm) Packing (pcs)

631 100 100 100 100 100 100 1
631 100 100 200 100 100 200 1
631 150 100 150 150 100 150 1
631 160 160 300 160 160 300 1
631 220 180 250 220 180 250 1
631 240 220 300 240 220 300 1

2

Hose connection

Ordering No. Cat. No. d (mm) l (mm) Packing (pcs)

Connecting hose with tube olives, straight
632 523 201 206 7571/4x50 5 60 10
632 523 201 306 7571/5x60 6 60 10
632 523 201 406 7571/6x60 7 60 10
632 523 201 507 7571/7x60 8 70 10
632 523 201 608 7571/8x70 10 80 10
632 523 201 810 7571/10x80 12 100 10

Connecting hose with tube olives, „L“
632 523 221 104 7574/4x40 4 40 10
632 523 221 306 7574/6x60 6 60 10
632 523 221 506 7574/8x60 8 60 10
632 523 221 606 7574/10x60 10 60 10
632 523 221 806 7574/12x60 12 60 10

Connecting hose with tube olives, „T“
632 523 231 105 7576/5x50 4 50 10
632 523 231 395 7576/6x55 6 55 10
632 523 231 506 7576/8x60 8 60 10
632 523 231 696 7576/10x65 10 65 10
632 523 231 896 7576/12x65 12 65 10

Connecting hose with tube olives, „U“
632 523 251 105 7580/4x50 4 50 10
632 523 251 305 7580/6x50 6 50 10
632 523 251 506 7580/8x60 8 60 10
632 523 251 606 7580/10x60 10 60 10
632 523 251 806 7580/12x60 12 60 10

Connecting hose with tube olives, „Y“
632 523 241 103 7578/4x30 4 30 10
632 523 241 393 7578/6x35 6 35 10
632 523 241 504 7578/8x40 8 40 10
632 523 241 694 7578/10x45 10 45 10
632 523 241 894 7578/12x45 12 45 10

A
121°C

3

4

5

6

7

4

6 7

5

3

AQUARIUMS/CONNECTING HOSES
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TUBES GAS COLLECTING/BOTTLES/CAPS

1

2

3

Y - pipe, with hose connections

Ordering No. Cat. No. No. of c
onnections

d (mm) 
connections

Packing 
(pcs)

632 523 601 000 7581/3 3 7 - 8 1
632 523 602 000 7581/4 4 7 - 8 1
632 523 603 000 7581/6 6 7 - 8 1
632 523 604 000 7581/8 8 7 - 8 1

A
121°C

1

A
121°C

Tube, gas collecting
with two hose connections

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

l 
(mm)

Packing 
(pcs)

632 443 611 100 7500/100 GT 100 38 200 1
632 443 611 150 7500/150 GT 150 43 210 1
632 443 611 250 7500/250 GT 250 52 230 1
632 443 611 500 7500/500 GT 500 68 260 1
632 443 611 940 7500/GT/1000 1000 86 320 1
632 443 611 950 7500/GT/2000 2000 110 390 1

2

Tube, gas collecting
with one straight stopcock and one three-ways stopcock

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

l 
(mm)

Packing 
(pcs)

632 443 606 100 7500/10 100 38 235 1
632 443 606 150 7500/150 150 43 245 1
632 443 606 250 7500/250 250 52 280 1
632 443 606 500 7500/500 500 68 310 1
632 443 606 940 7500/1000 1000 86 390 1
632 443 606 950 7500/2000 2000 110 460 1

A
121°C

3

Laboratory bottle, with holed cap, PP

Ordering No. Volume  (ml) d (mm) h (mm) Packing (pcs)

632 414 322 100 100 56 105 10
632 414 322 250 250 70 143 10
632 414 322 500 500 86 182 10
632 414 322 940 1000 101 203 10

4

4

5 Cap infusion
disposable

Ordering No. Packing (pcs)

332 100 004 742 1

5
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JARS/MORTARS/MEASURES

Cover for jar desinfection, stainless steel
with knob

Ordering No. Cat. No. Type l (mm) l1 (mm) Packing (pcs)

397 531 122 201 3252/200 small 200 100 1
397 531 122 206 3252/250 large 250 165 1

1

2

3

Glass medicine

Ordering No. Volume (ml) d (mm) h (mm) Packing (pcs)

634 994 205 200 25 51 61 24

1

Mortar for embryology, soda-lime glass
with lid

Ordering No. Cat. No. Type Height 
(mm)

Width 
(mm)

Length 
(mm)

Packing 
(pcs)

632 517 103 040 564/40x40 546/40x40  20 40 40

4

Jar desinfection, without cover

Ordering No. Cat. No. l 
(mm)

l1 
(mm)

h 
(mm)

Packing 
(pcs)

632 531 121 202 3250/200/100/100 200 100 100 6
632 531 121 203 3250/200/100/50 200 100 50 6
632 531 121 204 3250/250/165/60 250 165 60 3
632 531 121 205 3250/250/165/120 250 165 120 3

A
121°C

2

Jar desinfection, with stainless steel cover

Ordering No. Cat. No. l 
(mm)

l1 
(mm)

h 
(mm)

Packing 
(pcs)

632 531 122 202 3251/200/100/100 200 100 100 1
632 531 122 203 3251/200/100/50 200 100 50 1
632 531 122 204 3251/250/165/60 250 165 60 1
632 531 122 205 3251/250/165/120 250 165 120 1

A
121°C

3

4

5

Measure graduated
with scale, handle and spout

Ordering No. Cat. No. Volume (ml) h (mm) Packing (pcs)

632 432 554 845 3542 1500 175 4

5

SODA-LIME
GLASS

A
121 °C
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JARS/BOXES/MEASURES

Jar, with overlapping lid

Ordering No. d (mm) h (mm) Packing (pcs)

633 516 104 025 40 25 1
633 516 105 030 50 30 1
633 516 106 035 60 35 1
633 516 108 040 80 40 1
633 516 110 050 100 50 1
633 516 112 060 120 60 1

SODA-LIME
GLASS

A
121 °C

1

2

3

4

SODA-LIME
GLASS

A
121 °C

Box, for cotton wool 
with drop-on cover and knob

Ordering No. Cat. No. d (mm) h (mm) Packing (pcs)

633 516 000 808 2205/80 80 80 1
633 516 001 010 2205/ 100 100 100 1
633 516 001 212 2205/120 120 120 1
633 516 001 515 2205/150 150 150 1
633 516 002 015 2205/200/150 200 150 1
633 516 002 020 2205/200/200 200 200 1

2

SODA-LIME
GLASS

A
121 °C

Jar, specimen
footed, with drop-on cover and knob

Ordering No. Cat. No. d (mm) h (mm) Packing (pcs)

633 416 130 858 2708/80 80 80 1
633 416 131 010 2708/100 100 100 1
633 416 131 212 2708/120 120 120 1
633 416 131 515 2708/150 150 150 1

3

1

Measure graduated, cylindrical shape
with scale and handle 

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

632 432 511 330 1681/100 100 50 100 49
632 432 511 338 1681/250 250 68 132 24
632 432 511 443 1681/500 500 83 177 15
632 432 511 644 1681/1000 1000 104 205 12
632 432 511 746 1681/2000 2000 130 250 6

A
121°C

4
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MEASURES

2

3

Measure graduated, conical shape
with scale, spout and handle

Ordering No. Cat. No. Volume (ml) d1 (mm) d2 (mm) Packing (pcs)

632 432 521 330 1683/100 100 57 42 49
632 432 521 338 1683/250 250 75 55 24
632 432 521 443 1683/500 500 100 70 15
632 432 521 644 1683/1000 1000 120 90 12
632 432 521 746 1683/2000 2000 145 107 6

A
121°C

3

Measure graduated, bell-shaped
with scale and spout 

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 432 540 818 1686/5 5 26 20 70 1
632 432 540 919 1686/10 10 30 22 70 1
632 432 541 123 1686/25 25 39 30 90 1
632 432 541 125 1686/50 50 50 38 110 1
632 432 541 230 1686/100 100 62 49 130 1
632 432 541 338 1686/250 250 84 67 160 1
632 432 541 443 1686/500 500 102 80 200 1
632 432 541 644 1686/1000 1000 126 100 240 1
632 432 541 746 1686/2000 2000 148 116 310 1

1

A
121°C

1

Measure graduated, conical shape
with glass base, scale and spout

Ordering No. Cat. No. Volume 
(ml)

d1 
(mm)

d2 
(mm)

h 
(mm)

Packing 
(pcs)

632 432 591 123 1686/5 25 61 45 100 1
632 432 591 225 1686/10 50 68 54 110 1
632 432 591 230 1686/25 100 85 65 140 1
632 432 591 338 1686/50 250 105 75 180 1
632 432 591 443 1686/100 500 125 80 215 1
632 432 591 544 1686/250 1000 160 110 270 1
632 432 591 546 1686/500 2000 192 115 330 1

A
121°C

2
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TUBES

Tubes, rods and capillaries Simax 
Data on tubes and rods are stated in the following tables. We also supply with 
products like capillaries, flat capillaries, flat rods and shaped tubes. 

All products are provided in standard length of 1500 mm in the following 
tolerances. 

Tubes diam. Length Ends treatment
4-5 mm  1500 + 10/-0 mm  cut
5-180 mm  1500 + 10/-0 mm  cut and flamed

Capillaries 
4-10 mm  1500  10 mm  cut

Rods  
3-6 mm  1500  20 mm  cut
7-16 mm  1500  10 mm  cut
18-30 mm  1500  30 mm  cut

Notes:      diameter =     outside tube diameter with tolerances
                 W.t. =     wall thickness in mm 

We supply with a wider range of shaped tubes and flat rods on 
request.

Tubes

Ordering No. d (mm) W.t. (mm) Weight/piece (g) Pcs/carton Kg/carton Kg/pallet
632 246 040 080 27 400 10,8 453,6
632 246 050 080 35 256 9,0 441,0
632 246 060 100 53 170 9,0 441,0
632 246 060 150 71 170 12,1 423,5
632 246 070 100 63 121 7,6 425,6
632 246 070 150 87 121 10,5 441,0
632 246 080 100 74 100 7,4 414,4
632 246 080 150 102 100 10,2 428,4
632 246 090 100 84 81 6,8 380,8
632 246 090 150 118 81 9,6 403,2
632 246 100 100 95 64 6,1 341,6
632 246 100 150 134 64 8,6 421,4
632 246 100 220 180 64 11,5 402,5
632 246 100 350 180 64 15,3 428,4
632 246 110 100 105 121 12,7 444,5
632 246 110 150 150 121 18,2 455,0
632 246 110 220 203 50 10,2 428,4
632 246 120 100 116 100 11,6 406,0
632 246 120 150 166 100 16,6 415,0
632 246 120 220 227 49 11,1 466,2
632 246 120 350 313 49 15,3 428,4
632 246 130 100 126 81 10,2 357,0
632 246 130 150 181 81 14,7 441,0
632 246 130 220 250 81 20,3 406,0
632 246 140 100 137 64 8,8 308,0
632 246 140 150 197 64 12,6 441,0
632 246 140 220 273 64 17,5 437,5
632 246 150 120 174 49 8,5 297,5
632 246 150 180 250 49 12,3 430,5
632 246 150 250 328 49 16,1 402,5
632 246 160 120 187 49 9,2 322,0
632 246 160 180 269 49 13,2 462,0
632 246 160 250 355 49 17,4 435,0
632 246 160 350 16,0  0,20 3,5  0,30 460 49 22,5 450,0
632 246 170 120 199 36 7,2 252,0
632 246 170 180 288 36 10,4 364,0
632 246 170 250 381 36 13,7 411,0
632 246 180 120 212 36 7,6 266,0
632 246 180 180 306 36 11,0 385,0
632 246 180 250 407 36 14,7 441,0
632 246 190 120 224 64 14,3 286,0
632 246 190 180 325 64 20,8 416,0
632 246 190 250 433 36 15,6 468,0
632 246 200 120 237 49 11,6 278,4
632 246 200 180 344 49 16,9 405,6
632 246 200 250 460 49 22,5 450,0
632 246 200 400 673 36 18,4 441,6
632 246 220 120 262 36 9,4 225,6
632 246 220 180 382 36 13,8 331,2
632 246 220 250 512 36 18,4 441,6
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TUBES

Tubes
Ordering No. d (mm) W.t. (mm) Weight/piece (g) Pcs/carton Kg/carton Kg/pallet
632 246 240 120 288 36 10,4 249,6
632 246 240 180 420 36 15,1 362,4
632 246 240 250 565 36 20,3 406,0
632 246 240 400 841 25 21,0 420,0
632 246 260 140 362 36 13,0 260,0
632 246 260 200 504 36 18,1 362,0
632 246 260 280 683 36 24,6 393,6
632 246 280 140 391 25 9,8 235,2
632 246 280 200 546 25 13,7 328,8
632 246 280 280 741 25 18,5 444,0
632 246 280 400 1009 16 16,1 402,5
632 246 300 140 421 36 15,2 228,0
632 246 300 200 588 36 21,2 318,0
632 246 300 280 800 25 20,0 400,0
632 246 300 400 1093 16 17,5 437,5
632 246 320 140 450 25 11,3 226,0
632 246 320 200 631 25 15,8 316,0
632 246 320 280 859 25 21,5 430,0
632 246 320 400 1177 16 18,8 658,0
632 246 330 200 652 27 17,6 281,6
632 246 340 140 480 16 7,7 184,8
632 246 340 200 673 16 10,8 259,2
632 246 340 280 918 16 14,7 352,8
632 246 360 140 509 16 8,1 194,4
632 246 360 200 715 16 11,4 273,6
632 246 360 280 977 16 15,6 374,4
632 246 360 400 1345 16 21,5 430
632 246 380 140 538 16 8,6 172,0
632 246 380 200 757 16 12,1 242,0
632 246 380 280 1036 16 16,6 332,0
632 246 400 160 646 16 10,3 206,0
632 246 400 230 911 16 14,6 292,0
632 246 400 320 1237 16 19,8 396,0
632 246 400 500 1845 9 16,6 498,0
632 246 420 160 679 16 10,9 218,0
632 246 420 230 960 16 15,4 308,0
632 246 420 320 1305 16 20,9 418,0
632 246 440 160 713 16 11,4 171,0
632 246 440 230 1008 16 16,1 241,5
632 246 440 320 1372 16 22,0 330,0
632 246 440 450 18 6 8 9 16,8 420,0
632 246 450 500 2109 9 19,0 45 6,0
632 246 460 160 747 16 12,0 180,0
632 246 460 230 1056 16 16,9 253,5
632 246 460 320 1439 16 23,0 345,0
632 246 480 160 780 9 7,0 168,0
632 246 480 230 1105 9 9,9 237,6
632 246 480 320 1507 9 13,6 326,4
632 246 500 180 912 12 10,9 174,4
632 246 500 250 1248 12 15,0 240,0
632 246 500 350 1710 9 15,4 369,6
632 246 500 500 2363 9 21,3 426,0
632 246 500 700 3174 9 28,6 686,4
632 246 520 180 950 12 11,4 182,4
632 246 520 250 1300 12 15,6 249,6
632 246 520 350 1784 9 16,1 322,0
632 246 520 500 2478 9 22,3 446
632 246 540 180 987 9 8,9 178,0
632 246 540 250 1353 9 12,2 244,0
632 246 540 350 1857 9 16,7 334,0
632 246 540 500 2575 9 23,2 464,0
632 246 550 500 2627 9 23,6 472,0
632 246 560 180 1025 12 12,3 172,2
632 246 560 250 1406 12 16,9 236,6
632 246 560 350 1931 9 17,4 348,0
632 246 560 500 2680 9 24,1 482,0
632 246 580 180 1063 12 12,8 179,2
632 246 580 250 1458 12 17,5 245,0
632 246 580 350 2005 4 8,0 280,0
632 246 580 500 2794 4 11,2 392,0
632 246 600 220 1336 12 16,0 224,0
632 246 600 320 1910 12 22,9 320,6
632 246 600 420 2463 4 9,9 346,5
632 246 600 500 2890 4 11,6 406,0
632 246 600 700 3912 4 15,6 546,0
632 246 600 990 4848 4 19,4 679,0
632 246 650 220 1452 8 11,6 162,4
632 246 650 320 2078 8 16,6 232,4
632 246 650 420 2683 8 21,5 301,0
632 246 650 500 3153 4 12,6 441,0
632 246 700 220 1567 8 12,5 150,0
632 246 700 320 2246 8 18,0 216,0
632 246 700 420 2904 8 23,2 278,4
632 246 700 500 3415 4 13,7 328,8
632 246 700 700 4650 4 18,6 446,4
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TUBES/RODS

Tubes

A
121°C

Ordering No. d (mm) W.t. (mm) Weight/piece (g) Pcs/carton Kg/carton Kg/pallet
632 246 700 990 5788 4 23,2 666,8
632 246 750 220 1683 4 6,7 160,8
632 246 750 320 2414 4 9,7 232,8
632 246 750 420 3125 4 12,5 300,0
632 246 750 500 3678 4 14,7 352,8
632 246 800 250 2036 4 8,1 162,0
632 246 800 350 2814 4 11,3 226,0
632 246 800 500 3941 4 15,8 316,0
632 246 800 990 6737 4 26,9 538,0
632 246 850 250 2167 4 8,7 174,0
632 246 850 350 2998 4 12,0 240,0
632 246 850 500 4203 4 16,8 336,0
632 246 900 250 2299 4 9,2 138,0
632 246 900 350 3181 4 12,7 190,5
632 246 900 500 4466 4 17,9 268,5
632 246 900 700 6126 4 24,5 367,5
632 246 900 990 7686 4 30,7 460,5
632 246 950 250 2430 4 9,7 145,5
632 246 950 350 3365 4 13,5 202,5
632 246 950 500 4729 4 18,9 283,5
632 248 000 250 2561 3 7,7 123,2
632 248 000 300 3058 3 9,2 147,2
632 248 000 350 3549 3 10,6 169,6
632 248 000 500 4992 3 15,0 240,0
632 248 000 700 6864 3 20,6 329,6
632 248 000 990 8635 3 25,9 414,4
632 248 050 300 3216 3 9,6 153,6
632 248 050 500 5254 3 15,8 252,8
632 248 100 300 3373 3 10,1 141,4
632 248 100 500 5517 3 16,6 232,4
632 248 100 700 7602 3 22,8 319,2
632 248 150 300 3531 3 10,6 148,4
632 248 150 500 5780 3 17,3 242,2
632 248 150 700 7971 3 23,9 334,6
632 248 200 300 3689 3 11,1 155,4
632 248 200 500 6042 3 18,1 253,4
632 248 200 700 8340 3 25,0 350,0
632 248 200 990 10533 1 10,5 367,5
632 248 250 300 3846 3 11,5 161,0
632 248 250 500 6305 3 18,9 264,6
632 248 250 990 11008 1 11,0 385,0
632 248 300 300 4004 2 8,0 112,0
632 248 300 500 6568 2 13,1 183,4
632 248 300 700 9078 2 18,2 254,8
632 248 300 990 11482 1 11,5 402,5
632 248 350 300 4161 2 8,3 116,2
632 248 350 500 6831 2 13,7 191,8
632 248 350 700 9447 2 18,9 264,6
632 248 400 300 4319 2 8,6 103,2
632 248 400 500 7093 2 14,2 170,4
632 248 400 700 9816 2 19,6 235,2
632 248 450 300 4477 2 9,0 108,0
632 248 450 500 7356 2 14,7 176,4
632 248 500 300 4634 1 4,6 110,4
632 248 500 500 7619 1 7,6 182,4
632 248 500 700 10544 1 10,6 254,4
632 248 500 990 13380 1 13,4 321,6
632 248 550 500 7881 1 7,9 221,2
632 248  600 500 8144 1 8,1 194,4
632 248 600 700 11292 1 11,3 271,2
632 248 650 500 8407 1 8,4 168,0
632 248 650 700 11661 1 11,7 234,0
632 248 700 500 8699 1 8,7 174,0
632 248 700 700 12030 1 12,0 240,0
632 248 700 990 15278 1 15,3 306,0
632 248 800 500 9226 1 9,2 138,0
632 248 800 700 12768 1 12,8 192,0
632 248 800 990 16227 1 16,2 243,0

Rods

Ordering No. d (mm) Length (mm) g/1 pcs Pcs/carton Kg/carton Kg/pallet

632 271 030 000 24 700 16,8 470,4
632 271 040 000 42 400 16,8 470,4
632 271 050 000 66 256 16,9 473,2
632 271 060 000 95 170 16,2 453,6
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RODS/CAPILLARIES/BEADS

Capillaries

Ordering No. d1 (mm) d2 (mm) g/1 pcs Pcs/carton Kg/carton Kg/pallet

632 261 050 526 65 256 16,6 464,8 
632 261 051 026 63 256 16,1 450,8 
632 261 051 526 60 256 15,4 431,2 
632 261 061 026 92 170 15,6 436,8 
632 261 061 526 89 170 15,1 422,8 
632 261 062 026 84 170 14,3 400,4 
632 261 062 526 78 170 13,3 372,4 
632 261 071 526 123 122 15,0 420,0 
632 261 072 026 118 122 14,4 403,2 
632 261 072 526 112 122 13,7 383,6 
632 261 081 026 166 100 16,6 464,8 
632 261 081 526 162 100 16,2 453,6 
632 261 082 026 158 100 15,8 442,4 
632 261 082 526 152 100 15,2 425,6 
632 261 083 026 144 100 14,4 403,2 
632 261 083 526 136 100 13,6 380,8 
632 261 091 526 207 81 16,8 470,4 
632 261 092 026 202 81 16,4 459,2 
632 261 092 526 196 81 15,9 445,2 
632 261 093 026 189 81 15,3 428,4 
632 261 093 526 181 81 14,7 411,6 
632 261 101 526 257 64 16,4 459,2 
632 261 102 026 252 64 16,1 450,8 
632 261 102 526 246 64 15,7 439,6 
632 261 103 026 239 64 15,3 428,4 
632 261 103 526 231 64 14,8 414,4 

Technical glass beads

Ordering No. Diameter (mm) Compression strength (N) Pcs/kg Contact surface (cm2)

632 645 101 500 600 226 350 15 990
632 645 102 000 900 95 500 11 990
632 645 102 500 1 100 48 900 9 600
632 645 103 000 1 700 28 300 8 000
632 645 103 500 1 800 17 800 6 850
632 645 104 000 2 300 11 940 6 000
632 645 104 500 2 400 8 390 5 350
632 645 105 000 2 600 6 110 4 800
632 645 106 000 3 600 3 540 4 000
632 645 107 000 3 800 2 230 3 400
632 645 108 000 6 200 1 500 3 000
632 645 109 000 8 000 1 050 2 660
632 645 110 000 8 400 760 2 400

Ordering No. d (mm) Length (mm) g/1 pcs Pcs/carton Kg/carton Kg/pallet

632 271 070 000 129 121 15,6 436,8
632 271 080 000 168 100 16,8 470,4
632 271 090 000 213 81 17,3 484,4
632 271 100 000 263 64 16,8 470,4
632 271 110 000 318 50 15,9 445,2
632 271 120 000 378 49 18,5 388,5
632 271 130 000 444 36 16,0 448,0
632 271 140 000 515 25 12,9 451,5
632 271 150 000 591 25 14,8 414,4
632 271 160 000 673 16 10,8 378,0
632 271 180 000 851 16 13,6 380,8
632 271 200 000 1051 16 16,8 470,4
632 271 220 000 1272 9 11,4 399,0
632 271 240 000 1513 9 13,6 380,8
632 271 260 000 1776 9 16,0 448,0
632 271 280 000 2060 4 8,2 287,0
632 271 300 000 2364 4 9,5 332,5

A
121°C

A
121°C
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Crucible, quartz, combustion

Ordering No. Cat. No. Volume 
(ml)

d 
(mm)

h 
(mm) Version Packing 

(pcs)

638 333 054 020 454/40x32 20 40 32 without lid 1
638 333 054 030 454/45x36 30 45 36 without lid 1
638 333 054 050 454/50x40 50 50 40 without lid 1
638 333 054 080 454/60x48 80 60 48 without lid 1
638 333 054 120 454/70x56 120 70 56 without lid 1
638 333 055 020 455/40x32 20 40 32 with lid 1
638 333 055 030 455/45x36 30 45 36 with lid 1
638 333 055 050 455/50x40 50 50 40 with lid 1
638 333 055 080 455/60x48 80 60 48 with lid 1
638 333 055 120 455/70x56 120 70 56 with lid 1

1

Dish, quartz, crystallising, without spout 
with flat bottom 

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

638 333 074 020 474/40x25 20 40 25 1
638 333 074 040 474/50x31 40 50 31 1
638 333 074 060 474/60x35 60 60 35 1
638 333 074 100 474/70x41 100 70 41 1
638 333 074 150 474/80x47 150 80 47 1
638 333 074 250 474/90x53 250 90 53 1
638 333 074 400 474/110x62 400 110 62 1

2

Dish, quartz, crystallising, with spout
with flat bottom

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

638 333 075 020 475/40x25 20 40 25 1
638 333 075 040 475/50x31 40 50 31 1
638 333 075 060 475/60x35 60 60 35 1
638 333 075 100 475/70x41 100 70 41 1
638 333 075 150 475/80x47 150 80 47 1
638 333 075 250 475/90x53 250 90 53 1
638 333 075 400 475/110x62 400 110 62 1

3

Dish, quartz, evaporating, with spout
with round bottom 

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

638 333 077 010 477/40x20 10 40 20 1
638 333 077 015 477/50x25 15 50 25 1
638 333 077 045 477/60x35 45 60 30 1
638 333 077 060 477/70x35 60 70 35 1
638 333 077 090 477/80x45 90 80 45 1
638 333 077 250 477/95x55 250 95 55 1
638 333 077 320 477/115x65 320 115 65 1

4

1

2

3

4

QUARTZ
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1

2

Dish, quartz, evaporating, with spout 
with flat bottom 

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

638 333 079 010 479/40x20 10 40 20 1
638 333 079 015 479/50x25 15 50 25 1
638 333 079 045 479/60x30 45 60 30 1
638 333 079 060 479/70x35 60 70 35 1
638 333 079 090 479/80x45 90 80 45 1
638 333 079 250 479/95x55 250 95 55 1
638 333 079 320 479/115x65 320 115 65 1

1

Beaker, quartz 
with spout 

Ordering No. Cat. No. Volume (ml) d (mm) h (mm) Packing (pcs)

638 333 053 050 453/40x70 50 40 70 1
638 333 053 100 453/50x70 100 50 70 1
638 333 053 110 453/50x80 110 50 80 1
638 333 053 250 453/60x120 250 60 120 1

We can also supply a wider range on request

2

Plate for desiccators

Ordering No. Cat. No. For dia 
of des. (mm)

D 
(mm)

Packing 
(pcs)

641 333 238 101 238/1 100 90 1
641 333 238 331 238/3b 150 140 1
641 333 238 521 238/5a 200 189 1
641 333 238 821 238/8a 250 241 1
641 333 238 991 238/10a 300 290 1

DIN
12491

3

Beaker, low form, with spout

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing 
(pcs)

641 323 227 101 227/1 275 70 26 1
641 323 227 201 227/2 400 80 99 1
641 323 227 301 227/3 620 90 116 1
641 323 227 401 227/4 860 100 129 1
641 323 227 501 227/5 1070 123 100 1

4

3

4

QUARTZ/PORCELAIN
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PORCELAIN

1

2

3

Beaker, high form, with spout

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing 
(pcs)

641 323 226 101 226/1 170 52 90 1
641 323 226 201 226/2 225 57 106 1
641 323 226 301 226/3 450 70 143 1
641 323 226 401 226/4 1100 101 157 1

1

Crucible, combustion, low form 

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing 
(pcs)

641 321 100 301 1/30 5 30 19 5
641 321 100 351 1/35 10 35 22 5
641 321 100 401 1/40 17 40 25 5
641 321 100 451 1/45 21 45 28 5
641 321 100 501 1/50 34 50 32 5
641 321 100 601 1/60 63 60 38 5
641 321 100 701 1/70 91 70 44 5

2

Crucible, combustion, middle form 

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing 
(pcs)

641 321 200 301 10 30 25 10 5
641 321 200 351 2/35 12 35 28 5
641 321 200 401 2/40 20 40 32 5
641 321 200 451 2/45 30 45 36 5
641 321 200 501 2/50 45 50 40 5
641 321 200 601 2/60 80 60 48 5
641 321 200 701 2/70 120 70 56 5
641 321 200 801 200 80 62 10 5

3

4 Crucible, combustion, high form

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing 
(pcs)

641 321 300 301 3/30 15 30 38 5
641 321 300 351 3/35 26 35 44 5
641 321 300 401 3/40 35 40 50 5
641 321 300 451 3/45 50 45 56 5
641 321 300 501 3/50 72 50 62 5
641 321 300 601 3/60 130 60 75 5

4
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PORCELAIN

Crucible acc. to Gooch

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing 
(pcs)

641 321 234 101 234/1 17 30 36 5
641 321 234 301 234/3 25 35 43 5
641 321 234 401 234/4 35 39 49 5
641 321 234 501 234/5 120 60 71 5

Crucible, swelling, with lid 

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing 
(pcs)

641 321 301 000 0301 19 43 27 5

Crucible, for determination of volatile liquid, with lid

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing 
(pcs)

641 321 098 000 98 22 32 42 5

Stirrer, double 

Ordering No. Cat. No. L (mm) Packing (pcs)    

641 334 217 101 217/1 104 5
641 334 217 201 217/2 186 5
641 334 217 301 217/3 250 5
641 334 217 401 217/4 298 5

Lid, for combustion crucible 

Ordering No. Cat. No. For crucible 
diam. (mm)

D of lid
(mm)

Packing 
(pcs)

641 321 000 301 D 30 30 34 5
641 321 000 351 D 35 35 39 5
641 321 000 401 D 40 40 44 5
641 321 000 451 D 45 45 49 5
641 321 000 501 D 50 50 54 5
641 321 000 601 D 60 60 64 5
641 321 000 701 D 70 70 74 5
641 321 000 801 D 80 80 84 5

1

2

3

4

5

1

2

3

4

5
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PORCELAIN

1

2

3

4

5

Stirrer, with scoop

Ordering No. Cat. No. L (mm) Packing (pcs)    

641 334 218 101 218/1 103 5
641 334 218 121 218/1a 148 5
641 334 218 131 218/1b 164 5
641 334 218 201 218/2 187 5
641 334 218 221 218/2a 200 5
641 334 218 301 218/3 250 5

1

Boat, weighing

Ordering No. Cat. No. W (mm) L (mm) Packing (pcs)

641 329 252 001 252/0 17 37 10
641 329 252 101 252/1 23 53 10
641 329 252 201 252/2 29 64 10

2

Boat, combustion, with handle

Ordering No. Cat. No. W (mm) L (mm) H (mm) Packing (pcs)

641 312 214 300 214/3 14 103 9 50
641 312 214 800 214/8 14 90 8 50

3

Scoop

Ordering No. Cat. No. L (mm) Packing (pcs)    

641 334 219 101 218a/1 237 5

4

Dish, evaporating
deep

Ordering No. Cat. No. V
 (ml)

D 
(mm)

H 
(mm)

Packing 
(pcs)

641 322 206 001 206/0 10 42 19 5
641 322 206 101 206/1 24 51 24 5
641 322 206 121 206/1a 36 61 28 5
641 322 206 201 206/2 72 77 33 5
641 322 206 221 206/2a 107 81 38 5
641 322 206 301 206/3 140 94 42 5
641 322 206 321 206/3a 190 103 45 5
641 322 206 401 206/4 232 112 47 5
641 322 206 411 206/4/0 285 125 50 5
641 322 206 421 206/4a 390 132 55 5
641 322 206 501 206/5 500 138 61 5
641 322 206 601 206/6 590 148 66 5
641 322 206 611 206/6/0 580 160 64 5
641 322 206 621 206/6a 920 170 74 1
641 322 206 701 206/7 1135 180 84 1
641 322 206 721 206/7a 1000 200 80 1
641 322 206 801 206/8 1500 202 86 1
641 322 206 991 206/10a 6000 320 140 1

5
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PORCELAIN

1Dish, evaporating
semi-deep

Ordering No. Cat. No. V 
(ml)

D 
(mm)

H 
(mm)

Packing 
(pcs)

641 322 207 101 207/1 41 72 26 5
641 322 207 201 207/2 62 83 27 5
641 322 207 301 207/3 110 96 30 5
641 322 207 401 207/4 160 110 37 5
641 322 207 421 207/4a 215 117 41 5
641 322 207 501 207/5 240 127 42 5
641 322 207 521 207/5a 325 142 46 5
641 322 207 601 207/6 420 154 50 5
641 322 207 701 207/7 558 170 55 5

1

2

3

4

Dish, evaporating acc. to Berdel
with handle

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing (pcs)

641 322 209 101 209/1 22 45 26 2
641 322 209 201 209/2 84 67 39 1
641 322 209 301 209/3 176 85 49 1
641 322 209 401 209/4 270 101 51 1
641 322 209 501 209/5 450 120 64 1
641 322 209 601 209/6 960 150 86 1

2

Dish, evaporating 
with flat bottom

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing (pcs)

641 322 274 101 274/1 22 54 22 5
641 322 274 121 274/1a 62 70 30 5
641 322 274 201 274/2 93 86 33 5
641 322 274 301 274/3 154 98 40 5
641 322 274 401 274/4 265 112 50 5
641 322 274 501 274/5 330 126 53 5
641 322 274 601 274/6 450 145 55 5
641 322 274 701 274/7 620 151 63 5
641 322 274 801 274/8 800 169 68 1
641 322 274 901 274/9 1200 195 74 1
641 322 274 991 274/10 3000 254 105 1

3

Dish, annealing
deep, without spout

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing (pcs)

641 322 203 101 203/1 8 31 17 5
641 322 203 201 203/2 21 42 23 5
641 322 203 301 203/3 35 52 27 5
641 322 203 401 203/4 64 61 31 5
641 322 203 501 203/5 103 72 37 5

4
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PORCELAIN

Dish, annealing 
square 

Ordering No. Cat. No. V 
(ml)

A 
(mm)

B 
(mm)

H 
(mm)

Packing 
(pcs)

641 322 255 101 255/1 6 50 35 12 5
641 322 255 201 255/2 13 62 40 12 5
641 322 255 221 255/2a 28 74 49 14 5
641 322 255 301 255/3 40 95 65 14 5

1

2

3

Dish, annealing 
low, without spout 

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing (pcs)

641 322 204 201 204/2 7 38 10 5
641 322 204 301 204/3 9 44 11 5
641 322 204 401 204/4 12 47 13 5
641 322 204 601 204/6 70 81 20 5
641 322 204 801 204/8 220 122 28 5

1

Dish, annealing 
low, with spout

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing (pcs)

641 322 208 001 208/0 10 50 10 5
641 322 208 101 208/1 20 60 14 5
641 322 208 201 208/2 28 70 15 5
641 322 208 301 208/3 55 80 20 5
641 322 208 401 208/4 110 100 25 5
641 322 208 501 208/5 250 130 30 5
641 322 208 601 208/6 450 160 40 5
641 322 208 701 208/7 1100 200 55 1
641 322 208 801 208/8 1750 250 55 1

2

3

4

Mortar
rough

Ordering No. Cat. No. V 
(ml)

D 
(mm)

H 
(mm)

Packing 
(pcs)

641 331 211 000 211a/0 dr. 25 60 32 5
641 331 211 100 211a/1 dr. 30 70 37 5
641 331 211 110 211a/1/0 dr. 50 81 42 3
641 331 211 120 211a/1a dr. 75 91 46 3
641 331 211 200 211a/2 dr. 110 100 50 3
641 331 211 220 211a/2a dr. 150 113 56 3
641 331 211 300 211a/3 dr. 220 125 64 2
641 331 211 320 211a/3a dr. 325 144 71 2
641 331 211 400 211a/4 dr. 500 163 82 2
641 331 211 500 211a/5 dr. 730 183 90 2
641 331 211 600 211a/6 dr. 1135 215 104 1
641 331 211 700 211a/7 dr. 2250 257 127 1
641 331 211 800 211a/8 dr. 4300 298 150 1

4
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PORCELAIN

1

2

3

4

Mortar
glazed

Ordering No. Cat. No. V 
(ml)

D 
(mm)

H 
(mm)

Packing 
(pcs)

641 331 211 001 211b/0 gl. 25 60 32 1
641 331 211 101 211b/1 gl. 30 70 37 1
641 331 211 111 211b/1/0 gl. 50 81 42 1
641 331 211 121 211b/1a gl. 75 91 46 1
641 331 211 201 211b/2 gl. 110 100 50 1
641 331 211 221 211b/2a gl. 150 113 56 1
641 331 211 301 211b/3 gl. 220 125 64 1
641 331 211 321 211b/3a gl. 325 144 71 1
641 331 211 401 211b/4 gl. 500 163 82 1
641 331 211 501 211b/5 gl. 730 183 90 1
641 331 211 601 211b/6 gl. 1135 215 104 1
641 331 211 701 211b/7 gl. 2250 257 127 1
641 331 211 801 211b/8 gl. 4300 298 150 1

1

Pestle
rough

Ordering No. Cat. No. D (mm) L (mm) Packing (pcs)

641 331 213 000 213a/0 dr. 15 52 5
641 331 213 100 213a/1 dr. 23 84 5
641 331 213 200 213a/2 dr. 26 103 5
641 331 213 300 213a/3 dr. 37 132 5
641 331 213 400 213a/4 dr. 44 158 3
641 331 213 500 213a/5 dr. 58 210 3
641 331 213 600 213a/6 dr. 73 255 2
641 331 213 700 213a/7 dr. 86 305 2
641 331 213 800 213a/8 dr. 103 370 1

2

Mortar with pestle
agate, polished

Ordering No. V (ml) D (mm) Packing (pcs)

792 005 164 050 10 40 1
792 005 164 075 25 60 1
792 005 164 100 50 80 1
792 005 164 125 100 105 1

4

Pestle
glazed

Ordering No. Cat. No. D (mm) L (mm) Packing (pcs)

641 331 213 001 213b/0 gl. 15 52 1
641 331 213 101 213b/1 gl. 23 84 1
641 331 213 201 213b/2 gl. 26 103 1
641 331 213 301 213b/3 gl. 37 132 1
641 331 213 401 213b/4 gl. 44 158 1
641 331 213 501 213b/5 gl. 58 210 1
641 331 213 601 213b/6 gl. 73 255 1
641 331 213 701 213b/7 gl. 86 305 1
641 331 213 801 213b/8 gl. 103 370 1

3
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PORCELAIN

1

2

3

4

5

Funnel acc. to Bűchner

Ordering No. Cat. No. D1 
(mm) 

d3 
(mm)

H1 
(mm)

H2 
(mm)

Packing
(pcs)

641 332 237 101 237/1 48 1 24 43 1
641 332 237 201 237/2 62 1 30 64 1
641 332 237 301 237/3 77 1 35 64 1
641 332 237 401 237/4 97 1,5 40 71 1
641 332 237 501 237/5 116 1,5 49 83 1
641 332 237 601 237/6 130 2 52 85 1
641 332 237 701 237/7 156 2 59 96 1
641 332 237 801 237/8 192 2 74 117 1
641 332 237 901 237/9 248 2 90 117 1
641 332 237 921 237/9a 296 2 105 130 1
641 332 237 991 237/10 334 2 120 133 1

1

Measures, with graduation

Ordering No. Cat. No. V (ml) D (mm) H (mm) Packing (pcs)

641 332 241 101 241/1 100 71 72 1
641 332 241 201 241/2 250 82 96 1
641 332 241 301 241/3 500 97 131 1
641 332 241 401 241/4 1000 127 160 1

2

Crucible, annealing and melting 
conical shape 

Ordering No. D (mm) d (mm) H (mm) Volume (ml) Packing (pcs)

641 015 818 100 35 25 45 27 1
641 015 818 200 45 30 55 50 1
641 015 818 300 60 35 70 120 1

4

Crucible, annealing and melting 
cylindrical shape

Ordering No. D (mm) H (mm) Volume (ml) Packing (pcs)

641 015 818 400 15 20 2,5 1
641 015 818 500 28 38 14 1
641 015 818 600 40 60 55 1

5

Crucible, filtration, with porous bottom

Ordering No. Cat. No. V 
(ml)

D1 
(mm)

D2 
(mm)

Porosity 
( m)

Packing 
(pcs)

641 321 400 256 4/25/6 8 25 20 6 2
641 321 400 257 4/25/7 8 25 20 7 2
641 321 400 258 4/25/8 8 25 20 8 2
641 321 400 306 4/30/6 15 30 24 6 2
641 321 400 307 4/30/7 15 30 24 7 2
641 321 400 308 4/30/8 15 30 24 8 2
641 321 400 356 4/35/6 25 35 28 6 2
641 321 400 357 4/35/7 25 35 28 7 2
641 321 400 358 4/35/8 25 35 28 8 2
641 321 400 406 4/40/6 35 40 30 6 2
641 321 400 407 4/40/7 35 40 30 7 2
641 321 400 408 4/40/8 35 40 30 8 2
641 321 400 456 4/45/6 50 45 36 6 2
641 321 400 457 4/45/7 50 45 36 7 2
641 321 400 458 4/45/8 50 45 36 8 2

3

D1

D2

H
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MEASURING CYLINDERS/ VOLUMETRIC FLASKS/STANDS

1 Cylinder measuring, tall form, PP, translucent, moulded scale, class B
according to DIN 12681/ISO 6706, ring-moulded scale, pentagonal base

Ordering No. Cat. No. Volume (ml) Division (ml) Height (mm) Packing (pcs)

336 850 001 075 178.303.01 10 0,20 140 24
336 850 001 077 178.303.02 25 0,50 169 12
336 850 001 078 178.303.03 50 1,00 199 12
336 850 001 079 178.303.04 100 1,00 260 12
336 850 001 080 178.303.05 250 2,00 315 6
336 850 001 081 178.303.06 500 5,00 350 4
336 850 001 082 178.303.07 1000 10,00 415 3

1

2

Cylinder measuring, tall form, PP, transparent, moulded blue scale, class B
according to DIN 12681 / ISO 6706

Ordering No. Cat. No. Volume (ml) Division (ml) Height (mm) Packing (pcs)

331 707 646 081 646081 10 0,20 140 12
331 707 647 081 647081 25 0,50 169 12
331 707 648 081 648081 50 1,00 199 12
331 707 649 081 649081 100 1,00 260 12
331 707 650 081 650081 250 2,00 315 6
331 707 651 081 651081 500 5,00 350 6
331 707 652 081 652081 1000 10,00 415 6
331 707 653 081 653081 2000 20,00 482 3

2

3

Flask volumetric, screw cap, PP, transparent, class B+
Accuracy is about 20% better than B according to DIN EN ISO 1042.

Ordering No. Cat. No. Volume (ml) Screw (GL) Packing (pcs)

331 707 677 891 677891 10 18 6
331 707 671 891 671891 25 18 6
331 707 672 891 672891 50 18 6
331 707 673 891 673891 100 18 6
331 707 674 891 674891 250 25 5
331 707 675 891 675891 500 25 4
331 707 676 891 676891 1000 32 3

3

4 5

Stand for pipettes, rotary, PP
Stand diameter 225 mm, height of rod 375 mm. Up to 28 pipettes max.  14 mm.

Ordering No. Cat. No. Capacity Packing (pcs)

336 850 000 263 169.303.01 28 places 1

4

Stand for pipettes, rotary, PP
Rotary model, with additional rotary tip rest to protect the pipette tips. Suitable for all gra-
duated and volumetric pipettes. Slightly curved stand base rim helps retain dripping liquids.

Ordering No. Cat. No. Capacity Diameter (mm) Height (mm) Packing (pcs)

336 850 000 261 170.303.01 94 places 230 470 1

5
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BEAKERS

1

2

Beaker, PP, transparent, moulded scale

Ordering No. Volume (ml) Height (mm) Diameter (mm) Packing (pcs)

336 850 001 802 50 35 25 12
336 850 001 803 100 47 31 12
336 850 001 805 250 60 40 12
336 850 001 806 500 70 49 12
336 850 001 808 1000 80 56 6

1

Beaker, PP, transparent, blue printed scale

Ordering No. Cat. No. Volume (ml) Height (mm) Diameter (mm) Packing (pcs)

331 707 605 081 605081 10 35 25 12
331 707 606 081 606081 25 47 31 12
331 707 607 081 607081 50 60 40 12
331 707 608 081 608081 100 70 49 12
331 707 609 081 609081 150 80 56 12
331 707 610 081 610081 250 94 68 6
331 707 611 081 611081 400 109 77 6
331 707 618 081 618081 500 122 88 6
331 707 612 081 612081 600 125 91 6
331 707 613 081 613081 800 136 98 6
331 707 614 081 614081 1000 149 102 6
331 707 615 081 615081 2000 183 133 6
331 707 616 081 616081 3000 214 174 4
331 707 617 081 617081 5000 248 185 4

2

3

Beaker, PMP, transparent, red printed scale

Ordering No. Cat. No. Volume (ml) Height (mm) Diameter (mm) Packing (pcs)

331 707 060 503 60503 10 35 25 12
331 707 060 603 60603 25 47 31 12
331 707 060 703 60703 50 60 40 12
331 707 060 803 60803 100 70 49 12
331 707 060 903 60903 150 80 56 12
331 707 061 003 61003 250 94 68 6
331 707 061 103 61103 400 109 77 6
331 707 061 803 61803 500 122 88 6
331 707 061 203 61203 600 125 91 6
331 707 061 303 61303 800 136 98 6
331 707 061 403 61403 1000 149 102 6
331 707 061 503 61503 2000 183 133 6
331 707 061 603 61603 3000 214 174 4
331 707 061 703 61703 5000 248 185 4

3

Beaker, PP, transparent, moulded scale

Ordering No. Cat. No. Volume (ml) Height (mm) Diameter (mm) Packing (pcs)

331 850 001 802 1802 50 35 25 12
331 850 001 803 1803 100 47 31 12
331 850 001 805 1805 250 60 40 12
331 850 001 806 1806 500 70 49 12
331 850 001 808 1808 1000 80 56 6

1
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PITCHERS/FLASKS/JUGS/HOLDERS

1

2

3

4

Pitcher graduated, PP, transparent, moulded scale

Ordering No. Cat. No. Volume (ml) Division (ml) Height (mm) Packing (pcs)

331 707 446 941 446941 50 2 70 24
331 707 447 941 447941 100 2 80 24
331 707 444 941 444941 3000 50 242 6
331 707 445 941 445941 5000 100 270 6

1

Pitcher graduated, PP, transparent, blue moulded scale

Ordering No. Cat. No. Volume (ml) Division (ml) Height (mm) Packing (pcs)

331 707 446 081 446081 50 2 70 24
331 707 447 081 447081 100 2 80 24
331 707 440 081 440081 250 5 120 12
331 707 441 081 441081 500 10 133 12
331 707 442 081 442081 1000 10 170 6
331 707 443 081 443081 2000 20 215 6
331 707 444 081 444081 3000 50 242 6
331 707 445 081 445081 5000 100 270 6

2

Jug measuring jug, PP, translucent, moulded scale

Ordering No. Volume (ml) Division (ml) Height (mm) Packing (pcs)

336 850 001 156 500 25 116 1
336 850 001 157 1000 50 131 1
336 850 001 158 2000 50 165 1

3

Flask Erlenmeyer, PP, transparent, with screw cap
blue scale, wide neck, with screw cap made of PP, SJ-stopper can also be used (not 
included)

Ordering No. Cat. No. Volume (ml) Division (ml) Screw (GL) Packing (pcs)

331 707 666 941 666941 50 10 40 6
331 707 667 941 667941 100 20 40 6
331 707 668 941 668941 250 50 52 6
331 707 669 941 669941 500 100 52 6
331 707 670 941 670941 1000 200 52 4

4

5 6

Holder for burettes, PP

Ordering No. Cat. No. Version Packing (pcs)

336 707 080 139 112.303.01 single 1
336 707 080 140 112.303.02 double 1

5

6
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HOLDERS/FUNNELS/CLAMPS/CONNECTORS

1

2

Holder for funnels, PP

Ordering No. Cat. No. Packing (pcs)

336 707 080 268 113.303.01 1

1

Holder for separating funnels, PP

Ordering No. Cat. No. Packing (pcs)

336 707 080 970 114.303.01 1

2

3

Funnel, PP, translucent

Ordering No. Diameter (mm) Height (mm) Packing (pcs)

331 707 040 894 30 45 24
331 707 041 194 40 65 24
336 850 000 147 50 85 24
336 850 000 148 62 120 24
336 850 000 150 75 140 12
336 850 000 152 100 155 12
331 707 041 594 120 180 12
336 850 000 155 150 220 12

3

4

5

Clamp for tubes, Squeeze-Fix

Ordering No. Cat. No. For tubes  (mm) Length (mm) Packing (pcs)

399 100 086 181 8618-0001 1 - 5 25 10
399 100 086 182 8618-0002 3 - 10 40 10
399 100 086 183 8618-0003 6 - 15 55 10

4

Connector for tubes, PP

Ordering No. Cat. No. Version For tubes  (mm) Packing (pcs)

331 707 080 520 520 „T“ 12 to 13 20
331 707 080 521 521 „T“ 14 to 15 20
331 707 080 464 464 „Y“ 3 20
331 707 080 465 465 „Y“ 4 to 5 20
331 707 080 466 466 „Y“ 6 to 7 20
331 707 080 467 467 „Y“ 8 to 9 20
331 707 080 468 468 „Y“ 10 to 11 20
331 707 080 525 525 „Y“ 12 to 13 20
331 707 080 526 526 „Y“ 14 to 15 20

5
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ADAPTORS/HOLDERS/SUPPORT STANDS/DRYING RACKS

1 Adapter for tubes, PP

Ordering No. Cat. No. Version For tubes  (mm) Packing (pcs)

331 707 080 877 877 straight 4-8/8-12 20
331 707 080 878 878 straight 4-8/12-16 20
331 707 080 879 879 straight 8-12/12-16 20

1

Holder, for clipping onto vessel wall
for pipes and tubes, for thermometers

Ordering No. Specification Packing (pcs)

331 000 019 971 for tubes and pipes 6
331 000 019 972 for thermometers 12

2

2

3

Stand for flasks, PP
max. temperature up to 120°, for bottles 10-10 000ml

Ordering No. Diameter (mm) Packing (pcs)

336 707 080 271 160 1

3

4 5

6

Rack drying, PS, with draining trough

Ordering No. Cat. No. Size (mm) Pegs (pcs) Packing (pcs)

331 707 080 213 213 450 x 630 72 1

4

Rack draining, ABS/PC

Ordering No. Cat. No. Size (mm) Pegs (pcs) Packing (pcs)

336 020 530 301 205.303.01 350 x 500 20 1

5

Wash bottle, PE, with glass knee

Ordering No. Volume (ml) Packing (pcs)

632 524 325 025 250 1
632 524 325 050 500 1

6
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WASH BOTTLES/CAPS

1

2

Bottle washing, LDPE
The cap is fitted with a flexible polyethylene delivery tube which can be aimed wherever 
required.

Ordering No. Volume (ml) Packing (pcs)

336 707 094 788 125 1
336 707 094 988 250 1
336 707 095 088 500 1
336 707 095 188 1000 1

1

Bottle washing, with colour cap, PE, wide mouth
thread (GL) 45

Ordering No. Cat. No. Colour Volume (ml) Division (ml) Packing (pcs)

331 850 001 637 1637 white 250 25 10

2

3

Bottle, narrow neck, LDPE, round, without cap

Ordering No. Cat. No. Volume 
(ml)

Flask  
(mm)

Height* 
(mm)

Cap 
(GL)

Packing 
(pcs)

331 311 000 010 1100/10 10 26 45,5 14 10
331 311 000 020 1100/20 20 32 57 14 10
331 311 000 030 1100/30 30 35 66 14 10
331 311 000 050 1100/50 50 40 84 18 10
331 311 000 100 1100/100 100 45 102 18 10
331 311 000 250 1100/250 250 60 138 25 10
331 311 000 500 1100/500 500 75 169 25 10
331 311 000 750 1100/750 750 74 207 28 10
331 311 001 000 1100/1000 1000 95 212 28 10
331 311 002 000 1100/2000 2000 120 260 28 10

* without cap 

3

6
5

4

Screw cap, LDPE, for narrow neck bottles

Ordering No. Cat. No. For bottles (ml) Cap (GL) Packing (pcs)

331 312 000 014 1200/14 10 - 30 14 10
331 312 000 018 1200/18 50 - 100 18 10
331 312 000 025 1200/25 250 - 500 25 10
331 312 000 028 1200/28 750 - 2000 28 10

4

Closure for washing bottles, LDPE, for narrow neck bottles

Ordering No. Cat. No. For bottles (ml) Cap (GL) Packing (pcs)

331 315 000 018 1500/18 50 - 100 18 10
331 315 000 025 1500/25 250 - 500 25 10
331 315 000 028 1500/28 750 - 2000 28 10

6

Screw cap, LDPE, for narrow neck bottles, with dropper

Ordering No. Cat. No. For bottles (ml) Cap (GL) Packing (pcs)

331 316 000 014 1600/14 10 - 30 14 10
331 316 000 018 1600/18 50 - 100 18 10
331 316 000 025 1600/25 250 - 500 25 10
331 316 000 028 1600/28 750 - 2000 28 10

5



140 www.vtrglass.cz

BOTTLES/CAPS

Screw cap, PP, for narrow neck bottles

Ordering No. Cat. No. For bottles (ml) Cap (GL) Packing (pcs)

331 312 030 014 1200/14P 10 - 30 14 10
331 312 030 018 1200/18P 50 - 100 18 10
331 312 030 025 1200/25P 250 - 500 25 10
331 312 030 028 1200/25P 1000 - 2000 28 10

2

Bottle, narrow neck, PP, round, transparent, without cap

Ordering No. Cat. No. Volume 
(ml)

Flask  
(mm)

Height* 
(mm)

Cap 
(GL)

Packing 
(pcs)

331 311 030 010 1100/10P 10 26 45,5 14 10
331 311 030 020 1100/20P 20 32 57 14 10
331 311 030 030 1100/30P 30 35 66 14 10
331 311 030 050 1100/50P 50 40 84 18 10
331 311 030 100 1100/100P 100 45 102 18 10
331 311 030 250 1100/250P 250 60 138 25 10
331 311 030 500 1100/500P 500 75 169 25 10
331 311 031 000 1100/1000P 1000 95 212 28 10
331 311 032 000 1100/2000P 2000 120 260 28 10

*height without cap 

1

Bottle for chemicals, wide neck, with safety cap and lid

Ordering No. Volume (ml) Height/flask /cap  (mm) Colour Packing (pcs)

331 200 200 851 850 160 / 95 / 70 black 200
331 200 201 301 1300 215 / 95 / 70 black 150

2

1

Lid and cap for bottle for chemicals

Ordering No. Cat. No. Version Packing (pcs)

331 100 008 101 8101 lid, thread 90 mm 1
331 100 008 102 8102 cap, thread 90 mm 1

Bottle for chemicals, wide neck, white 
without lid and cap

Ordering No. Cat. No. Volume (ml) Height/flask /  uzávěru (mm) Packing (pcs)

331 100 008 001 8001 250 55 / 97 / 90 105
331 100 008 011 8011 500 78 / 97 / 90 105
331 100 008 021 8021 750 118 / 97 / 90 105
331 100 008 031 8031 1000 125 / 104 / 90 91
331 100 008 041 8041 1200 150 / 104 / 90 91
331 100 008 051 8051 1300 165 / 104 / 90 91
331 100 008 061 8061 1500 190 / 104 / 90 91
331 100 008 071 8071 2000 207 / 120 / 90 66
331 100 008 081 8081 2500 245 / 120 / 90 66

3

3
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BOTTLES/CAPS

Screw cap, LDPE, for wide neck bottles

Ordering No. Cat. No. Cap (GL) Packing (pcs)

331 312 000 032 1200/32 32 10
331 312 000 040 1200/40 40 10
331 312 000 050 1200/50 50 10
331 312 000 065 1200/65 65 10

1Bottle, wide neck, LDPE, round, transparent, without cap

Ordering No. Cat. No. Volume 
(ml)

Flask 
(mm)

Height* 
(mm)

Cap 
(GL)

Packing 
(pcs)

331 331 000 050 3100/50 50 40 77 32 10
331 331 000 100 3100/100 100 48 92 32 10
331 331 000 250 3100/250 250 64 123 40 10
331 331 000 500 3100/500 500 75 153 50 10
331 331 001 000 3100/1000 1000 94 202 65 10
331 331 002 000 3100/2000 2000 120 243 65 10

*heihgt without cap

1

Screw cap, PP, for wide neck bottles, white

Ordering No. Cat. No. Cap (GL) Packing (pcs)

331 312 030 032 1200/32P 32 10
331 312 030 040 1200/40P 40 10
331 312 030 050 1200/50P 50 10
331 312 030 065 1200/65P 65 10

2

Bottle, wide neck, PP, round, transparent, without cap
Autoclavable up to 121 °C, unsuitable for liquid

Ordering No. Cat. No. Volume 
(ml)

Flask 
(mm)

Height* 
(mm)

Cap 
(GL)

Packing 
(pcs)

331 331 030 050 3100/50P 50 40 77 32 10
331 331 030 100 3100/100P 100 48 92 32 10
331 331 030 250 3100/250P 250 64 123 40 10
331 331 030 500 3100/500P 500 75 153 50 10
331 331 031 000 3100/1000P 1000 94 202 65 10
331 331 032 000 3100/2000P 2000 120 243 65 10

*height without cap 

2

3

Bottle, narrow neck, square, HDPE, without cap

Ordering No. Cat. No. Volume (ml) Cap (GL) Packing (pcs)

331 341 000 020 4100/0020 20 18 10
331 341 000 050 4100/0050 50 18 10
331 341 000 100 4100/0100 100 25 10
331 341 000 250 4100/250 250 28 10
331 341 000 500 4100/500 500 32 10
331 341 001 000 4100/1000 1000 32 10
331 341 001 500 4100/1500 1500 32 10

3
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BOTTLES/CAPS/CRYO BOXES

Screw cap, LDPE, for square bottles

Ordering No. Cap (GL) Packing (pcs)

331 312 000 018 18 10
331 312 000 025 25 10
331 312 000 028 28 10
331 312 000 032 32 10
331 312 000 050 50 10
331 312 000 065 65 10

1

Bottle, wide neck, square, HDPE, without cap

Ordering No. Cat. No. Volume (ml) Cap (GL) Packing (pcs)

331 351 000 050 5100/0050 50 25 10
331 351 000 100 5100/100 100 32 10
331 351 000 250 5100/250 250 50 10
331 351 000 500 5100/500 500 65 10
331 351 001 000 5100/1000 1000 65 10
331 351 001 500 5100/1500 1500 65 10

2

2

3
Bottle, storage, HDPE, with screw cap and carrying bail
supplied completely with screw caps and carrying bails

Ordering No. Volume (l) Thread  (mm) Type Height* (mm) Packing (pcs)

331 707 081 640 5 90 wide neck 315 1
331 707 081 642 10 120 wide neck 390 1

3

4

Cryo box, cardboard, 136 x 136 mm
water repellent, standard, 136 x 136 mm, white

Ordering No. Cat. No. Height (mm) Coat Packing (pcs)

397 095 141 321 5141321 32 Paper 10
397 095 142 321 5142321 32 Plastic 10
397 095 141 501 5141501 50 Paper 10
397 095 142 501 5142501 50 Plastic 10
397 095 141 751 5141751 75 Paper 10
397 095 142 751 5142751 75 Plastic 10
397 095 141 001 5141001 100 Paper 10
397 095 142 001 5142001 100 Plastic 10
397 095 141 131 5141131 130 Paper 10
397 095 142 131 5142131 130 Plastic 10

We can offer size 133 x 133 mm and different colours (blue, red, green, yellow)

4

Bottle, square, PP, with cap

Ordering No. Cat. No. Volume (ml) Packing (pcs)

336 018 930 301 189.303.01 250 1
336 018 930 302 189.303.02 500 1
336 018 930 303 189.303.03 1000 1

1



143www.vtrglass.cz

PETRI DISHES/STOPPERS

1
Petri dish, PS

Ordering No. Version  x v (mm) Packing (pcs)

331 550 000 030 NON-STERILE 60 x 14 960
331 600 463 800 NON-STERILE 94 x 16 4801

2

3

4

Stopper, octagonal, PE

Ordering No. Cat. No. SJ Packing (pcs)

331 300 100 007 100/07 7/16 1
331 300 100 010 100/10 10/19 1
331 300 100 012 100/12 12/21 1
331 300 100 014 100/14 14/23 1
331 300 100 019 101/14 19/26 1
331 300 100 024 100/18 24/29 1
331 300 100 029 100/19 29/32 1
331 300 100 034 101/24 34/35 1
331 300 100 045 100/24 45/40 1

2

Stopper, conical, rubber

Ordering No. Cat. No. Upper  
(mm)

Lower  
(mm)

Height 
(mm)

Pcs in
1 kg

Packing 
(kg)

332 100 003 227 3227 6,5 3,5 15 1990 1
332 100 003 228 3228 9,0 5,0 20 710 1
332 100 003 229 3229 12,0 8,0 20 395 1
332 100 003 230 3230 14,5 10,5 20 245 1
332 100 003 231 3231 16,5 12,5 20 190 1
332 100 003 232 3232 18,0 14,0 20 140 1
332 100 003 233 3233 22,0 17,0 25 75 1
332 100 003 234 3234 24,0 18,0 30 56 1
332 100 003 235 3235 27,0 21,0 30 43 1
332 100 003 236 3236 29,0 23,0 30 36 1
332 100 003 237 3237 32,0 26,0 30 29 1
332 100 003 238 3238 35,0 29,0 30 25 1
332 100 003 239 3239 38,0 31,0 35 18 1
332 100 003 240 3240 44,0 36,0 40 11 1
332 100 003 241 3241 49,0 41,0 40 10 1

Ordering No. Cat. No. Upper  
(mm)

Lower  
(mm)

Height 
(mm)

Packing 
(pcs)

332 100 003 242 3242 55,0 47,0 40 1
332 100 003 243 3243 59,5 50,5 45 1
332 100 003 244 3244 65,0 56,0 45 1
332 100 003 245 3245 70,0 60,0 50 1
332 100 003 246 3246 75,5 64,5 55 1
332 100 003 247 3247 83,0 71,0 60 1
332 100 003 248 3248 92,0 79,0 65 1
332 100 003 249 3249 100 87,0 65 1
332 100 003 250 3250 107 94,0 65 1

3

Stopper, conical, sillicone
range -60 ...+220°C. Biologically inert, resistant to aging, ozone and repeated sterilization.

Ordering No. Cat. No. Upper  (mm) Lower  (mm) Height (mm) Packing (pcs)

332 000 640 610 1010505 9 5 20 1
332 000 640 913 1010508 12 8 20 1
332 000 641 115 1010510 14,5 10,5 20 1
332 000 641 418 1010514 18 14 20 1
332 000 641 621 1010517 22 17 25 1
332 000 641 924 1010518 24 18 30 1
332 000 642 227 1010521 27 21 30 1
332 000 642 531 1010526 32 26 30 1
332 000 643 845 1010536 44 36 40 1

4
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STOPPERS/GUKO/SPATULAS

1 Stopper, conical, cork

Ordering No. Upper  (mm) Lower  (mm) Height (mm) Packing (pcs)

617 089 130 806 8 6 13 100
617 089 241 511 15 11 24 100
617 089 201 815 18 15 20 100
617 089 272 017 20 17 27 100
617 089 272 118 21 18 27 100
617 089 272 220 22 20 27 100
617 089 272 421 24 21 27 100

1

2

GUKO, rubber

Ordering No. Cat. No. Size Diameter (mm) Packing (pcs)

332 987 051 221 2 010 011 1 12/21 1
332 987 051 727 2 010 021 2 17/27 1
332 987 052 133 2 010 031 3 21/33 1
332 987 052 741 2 010 041 4 27/41 1
332 987 053 353 2 010 051 5 33/53 1
332 987 054 868 2 010 061 6 48/68 1
332 987 055 878 2 010 071 7 58/78 1
332 987 056 689 2 010 081 8 66/89 1
Set
273 500 101 032 2010181 1-8 Seal GUKO - set 8 pieces

2

3

4

5

Spatula, double-ended, straight, stainless steel

Ordering No. Cat. No. Length (mm) Packing (pcs)

397 637 430 306 374.303.06 100 1
397 637 430 307 374.303.07 150 1
397 637 430 308 374.303.08 200 1
397 637 430 309 374.303.09 250 1

3

Spatula, double-ended, straight, stainless steel
One end tapered, one end flat, flexible type, can be bent.

Ordering No. Cat. No. Length (mm) Packing (pcs)

397 637 630 301 376.303.01 155 1
397 637 630 302 376.303.02 260 1
397 637 630 303 376.303.03 305 1

4

Micro spoon, stainless steel

Ordering No. Cat. No. Length (mm) Packing (pcs)

397 637 730 301 377.303.01 155 1

5
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SPOONS/TONGS

1Spatula with spoon, stainless steel

Ordering No. Cat. No. Length (mm) Packing (pcs)

397 637 430 301 374.303.01 100 1
397 637 430 302 374.303.02 150 1
397 637 430 303 374.303.03 200 1
397 637 430 304 374.303.04 250 1
397 637 430 305 374.303.05 300 1

1

2

3

4

Spoon for powder materials, stainless steel
With a long handle and an oval shape of the spoon.

Ordering No. Cat. No. Length (mm) Spoon (mm) Packing (pcs)

397 210 003 360 2373 170 10 x 42 1

2

Spoon, stainless steel
With a tapered spoon to facilitate shipping powder materials in narrow tubes and bottles.

Ordering No. Cat. No. Length (mm) Spoon (mm) Packing (pcs)

397 220 000 280 280 135 9 x 20 1
397 210 003 380 282 150 16 x 32 1
397 220 000 284 284 200 15 x 30 1
397 220 000 286 284 300 15 x 30 1

3

Spoon for chemicals, double-ended
stainless steel spoon, various sizes on each side, the middle handle of circular section

Ordering No. Length (mm) Spoon (mm) Packing (pcs)

397 210 003 460 120 17 x 23 / 22 x 30 1
397 210 003 461 150 17 x 23 / 22 x 30 1
397 210 003 462 180 22 x 30 / 29 x 40 1
397 210 003 463 210 22 x 30 / 29 x 40 1
397 210 003 464 250 29 x 40 / 35 x 48 1
397 210 003 465 300 29 x 40 / 35 x 48 1

4

5

Tong for crucibles, mild steel 

Ordering No. Cat. No. Length (mm) Packing (pcs)

397 636 730 304 367.303.04 150 1
397 636 730 305 367.303.05 200 1
397 636 730 306 367.303.06 300 1

5
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TONGS

Tong for crucibles, mild steel, teflon coated

Ordering No. Cat. No. Length (mm) Packing (pcs)

397 636 730 307 367.303.07 150 1
397 636 730 308 367.303.08 200 1
397 636 730 309 367.303.09 300 1

Tong for beakers, stainless steel, glass fibre

Ordering No. Cat. No. Length (mm) Max. temperature °C Packing (pcs)

397 639 630 302 396.303.02 300 500 1

1

3

4

5

Tong for crucibles, stainless steel 

Ordering No. Cat. No. Length (mm) Packing (pcs)

397 635 530 302 355.303.02 200 1
397 635 530 303 355.303.03 250 1
397 635 530 304 355.303.04 300 1
397 635 530 306 355.303.06 450 1
397 635 530 307 355.303.07 600 1

1

2 Tong for crucibles, stainless steel, PVC coated

Ordering No. Cat. No. Length (mm) For dia. (mm) Packing (pcs)

397 210 002 179 442 250 20 1
397 210 002 180 443 250 30 1
397 210 002 181 444 250 40 1
397 210 002 182 445 250 50 1
397 210 002 183 446 250 60 1

Tong for flasks, stainless steel, glass fibre 

Ordering No. Cat. No. Length (mm) Max. temperature °C Packing (pcs)

397 639 630 306 396.303.06 300 500 1

3

Tong for beakers, ceramic coated 

Ordering No. Cat. No. Length (mm) Max. (mm) Packing (pcs)

397 210 002 220 2220 330 60 - 150 1

4

Tong for penicilline and infusion bottles

Ordering No. Cat. No. Specification Packing (pcs)

397 065 200 300 200300 for peniciline bottle 1
397 065 200 305 200305 for infusion bottle 1

5

2
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SCISSORS/CLAMPS/HOLDERS

Scissors for paper, stainless steel

Ordering No. Cat. No. Length (mm) Packing (pcs)

397 220 001 004 1004 200 1
397 210 004 163 4163 250 1
397 210 004 165 4165 300 1

1Scissors, microscopic, stainless steel

Ordering No. Cat. No. Length (mm) End Packing (pcs)

397 210 004 070 1009 110 straight 1
397 210 004 071 1010 110 curved 1
397 220 001 011 1011 125  straight 1
397 220 001 012 1012 125  curved 1

1

2

3

4

5

Clamp universal

Ordering No. Cat. No. Type Length (mm) Diameter (mm) Packing (pcs)

396 551 210 101 6004/30 I 186 11 1
396 551 210 102 6005/40 II 196 11 1

2

Clamp for burettes, with grip

Ordering No. Cat. No. Type Length (mm) Packing (pcs)

396 551 210 601 6012/130 single 130 1
396 551 210 602 6013/180 double 180 1

3

Clamp for condensers

Ordering No. Cat. No. Type Length (mm) Diameter (mm) Packing (pcs)

396 551 210 105 6002/50 medium 225 11 1
396 551 210 106 6003/70 large 280 11 1

4

Holder for test tubes

Ordering No. Cat. No. Specification Packing (pcs)

396 551 210 501 6011/225 length 225 mm, min. dia. 17 mm 1

5

Holder for test tubes

Ordering No. Specification Packing (pcs)

397 658 330 301 length 180 mm, min. dia. 16 mm 1

5
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BOSS HEADS/CLAMPS

Clamp universal, chrome plated

Ordering No. Cat. No. Diameter (mm) Type Packing (pcs)

397 631 730 301 317.303.01 15 - 25 cork coated 1
397 631 730 302 317.303.02 15 - 25 PVC coated 1
397 632 730 301 327.303.01 50 - 65 cork coated 1

2

5

6

7

Boss head 

Ordering No. Cat. No. Diameter (mm) Material Packing (pcs)

397 634 130 301 341.303.01 16 aluminium 1
397 634 030 301 340.303.01 16 chrome coated 1

2

Clamp coaxial 

Ordering No. Cat. No. Diameter (mm) Type Packing (pcs)

397 633 130 301 331.303.01 50 - 65 PVC coated 1
397 633 130 302 331.303.02 50 - 65 silicone coated 1

4

3

Clamp universal, aluminium

Ordering No. Cat. No. Diameter (mm) Type Packing (pcs)

397 632 830 301 328.303.01 65 cork coated 1

5

6

Clamp for condensers, aluminium

Ordering No. Cat. No. Diameter (mm) Type Packing (pcs)

397 633 030 301 330.303.01 50 - 65 cork coated 1

7

1 Boss head, aluminium 

Ordering No. Cat. No. Diameter (mm) Length (mm) Packing (pcs)

396 551 410 100 6059/5-12 5 - 12 80 1

1

Retort clamp - 3 prongs, chrome plated

Ordering No. Cat. No. Diameter (mm) Type Packing (pcs)

397 639 030 301 390.303.01 up to 75 PVC coated 1
397 639 030 302 390.303.02 up to 75 silicone coated 1

4

3
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CLAMPS/RETORT RINGS/STANDS

Clamp for condensers, chrome plated

Ordering No. Cat. No. Diameter (mm) Type Packing (pcs)

397 632 930 301 329.303.01 50 - 65 cork coated 1

2

3

4 5

Clamp for burettes

Ordering No. Cat. No. Type Specification Packing (pcs)

397 631 830 301 318.303.01 single chrome, PVC coated 1
397 631 830 302 318.303.02 single chrome, silicone coated 1
397 632 030 301 320.303.01 double chrome, PVC coated 1
397 632 030 302 320.303.02 double chrome, silicone coated 1

2

Ordering No. Cat. No. Inner diameter (mm) Length of rod (mm) Packing (pcs)

397 639 330 302  393.303.02 70 200 1
397 639 330 303  393.303.03 100 220 1
397 639 330 304  393.303.04 120 220 1

Retort ring, without clamp, chrome plated3

Retort stand
base from cast iron, with rod

Ordering No. Cat. No. Base (mm) Length of rod (mm) Packing (pcs)

397 631 030 309 310.303.09 250 x 150 750 1
397 631 030 308 310.303.08 300 x 175 900 1

4

Retort stand - Bunsen 
with retort rings 70, 100 and 130 mm dia., condenser clamp (large), clamp type I., conden-
ser clamp type II., double clamp - 6 pcs 

Ordering No. Cat. No. Length of rod (mm) Packing (pcs)

396 551 110 100 6045 750 1

5

Retort clamp, chrome plated

Ordering No. Cat. No. Diameter (mm) Type Packing (pcs)

397 639 230 301  392.303.01 up to 95 cork coated, rod 1

11
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TRIPOD STANDS/FLAME DIFFUSERS

5

6

Flame diffuser 
for uniform heating on direct flame

Ordering No. Cat. No. Diameter (mm) Packing (pcs)

559 779 207 000 6151/200 200 1

5

Wire gauge, ceramic

Ordering No. Cat. No. Size (mm) Packing (pcs)

397 652 430 302 524.303.02 125 x 125 1
397 652 430 303 524.303.03 150 x 150 1
397 652 430 304 524.303.04 200 x 200 1

6

3 4

Tripod stand

Ordering No. Outer Diameter (mm) Height (mm) Packing (pcs)

396 553 710 103 120 190 1
396 553 710 104 150 190 1
397 065 200 500 150 200 - 330 - adjustable 1

3

Tripod stand

Ordering No. Cat. No. Outer Diameter (mm) Height (mm) Packing (pcs)

397 634 430 306 344.303.06 125 200 1

4

1

2

Stand, tripod 

Ordering No. Cat. No. Rod (mm) Length of rod (mm) Packing (pcs)

397 636 430 301 364.303.01 12 600 1

1

Triangle, steel, zinc plated

Ordering No. Material of tubes Length (mm) Packing (pcs)

397 000 401 604 quartz glass 50 1
397 652 530 301 porcelain 50 1
397 652 530 302 porcelain 60 1

2
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BURNERS/CLAMPS

1 2

3 4

Burner laboratory

Ordering No. Type Gas Pressure 
(kPa)

Power 
(W)

Weight 
(kg)

Packing 
(pcs)

396 554 211 900 P I    for propane-butane 2,5 - 3,5 1450 0,30 1
396 554 212 200 P II for propane-butane 2,5 - 3,5 2500 0,82 1
396 554 211 800 Z I for natural gas 1,5 - 2,3 1300 0,30 1
396 554 212 100 Z II for natural gas 1,5 - 2,3 2300 0,82 1

1

1

2

2

3 Burner Bunsen 
acc. to DIN 30665, max. temperature 1300 °C, air regulation, pilot flame

Ordering No. Cat. No. Gas Power (W) Packing (pcs)

397 210 007 330 7330 natural gas 1,53 1
397 210 007 340 7340 propane 2,36 1

Burner Teclu 
acc. to DIN 30665, max. temperature 1300 °C, air regulation, pilot flame

Ordering No. Cat. No. Gas Power (W) Packing (pcs)

397 210 007 400 7400 natural gas 1,53 1
397 210 007 410 7410 propane 2,36 1

4

5

6

7

8

Retort clamp - 2 prongs, chrome plated

Ordering No. Cat. No. Diameter (mm) Type Packing (pcs)

397 639 130 301 391.303.01 up to 80 cork coated 1
397 639 130 302 391.303.02 up to 80 PVC coated 1
397 639 130 303 391.303.03 up to 80 silicone coated 1

Retort clamp - 2 prongs, with bosshead, chrome plated

Ordering No. Cat. No. Diameter (mm) Type Packing (pcs)

397 639 130 304 391.303.04 up to 80 cork coated 1
397 639 130 305 391.303.05 up to 80 PVC coated 1
397 639 130 306 391.303.06 up to 80 silicone coated 1

Clamp for burettes, new type

Ordering No. Cat. No. Type Specification Packing (pcs)

397 639 430 301  394.303.01 single aluminium,rubber sleeves 1
397 639 430 302 394.303.02 double aluminium,rubber sleeves 1

5

7

6

8
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BRUSHES/STANDS/INDICATOR STRIPS

2

3

4

Ordering No. Cat. No. Type Diameter 
(mm) Conclusion Material Packing 

(pcs)

282 222 523 001 2523001 for beakers small - holder mixture 1
282 222 523 002 2523002 for beakers large - holder mixture 1
282 224 426 403 4426403 for flasks small 70 holder silon 1
282 224 426 402 4426402 for flasks large 110 holder horsehair 1
282 222 524 001 2524001 for burettes 22 pigtail horsehair 1
282 222 527 001 2527001 for pipettes 15 pigtail mixture 1
282 222 526 008 2526008 for test tubes* 8 pigtail silon 1
282 222 526 009 2526009 for test tubes* 10 pigtail silon 1
282 222 526 010 2526010 for test tubes* 12 pigtail silon 1
282 222 526 011 2526011 for test tubes* 14 pigtail silon 1

Brush

* with pinna

2

1

Ordering No. Cat. No. Specification Length 
(mm)

Packing 
(pcs)

393 370 000 055   B 55C for flasks and narrow neck laboratory glassware 410 1
393 370 000 060   B 60C for beakers and wide neck laboratory glassware 250 1
393 370 000 130   B 130C for measuring cylinders and high laboratory glassware 480 1
393 370 000 225   B 225C for test tubes 220 1

Brush, plastic 
Special design for cleaning of laboratory glassware, made from non-absorbing foam

3

Ordering No. Diameter (mm) For flasks (ml) Packing (pcs)

617 000 143 003 80 100 1
617 000 143 006 110 250 – 500 1
617 000 143 009 140 500 – 1000 1
617 000 143 012 170 2000 1

Stand for round bottom flasks, cork4

Tong for flasks, stainless steel, silicone coated

Ordering No. Cat. No. Length (mm) Max. temperature °C Packing (pcs)

397 639 630 308  396.303.08 300 280 1

1



153www.vtrglass.cz

PIPETTE FILLERS/PIPETTES/HEATING MANTLES

1

Indicator strips

Ordering No. Cat. No. Specification Application Packing (pcs)

253 150 201 611 1611 Litmus red
alkaline reaction of aqueous 
solutions

100

253 150 201 612 1612 Litmus blue acid reaction of aqueous solutions 100

253 150 201 601 1601 Litmus neutral
alkaline and acid reaction of aque-
ous solutions

100

253 150 201 603 1603 PHAN pH 1,0 - 2,3  pH 100
253 150 201 602 1602 PHAN pH 1,0 - 11,0  pH 100
253 150 201 605 1605 PHAN pH 3,9 - 5,4  pH 100
253 150 201 607 1607 PHAN pH 6,0 - 7,5  pH 100
253 150 201 608 1608 PHAN pH 6,6 - 8,1  pH 100
253 150 201 614 1614 Universal pH 0 – 12  pH 100
253 150 201 615 1615 Laktotest 7-9-11 °SH milk acidity,  pH 6-6,5 100

1

2 3

Ordering No. Cat. No. Type Packing (pcs)

332 304 700 001 470 0001 Standard - standard neck, D&N 1
332 304 700 002 470 0002 Universal - longer neck, D&N 1
332 304 710 001 471 0001 Flip - with automatic valve, D&N 1
332 641 530 301 415.303.01 Standard - made of natural rubber, red 1
332 641 530 302 415.303.02 Standard - made of silicon rubber, blue 1

Filler for pipettes
simple and safety. Simplicity itself to clean.

2

3

5

4 Pipette variable
Fully autoclavable, UV resistant

Ordering No. Cat. No. Volume ( l) Colour Packing (pcs)
396 650 030 302 500.303.02 0,5–10 Purple 1
396 650 030 304 500.303.04 5–50 Red 1
396 650 030 305 500.303.05 10-100 Orange 1
396 650 030 307 500.303.07 20–200 Yellow 1
396 650 030 308 500.303.08 100–1000 Blue 1
396 650 030 310 500.303.10 500–5000 Black 1

Heating mantle

Ordering No. Cat. No. Volume of flask (ml) Power (W) Packing (pcs)
396 650 930 302 509.303.02 100 60 1
396 650 930 303 509.303.03 250 150 1
396 650 930 304 509.303.04 500 200 1
396 650 930 305 509.303.05 1000 300 1
396 650 930 306 509.303.06 2000 450 1
396 650 930 308 509.303.08 4000 450 1

4

5
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Joint-stock company Glassworks Moravia, residing in Úsobrno is a traditional manufacturer and dealer of packing glass:

laboratory glass / pharmacy glass (reagent bottles, powder bottles, dropping bottles, burette bottles)
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